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الترجمة الفنية: راجع الرسومات الأصلية والصفحات المرجعية لمعرفة الأبعاد.

صفحة المصدر 1
LUCEO

DEL وزرة ألومنيوم بإضاءة
يُفضل استخدام إطار القاعدة المصنوع من الألومنيوم والمزود بإضاءة DEL من طراز oecuL بشكل خاص في المشاريع المتميزة،

وذلك بفضل ميزة الإضاءة الزخرفية التي يوفرها.
يمكن استخدامه أيضاً كإضاءة توجيهية في الأماكن المظلمة.

وإلى جانب وظيفته في الإضاءة، يعمل هذا الإطار على تغطية العيوب الموجودة عند نقاط التقاء الأرضية بالجدار.
يمنع تراكم الأوساخ ونمو الكائنات الضارة، مما يضمن بيئة صحية ونظيفة تدوم لسنوات طويلة.

بفضل تصميمه الذي يتضمن مساحة داخلية مجوفة، يمكن استخدامه لتجميع كابلات الهاتف والكهرباء والإنترنت، مما يساعد في تنظيم
وترتيب المكان.

يتمتع طراز oecuL بمظهر بسيط وأنيق )مينيمالي( بفضل تصميمه النحيف.
يحتوي oecuL على خيارات طلاء بأكسيد غير لامع، وأكسيد ساتان، وأكسيد كيميائي لامع، ومسحوق إلكتروستاتيكي.

تتوفر خيارات الألوان المؤكسدة )الفضي، الأصفر، لون الفولاذ المقاوم للصدأ "xoni"، البرونزي، والأسود(، كما يمكن طلاء المنتج بأي
لون ضمن نظام LAR باستخدام تقنية الطلاء بالبودرة الكهروستاتيكي.

توجيه مصدر الضوء للأغراض الأمنية، وكذلك الاستمتاع بلمسة الضوء في التصميم
tf mm ni mm الارتفاع الطول رقم المنتج التشطيب

LCE250100013MEGMS 100 3-15/16 2500 8 1/5" MEGMS

LCE250100013R9005 100 3-15/16 2500 8 1/5" R9005

LCE250100013R9016 100 3-15/16 2500 8 1/5" R9016

LCE250100013R7016 100 3-15/16 2500 8 1/5" R7016

h زاوية خارجية - ROLOC310001TXEECL
ROLOC310001TNIECL - زاوية داخلية

ROLOC310001DNEECL - غطاء طرفي
خيار مدمج

بفضل طرق التطبيق المدمجة أو الأساسية، يمكن أن تكون متساطحة مع الحائط بمقدار 31 مم أو تستخدم كوزرة تقليدي. 2/1"
5009R SMGEM فضي مطفي, أسود مؤكسد, نصف لامع, مطلي بالمسحوق

6107R 6109R أبيض، شبه لامع، أنثراسايت، شبه لامع، مسحوق مطلي بالمسحوق
R42BGR وP42BGR مزوِّد طاقة بهيكل معدني متين وتصميم نحيف.

شريط إضاءة BGR LTS DEL بطول 5 متر
R42BGR وP42BGR متوافقان مع جهاز تحكم عن بُعد أو لوحة تحكم مثبتة على الحائط.

حلول الزوايا
يمكن تركيبه بطرق متنوعة؛ سواء بدمجه داخل الجدار )تركيب غائر( أو استخدامه كإطار قاعدة تقليدي مثبت على سطح الجدار.
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LED-STL
RGB Led Strip light 5m

RGB24R & RGB24P
Driver with durable, slim-design metal
case.

RGB24R & RGB24P
Compatible with remote control or
wall control panel.
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MEGMS
matte silver, anodized

R9005
black, semi gloss,
powder coated

R9016
white, semi gloss,
powder coated

R7016
anthracite, semi gloss,
powder coated

Luceo aluminum LED skirting board is mostly preferred in
exclusive projects through its decorative lighting feature. It can
also be used as a guiding light in dark places. In addition to its
illumination feature, it also covers the defects in floor and wall
joints. It prevents dirt accumulation and harmful organisms to
provide hygienic and healthy use for many years. With the
hollow area in its design, it collects the telephone, electricity
and internet cables to organize your environment. Luceo has a
plain and minimal appearance with its slim form. Luceo has
matte anodized, bright anodized, satin chemical bright
anodized and electrostatic powder painting options. While
silver, yellow, inox, bronze and black anodized color coatings
are available, it can also be painted to the desired RAL code
with electrostatic powder painting.

Aluminum LED Skirting Board

h

13mm
1/2"

CORNER SOLUTIONS
With its built-in or basic application methods, it can be
flush to wall or used as a traditional skirting board.

BUILT-IN OPTION
With its built-in or basic application methods, it can be
flush to wall or used as a traditional skirting board.

Product No
Height Length

Surface
mm in mm ft

LCE250100013MEGMS 100 3-15/16 2500 8 1/5" MEGMS
LCE250100013R9005 100 3-15/16 2500 8 1/5" R9005
LCE250100013R9016 100 3-15/16 2500 8 1/5" R9016
LCE250100013R7016 100 3-15/16 2500 8 1/5" R7016
LCEEXT100013COLOR - External Corner

LCEINT100013COLOR - Internal Corner

LCEEND100013COLOR - End Cap

LUCEO

GUIDING LIGHT SOURCE FOR SECURITY PURPOSES, AS
WELL AS TO ENJOY THE TOUCH OF LIGHT IN DESIGN


