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Texniki tarcima: dlcular tgun orijinal certyojlara va istinad sahifalarina muiracist edin.

Manba soahifasi 1

Luceo YAPMA TOLIMATI

1 Qurasdirma vintlar va ya silikon yapisgan ile edils bilor.

Divar materialina uydun olaraq dizgln tatbiq diggatls misyyan edilmalidir.
2 Qazilmis deliklara divar materialina uygun dizgin dibellari yerlasdirin.
3 Divar fiksasiya hissalarini 50 sm araliglarla gazilan yerlara vidalayin.

4 LED zolaglarini profilin yuxari ve asagi hissasindaki yuvalara daxil edin.
5 Asag! diffuzoru 6n qapaga qosmaq Ucln strdsdarin.

6 LED zolaglarini, strGcu va suricinu elektrik sabakasina qosun.
Kabellar cox 6turlculi birlasmalar Gglun profillor daxilinds aparila bilar.
Daqiq naticalar alds etmak Ucun yerli elektrikcilarla maslahatlasin.

7 On gapadi yerina oturana gadar arxa bosqaba qarsi basin.

8 Ust diffuzoru daxil edin.

9 Daxili ktinclari yerinda barkitmak G¢ln onlara yapisgan ¢akin.

10 Xarici kinclari yerinds barkitmak G¢un onlara yapisgan ¢akin.

11 Mdévqgeyini barkitmak UG¢ln bitma hissalarina yapisgan tatbiq edin.
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Manba sahifasi 2

LED zolaginin kasilmasi va uzadilmasi

Gostarilan yerin duzgun islemasi G¢ln

LED Seridi, yalniz e diagramindan kasilmisdir.

Gostarilan yerda alaganin kasilmasinin garsisini almaq tcin b
LED seridi arasinda, nUmuna rasminda yalniz d lehimlayin.
LED zolagh naqil diagrami

MOX RGB Nazaratci

RG Dim Wifi

GB mmer

Surdct / Transform

mer
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LUCEO ASSEMBLY GUIDE

g

Installation can be done with
screws or silicone glue. The correct
application must be carefully
identified according to the wall
material.

2 Place the correct dowels according
to the wall material into the drilled
holes.

Screw the wall fixation parts to the
places that are drilled at 50cm
intervals.

Insert the LED strips into the slots
at the top and bottom of the profile.

Slide to connect the bottom diffuser
to the front cover.

Connect the LED strips and the
driver and the driver to the mains.
Cables can be carried within the
profiles for multi-drive connections.
Consult local electricians to obtain
accurate results.

Press the front cover against the

back plate until itclicks into place.

Insert the top diffuser.

¥
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10 Apply adhesive to the external
corners to secure them in position.

Apply adhesive to the ending parts
to secure them in position.
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Apply adhesive to the internal
corners to secure them in position.



LED STRIP CUTTING & EXTENDING
>8

For correct operation of the LED Strip, cut only from the

g @ @ @ @ @ gg @ @ @ @ @ g location indicated in the diagram.

To avoid disconnection between the LED Strip, solder only

% @ @ @ @ @%%@ @ @ @ @ % at the location indicated in the sample drawing.

LED STRIP WIRING DIAGRAM
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