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Texniki tarcima: dlcular tgun orijinal certyojlara va istinad sahifalarina muiracist edin.

Manba soahifasi 1

Mps-D YUKLOMS TOLIMATI

Kafel galinhigina gora dizgln profili segin.

2 Birga tatbiq edin va profillarin ankerini muvafiq olaraq yerlasdirin.
3 Profili birlesmaya barkidilana gadar basin.

Keramikanin yerlasdirilacayi yerlara birlasma tatbiq edin.

5 Plitalori profils yerlasdirin, onlarin kanarlarinin profile uygun oldugundan va hamar oldugundan amin
olun.

6 Xarici kinclar tgun profillari 45 daraca kasin.
Profillari xarici kiinclards dizaldin va birlasmays basdirin.

8 Plitalori profils yerlasdirin, onlarin kanarlarinin profila uygun oldugundan va hamar oldugundan amin
olun.

9 Daxili kiinclar G¢Un profillari 45 daraca kasin.
10 Profillari daxili kiinclards hizalayin va birlasmaya sixin.

11 Plitalari profila yerlasdirin, onlarin kanarlarinin profils uygun oldugundan va hamar oldugundan amin
olun.
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MPS-D ASSEMBLY GUIDE
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Pick the correct profile according to Apply joint and place the profiles
the tile thickness. anchor accordingly.
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Apply joint to the places where the Place the tiles on the profile,
ceramics will be placed. making sure that their edges fit the

Cut profiles 45 degrees for external
corners.

profile and are flush.
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Align the profiles at the external E Place the tiles on the profile,
corners and press them into the making sure that their edges fit the
joint. profile and are flush.
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Align the profiles at the internal Place the tiles on the profile,
corners and press them into the making sure that their edges fit the
joint. profile and are flush.
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Cut profiles 45 degrees for internal
corners.




