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Texniki tarcima: dlcular tgun orijinal certyojlara va istinad sahifalarina muiracist edin.

Manba soahifasi 1

Mps-N YUKLOMS TOLIMATI

Dosama qalinligina goéra dlzgin profil segin.

2 Birga tatbiq edin va profillarin ankerini muvafiq olaraq yerlasdirin.
3 Profili birlesmaya barkidilana gadar basin.

4 D6ésamanin goyulacagi yerlara birlasma tatbiq edin.

5 Désamani profile goyun va dizaldin.

6 Xarici ktGnclar Gc¢Un profillari 45 daraca kasin.

Profillori xarici kinclards dizaldin va birleasmays basdirin.
8 Dosamani profile goyun va dizaldin.

9 Daxili knclar GgUn profillari 45 daraca kasin.

10 Profillari daxili kiinclarda hizalayin va birlasmaya sixin.
11 Désamani profile goyun va duzaldin.
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MPS-N ASSEMBLY GUIDE
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Pick the correct profile according to
the flooring thickness.

Apply joint and place the profiles
anchor accordingly.

Press the profile until it is fixed to
the joint.

Apply joint to the places where the
flooring will be placed.

Place and align the flooring to the
profile.

Cut profiles 45 degrees for external
corners.

Align the profiles at the external
corners and press them into the
joint.

E Place and align the flooring to the
profile.

N

Align the profiles at the internal
corners and press them into the
joint.

Place and align the flooring to the
profile.
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Cut profiles 45 degrees for internal
corners.



