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Manba soahifasi 1

Mahsul malumat cadvali

istehsal¢l Mox Profile Systems

Sanadin Basligi Dizayn va keyfiyyat: Sole
Mahsulun adi Sole

Mahsulun tasviri Aliminium Skirting Board

Madds Ne SOL

istifads Sahasi ictimai, Ofis, Yasayis

Material EN AW 6463 T6, EN AW 6061 T6
Uzunlugu 2500 mm

Sathi tozla 6rtiImuUs, anodlasdiriimis, xrom ortuakld

Sole aliminium skirting board profilina klassik dizayn anlayislari ile daha ¢ox butln yasayis va ictimai
yerlarda Ustunlik verilir.Désama va divar birlasmalarindaki qusurlari shats edir.

Uzun illar gigiyenik va saglam istifadani temin etmak Gcgln kir yigilmasinin va zararli organizmlarin garsisini
alir.

Dizaynindaki bos saha ila atrafinizi taskil etmak Ucln telefon, elektrik va internet kabellarini toplayir.

YUksak keyfiyyatli xammaldan istehsal olundugu va qalin divarlari oldugu Gcilin son daraca davamli va
uzunoémuarludar.

Raqiblarindan fargli olaraq tzllk galinhdi ve anodizasiya keyfiyyati, elektrostatik toz boyamada korroziyaya
davamlihgl tamin edan ilkin emal tatbiqi ilo secilir.

Sole butun klassik, dabdabali va prestijli yasayis makanlari i¢in nazarda tutulmusdur.

Sole aliminium skirting board profili universal arxa hissani vintlar ile divara barkitmakla ve 6n gapaq
profilini snap lock sistemi ila qurasdirmagla asanlhqla qurasdirila bilar. Kinclar profili 45 daraca kasilmakla
yigila bilar.

2500 mm uzunlugda va 100 mm hindurlikds mdévcuddur.
Sole aliminium plintus tutqun anodlasdiriimis va elektrostatik toz boyama secimlarina malikdir.

GUmuUs anodlasdiriimis rang ortuklari mévcud olsa da, elektrostatik toz boya ils istanilon RAL koduna
ranglana bilar.

Sahife 1/2
Zamanoat

Asagida sadalanan istifadaci sahvlari istisna olmagla, bu mahsul alindidi tarixdan 5 il middatinds zemanat
altindadir:

Zarba naticasinds yaranan zads Cizilma naticasinds yaranan zada Asindirici madds va ya kimyavi
tomizlayici maddalarls tamas naticasinda yaranan zada Su ils uzun muddat tamas naticasindsa yaranan
zarar GUclU temperatura maruz galma naticasinds yaranan zarar Montaj naticasinda yaranan ziyan
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LANOITANRETNI FORANODISING KEYFiYYST ETIKETI SONAYE TS-EN 755-8 TS-EN 755-9 TS 4922
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Manba sahifasi 2

YUKLOMONIN MOLUMAT VOQIBaSI
EN AW 6463 T6 [AIMgO0.7Si]
istifada yeri

EN AW-6463 arintisi genis istifada olunan ekstruziya arintisidir va yalniz tavazdkar glc xususiyyatlari talab
olunan tatbiglar Gglin uygundur.

Parcalar ola bilar

yaxsi sath keyfiyyati ila istehsal olunur, bir cox ortik amaliyyatlar G¢lin uygundur.
Tipik tatbiq sahalari mebel, bitirma materiallari, pancaralar va gapllar,
avtomobilin kuzovunun tamamlanmasi, fasad tikintisi, isiglandirma sutunlari va bayraq diraklari.
EN573-3-5 uygun kimyavi tarkibi (¢caki%, qaliq Al)

Si Fe Cu Mn Mg Cr Zn Ti Al

0,20 - 0,60 Maks 0,15 0,2 Maks 0,5 0,45 - 0,9 - Maks 0,05 Maks 0,1 istirahat
EN755-2-ya uygun olarag mexaniki xtsusiyyatlar

Temper* Divar Qalinhgi e*** Cixis Stressi Dartma Gucl Uzatma Brinell Sartlik

- e* mm Rp0,2 dog Mpa Rm min Mpa Min A50mm % - Maks A % HB**

T4 e<50 75 12514 -12 46

T5 e<501501108-6 60

T6 e<50 195 160 10 - 8 74

* EN515-2 uygun temper tayinati: T4-Tabii olaraq sabit veziyyata qadar kdhnalmis, T5-yuksak temperatur
amala gatirma amaliyyatindan soyudulur va

suni yaslandiriimis, T6-Mahsul istiliklea mualica edilmis, sdnduridlmis va stni yaslanmis,
** Sortlik dayarlari yalniz géstarici Ggcundur,

*#x Bir profil daxilinde muxtalif divar galinliglari Ggln géstarilan an asagi xtsusiyyatlar bitin profil
kasismasi Ucln etibarli hesab edilmalidir.

Fiziki xUsusiyyatlar (taxmini dayarlar, 20°C)

Sixliq 9rima diapazonu Modulunun Elektrik istilik smsali
(kg/m?3) (°C) keciricilik keciricilik istilik elastikliyi

2700 585-650 (MS/m) (W/m.K) genislanma (GPa)

28-34 200-220 10-%/K ~70

Qaynaq gabiliyyati®

Qaz: 3 TIG: 2 MIG: 2

Tipik doldurucu materiallar (EN 1SO18273): SG-AIMg5Cr(A) va ya AISi5 voe mahsul anodlasdiriimali oldugda
AlMg3.

Qaynaq zamani daxil olan istilik sababiyla
mexaniki xassalar taxminan 50% azalacaq (ref.
EN1999-1).

Emal xUsusiyyatlarit: T4 Temper 3/ T5, T6 Temper 2
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Kaplama xUsusiyyatlari® Sart/qoruyucu anodlasdirma: 1 / Dekorativ / parlaq / rongli anodlasdirma: 2
Korroziyaya davamlilig! Umumi: 1 Daniz: 2
11-cox yaxsidan 6-uygun olmayana gadar nisbi ixtisas
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Orijinal rasmlar va istinad sahifalari
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Product Datasheet

Manufacturer Mox Profile Systems

Document Title Design and quality: Sole
Product Name Sole

Product Description Aluminium Skirting Board

Item No SOL
Area of Use Public, Office, Residential
Material EN AW 6463 T6, EN AW 6061 T6
Length 2500mm
Surface Powder Coated, Anodised, Chrome Plated

Sole aluminum skirting board profile is mostly preferred in all living areas and public
areas with classical design concepts.It covers the defects in floor and wall joints. It
prevents dirt accumulation and harmful organisms to provide hygienic and healthy use
for many years. With the hollow area in its design, it collects the telephone, electricity
and internet cables to organize your environment. It is extremely durable and long-last-
ing since it is produced from high quality raw material and has thick walls. Unlike its
competitors, it stands out with its coating thickness and quality of anodizing, and with
its pre-treatment application that provides resistance to corrosion in electrostatic
powder painting. Sole was designed for all classical, luxurious and prestigious living
spaces. Sole aluminum skirting board profile can be easily installed by fixing the
universal rear piece to the wall with screws and mounting the front cover profile with its
snap lock system.Corners can be assembled by cutting profile to 45 degree. It is
available in 2500mm length and 100mm height. Sole aluminum skirting board has matte
anodized and electrostatic powder painting options. While silver anodized color coatings
is available, it can also be painted to the desired RAL code with electrostatic powder
painting.
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage
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ALLOY DATASHEET
EN AW 6463 T6 [AIMgO0.7Si]

Place Of Use
The alloy EN AW-6463 is a widely used extrusion alloy, suitable for applications where only modest strength properties are required. Parts can be
produced with a good surface quality, suitable for many coating operations. Typical application fields are furniture, finishing materials, windows and doors,

car body finishing, facade construction, lighting columns and flagpoles.

Chemical composition according to EN573-3 (weight%, remainder Al)

Si Fe Cu Mn Mg Cr Zn Ti Al
0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45-0,9 - Max 0,05 Max 0,1 Rest

Mechanical properties according to EN755-2

Temper* Wall Thickness e*** Yield Stress Tensile Strength Elongation Brinell Hardness
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50mm % - Max A % HB**
T4 es<50 75 125 14 -12 46
T5 es<50 150 110 8-6 60
T6 es<50 195 160 10-8 74

* Temper designation according to EN515: T4-Naturally aged to a stable condition, T5-cooled from an elevated temperature forming operation and
artificially aged, T6-Solution heat treated, quenched and artificially aged,

** Hardness values are for indication only,

*** For different wall thicknesses within one profile, the lowest specified properties shall be considered as valid for the whole profile cross section.

Physical properties (approximate values, 20°C)

Density Melting range Electrical Thermal Co-efficient of Modulus of
(kg/m?) (°C) conductivity conductivity thermal elasticity
2700 585-650 (MS/m) (W/m.K) expansion (GPa)
28-34 200-220 10-8/K ~70
23.4

Weldability'

Gas: 3 TIG: 2 MIG: 2

Typical filler materials (EN ISO18273): SG-AIMgSCr(A) or AISi5, and AIMg3 when the product has to be anodised. Due to the heat input during welding the
mechanical properties will be redured by approximately 50% (ref. EN1999-1).

Machining characteristics': T4 Temper 3/ T5, T6 Temper 2

Coating properties® Hard/protective anodising: 1/ Decorative / bright / colour anodising: 2

Corrosion resistance' General: 1 Marine: 2

'Relative qualification ranging from 1-very good to 6-unsuitable
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