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TaXHiYHbI nepaksiana: namMepbl rnagsige Ha aprFiHaﬂbeIX Yapuaxax i faBedaYHbIX CTapoOHKaXxX.

3blXoAaHadA CTapoHKa 1

Tabniua panseHbIX NpagyKTy

BbiTBOpUa Mox Profile Systems

Ha3Ba gakymeHTa [Obi3aliH i skacub: Mps-Tbh

Ha3ea npaaykTy Mps-Tb

AnicaHHe npanykTy MNapnory 3 Hep)xasetdan ctani T Transition
MyHKT Ne MTB

Bobnacub BbikapbiCTaHHA paMaackas, odicHas, Kblias
MaTapbian 201, 304L

OayxbiHa 2438/2500 MM

MaBepxHsa CauiH, JllocTapka

Mps-Tb Stainless Steel Floor T Transition - af3iH 3 caMbIX TpbIBaJiblX NepaxoAHbIX Npodinsay.

Y agpo3HeHHe af CBaixX KaHKYp3HTay, éH MoXKa bbiLb yCTassiBaHbl Ca CBAWro Nalblp3HHA NMaj nagjoram i
He naTpabye kneto, WTO Pobiub Aro 60sbLU AayraBeYHbIM.

EH makpblBae WYbUIiHbI | Heaxomnbl NPbIMAHEHHS NaMiX nepaxoAami Naaori i nepaxogami napora
03BSp3N.

EH TakcaMa BblKapbICTOYBaeLLa y skacli pa3assansibHan pamsl A5 naanori.

EH Haa3BbIYalM TPbIBasbI, AayraBeyHbl i YCTOMIBLI Aa Kapo3ii, MakoJibKi BbipabsieHbl 3 Hep)KaBerdan cTani
304L. Takcama facTynHas albTIpHaTbIBa 3 Hep)XaBetoyan cTani skacui 201.

Mps-Tb Mae TpaAblLubliHbI NPOCTLI BbIFrNA4 A8 nepaxofay naanori.

Mps-Tb ona nagnori T-nepaxof 3 Hep)xaBetYan CTali MOXXHa Nérka ycrtanasalb, YLUICHYYLbI
nepgapaBaHbis aHKePHbIA Magay>XasbHiKi Y Bo6nacub HaHSACEHHS KJeto, @ 3aTbiM MOLIHA MpPbILiCHYYLLbI
npblAerabl NagsioraBbl MaTapbifa Aa MecLa.

KyTki Mo>xkHa cabpaub, abpazaywsl npodinb nag 45 rpagycay.
Aro Mmo>xHa Bbipabiub Nt0b6on NaTpabHal WbIPbIHI i BbILWbIHI.

Magnory 3 Hep>KaBet4dan cTani Mps-Tb T nepaxoa Mae NtOCTPaHbIs, CaliHaBbls, SKCKO3iYHbIA
CynepitoCTpaHblA MaBepxHi i BapbISHTbI KONepy aHTpaubIT, 6poH3a, Mea3b, 30s1aTa, iHOKC.

CtapoHka 1/2
FapaHTbIA

Ha raTbl NpafyKT pacnaycioa)KBaelua rapaHTbis Ha npauary 5 ragoy 3 gaThl aTpbIMaHHS, 3a
BbIKJIIOY3HHEM MaMblJIaK KapbICTaJlbHiKa, MepaivyaHbiX HiXK3N:

MalwkKoa>XaHHi, BblKiKaHblg yaapaM lMalkoa)XaHHi, BblKJliKaHbla gpaniHaMi MawKo)KaHHi, BblKJliKaHbIS
KaHTakTaM 3 abpa3siyHbIM p34biBaM abo XiMiYHbIMI aybllLiYanbHbIMi CpoaKaMmi MNalKoa KaHHI, BbIKJliKaHbISA
npausribiM KaHTakTaM 3 Bagown MawkKoa)KaHHi, BbiKJliKaHblS Y343eHHEM BbICOKal TaMrepaTypbl
MalwKoa)XaHHi, BbIKJliIKaHbl MaHTa>Xo0M
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3bIXOo4HaA CTapoHKa 2

CMNAY

Hep>xasetovas ctanb ASTM 304

flkacHasa Hep>xaBetoyas cTasb 304

ASTM 304 (fkacub 304) - camasd BafliKag rictopbla Nocnexy 3 Hep>KaBetoyan cTani.

EH BbikapbicTOYBaeLLa NPakTbidHa Ba YCiX MPaMbIC/I0BbIX M3TaX, CKaagatoubl 50% ycéii Hep)xasetodal
cTtani

BbITBOpYacCLi i Kansd nasoBbl CNa)KbiBaHHSA Hep>XaBetovan ctani. 304 - raTa He NpoCTa Hep>XaBeto4vas
CTasb, IKas MO>Ka 3a4aBoNilb /toboe NpbIMsHEHHE; I3Ta TakCaMa Aae BblAaTHY acHOBY AJ1s

pa3symeHHe skacui 304, npakTbl4HaA aCHOBa AJ1S BbI3HAY3HHSA MpblAaTHACLi Hep)XKaBelyan cTani gns
»KafaHara npbIMAHEHHS | 419 NapayHaHHA MaTapbisgnay

rpyna ayCcTaHiTHal Hep)xaBetloYan cTani.
Mbl yCce MaeM 34aBaJIbHAYbI BOMbIT BblkapbiCTaHHA 304 i Begaem ynacuiBacui ribibokanm BbiLsKKi.
MeTaniyHasa 4YacTka, AKas BblKapbiCTOyBaeuLa Yy

Habopbl cTanoBbIX NMpbibopay (ra. mapkipoyky 18/10 i 18/8), xyTkaBapKa, pakaBiHbl i HABaT ObICKETbI
BblpabneHbl 3 Hep>kaBetoyan cTani 304.

KaMnaHeHTbI

Akacub 304L (rn. Tabniyy-1) - raTa 304 3 Hi3KiM yTpbIMaHHEM Byraspoay, sKi 4ac ag dacy
BblKapbICTOYBaeLULa 414 NpafyxileHHA MarybiMa afgyyBaJibHacLi Aa Kapo3ii 3BapHbIX A3Tansay.

fkacub 304H

(Kani nacka, rnagsiue Hawy Tabnily XiMiYHbIX 3Ha4Y3HHAY), MaBbilLae TpbiBanacub, (acabnisa npobl
TaMmnepaTypax BbIw3K 3a 500 °C) 3mawyae 6onbw Byraspoay, 4Ysim 304L.

'3Ta AKacub

He BblKapblCTOYBaeLLa 415 NPbIMAHEHHS 3 MarybiMacLo af4vyBajbHal Kapoa3ii.
(Tabniua-1) KamnaHeHTol 304 i agnaBefHas sKacub

CtaHpapTHasa Ha3Ba gkacui %C %Si %Mn %P %S %Ni

ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5

ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0

ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

3ayBara-1: NpausHTHbIA CTaykKi, He NpbIBEA3eHbIA Y AKaCLi OblANa3oHy, yaynastoub caboln MakciManbHbIA
CTayki.

3ayBara-2: '3Tbi 3Ha4Y3HHI Bbl3Ha4aHbl Yy ASTM A240 onda nnacuiH, NicToy i pyJsioHay.
[Onsa HekaTopbIX iHWbLIX NpafyKTay iA3HTbIiKaubld MOXKa HA3HaYHa afpo3HiBaLLa aj raThiX 3HAYIHHAY.

Ak 304L, Tak i 304H nagbixoA3aub ANa naacuiH (Naockix sBeipabay) i Tpy6, ane 304H moxa bbiLb MeHLU
DaCTyMHbIM, NepL 4YbiM Bbiub Ha cknap3e. 304L i 304H yacam 3axoyBatouua

AaK cTaHgapT 304. (CepThidhikaTbl BbiNnpabaBaHHAY NauBapOxatoub, WTo rata "L" abo "H")
KapasinHas ycTtonniBacub
flkacub 304 Mae BblAaTHYO YCTOWIBACLb Aa Kapo3ii ¥ wbipokan Bobnacui.

EH He ip)KaBee ¥ MHOriX apXiTaKTYPHbIX KAHCTPYKLbIAX.
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AKpaMs Taro, éH nérka Ybicuiyua

i ycTonniBbl Aa Y343€AHHSA apraHivyHbIX XiMi4YHbIX p34blBay, HeapraHivyHbIX XiMiYHbIX p34biBay i KansapoBbIX
hapbaBanbHiKay y MHOriX paéHax BbITBOPYacLi i anpauoyki xap4oBbix npagykTay. 304 fkacub

nagBspraeuua KapasiiHaMy packoJliHe Maf Hanpyran i Kapa3siiHaMy 3apaf )X3HHIO i packosliHaMm, Npbl
AKON Cifla pacuUs>X3HHSA NpbIMSAHAEL LA Npbl TaMNepaTypax Bbiwsi 3a 50 2C y xnapbiue

acsapoaa3s npbl CAPIAHAN TaMMepaTypbl.

AKpaMsl Taro, Aro Mo>kKHa nacnsxoBa y>XbiBallb Mpa3 KapoTKis NpaMexxKi 4acy i ¥ LEMMbIX X1apbITHbIX
acaponnassax, A3e NpaBoA3illa aybiCTKa

p3rynsipHa BblIKOHBaeLLa i y)XblBaelLla (Hanpbikiag, y raplkax i HeKaTopbixX axTax).
Qi3i4yHbISA | MexaHiYHbIA YacuiBacui

TpbiBanacub Ha pa3pbly MiH. 515 Mna

0,2% MsKa uaKydacui MiH. 205 Mna

Mapay>xsHHe% MiH. 40%

LBséppacub (bpbiHenb) Makc. 201HB

LiBépoacub (PokBenn) Makc. 92 HRB

LiBépoacub (Bikkepc) Makc. 210 HV

TapmaycTonniBacub

304 Quality mae nobpyto ycTomnisacub Aa akiCleHHs y Mecuax, A3e éH anpayuoyBaycsa npas KapoTkis
npaMexkKi Yacy npbl 870 °C i 6ecnepanblHHa Npbl 925 °C,

He pakameHpyeuua y

Ablsna3oH 425 - 860 2C 304, kani HacTynHae NpbIMAHEHHE Npauye Y BOAHbIX acApoaa35aX npbl Makaésamn
ToaMMepaTypbl.

Ane yacaMm éH nobpa npauye y
acApoansa, AKia 3MAHAOL LA BbIWAM abo HiXK3M raTara AbiANasoHy TaMnepaTyp.

Mapka 304L 6onblu yCcTOWNIBasA Aa BbiNaA3eHHs Kapbioy i MoXKa BblKapbICTOYyBaLLa Y TaMNepaTypHbIX
yMOBaX.

ObISINAa30H, 3rafjaHbl BbILI3NA.
Tam, A3e Ba)KHas BbICOKas TpbiBasacCLb MaTIpPbIsAy, NaTP36HbI BbICOKIS MakKa3yblKi Byrasapoay.
Hanpbiknapn, abme)kaBaHHI kofa cacygay nag uickam AS1210

paboyasa TamnepaTypa an 304L pa 425 °C, a BbikapbiCTaHHe gkacui 304 abMmer)kaBaHa 3Ha4Y3HHAMI 0,04% i
BbILU3M 018 TaMnepaTyp Bbiw3n 3a 550

oC.
fAkacub 304 3BaAKaBaHbIA ra3bl Npbl HiI3KiX TaMNepaTypax

CTtapoHka 2/2
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ApbIriHaNbHbIA MaJIlOHKI | AaBefavYHbls CTAPOHKI
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Product Datasheet MD)’(

Manufacturer Mox Profile Systems
Document Title Design and quality: MPS-TB
Product Name MPS-TB
Product Description Stainless Steel Floor T Transition
Item No MTB
Area of Use Public, Office, Residential
Material 201, 304L
Length 2438/2500mm
Surface Satin, Mirror

MPS-TB Stainless Steel Floor T Transition is one of the most durable transition profiles.
Unlike its competitors it can be installed from its extension beneath the floorings and
doesn't require adhesives which makes it more long-lasting. It covers the gaps and
application flaws between floor transitions and door threshold transitions. It is also used
as a separator frame in floor applications. It is extremely durable, long-lasting and
corrosion resistant since it is produced from 304L quality stainless steel. 201 quality
stainless steel alternative also available. MPS-TB has a traditional plain appearance for
flooring transitions. MPS-TB stainless steel floor T transition can be easily installed by
pressing the perforated anchor extensions into the area where the adhesive is applied
and then pressing the adjoining flooring material firmly into place. Corners can be
assembled by cutting the profile to 45 degrees. It can be produced in any desired width Warranty
or height. MPS-TB stainless steel floor T transition has mirror, satin, exclusive super

mirror surfaces and anthracite, bronze, copper, gold, inox color options. This product is under warranty for 5 years from the

date of receipt except for the user errors as listed

below:

Damage caused by impact
Damage caused by scratching
Damage caused by abrasive substance or chemical

cleaning agents contact

25 Damage caused by prolonged contact with water
— Damage caused by exposure to intense temperature

‘ ‘ Damage caused by montage

8-10-12-14
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ALLOY DATASHEET
Stainless Steel ASTM 304

304 Quality Stainless Steel

ASTM 304 (Quality 304) is the biggest stainless steel success story. It is used in almost all industrial applications, accounting for 50% of all stainless steel
production and about half of stainless consumption. 304 is not just a stainless steel that can suit every application; it also provides an excellent basis for
understanding the qualities of 304, a practical basis for defining the suitability of stainless steel in a desired application, and for comparing the materials of
the austenitic stainless steel group. We all have a satisfying experience of using 304 and knowledge of deep drawing properties. The metallic part used in
your cutlery sets (see markings 18/10 and 18/8), pressure cookers, sinks and even floppy disks is made of 304 stainless steel.

Components

Quality 304L (Please see Table-1) is a low carbon 304 that is used occasionally to prevent possible corrosion sensitivity in welded parts. Quality 304H
(Please see our table of chemical values), increases strength, (especially at temperatures above 500 °C) contains a higher carbon than 304L. This quality is
not used for applications with the possibility of sensitive corrosion.

(Table-1) Components of 304 and Related Quality

Standard Name Quality %C %Si %Mn %P %S %Ni
ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5
ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0
ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Note-1: The% rates not given as a range represent the maximum rates.

Note-2: These values are defined in ASTM A240 for plate, sheet and roll. For some other products, the identification may differ slightly from these values.
Both 304L and 304H are suitable for plate (flat product) and pipe, but 304H may be less available before stock. 304L and 304H are sometimes stocked
like standard 304. (Test certificates confirm that this is “L” or “H")

Corrossion Resistance

Quality 304 has excellent corrosion resistance in a wide area. It does not rust in many architectural construction applications. In addition, it is easily cleaned
and resistant to organic chemicals, inorganic chemicals and colored dyes in a wide area in many food production and processing environments. 304 Quality
is subjected to stress corrosion cracking and nucleation and cracking corrosion, in which the tensile force is applied at temperatures above 50 °C in chlorite
environments at medium temperature. In addition, it can be successfully applied at short intervals and in warm chlorite environments where cleaning is
regularly performed and applied (eg in pots and some yacht connections).

Physical And Mechanical Properties
Tensile Strength Min. 515 MPa

0.2% Yield Strength Min. 205 MPa
Elongation% Min. 40%

Hardness (Brinell) Max. 201HB

Hardness (Rockwell) Max. 92 HRB
Hardness (Vickers) Max. 210 HV

Heat Resistance

304 Quality has good oxidation resistance in places where it is worked at short intervals at 870 °C and continuously at 925 °C. It is not recommended in the
range of 425 - 860 °C of 304, if the subsequent application is working in aqueous environments at room temperature. But sometimes it performs well in
environments that change above or below this temperature range. Grade 304L is more resistant to carbide precipitation and can be used in the tempera-
ture range mentioned above. Where high material strength is important, high carbon values are needed. For example, AS1210 pressure vessels code limits
the operating operation temperature of 304L to 425 °C, and the use of 304 quality is restricted to values of 0.04% and higher for temperatures above 550
°C.

Quality 304 liquefied gases at low temperatures
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