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Tehnicki prijevod: konsultujte originalne crteze i referentne stranice za dimenzije.

lzvorna stranica 1

Revio VODIC ZA SASTAVLJANJE

Primjena ljepilom

1 Nanesite silikon ili spoj na profil.

2 Pricvrstite profil na pod i pritisnite ga.

3 Postavite tepih na profil.

Primjena sa vijkom

11 Pricvrstite profil vijcima.

2 Postavite tepih na profil.

Kose Birlesimleri

1 Izrezite profile pod 45 stepeni za unutrasnje uglove.

2 Poravnaijte profile na unutrasnjim uglovima i postavite ih u spoj.
3 Postavite tepih na profil.

4 |zrezite profile 45 stepeni za vanjske uglove.

5 Poravnajte profile na vanjskim uglovima i postavite ih u spoj.

6 Postavite tepih na profil.
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Originalni crtezi i referentne stranice

MOX Systems



REVIO ASSEMBLY GUIDE

Application with Adhesive
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Apply silicone or joint to the profile.

Application with Screw

Fix the profile to the floor and press
it.

Place the carpet to the profile.
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Fix the profile with screws.

Kdse Birlesimleri

Place the carpet to the profile.
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Align the profiles at the internal
corners and place them into the
joint.

Place the carpet to the profile.
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Cut profiles 45 degrees for external
corners.

Align the profiles at the external
corners and place them into the

@ Place the carpet to the profile.
joint.



