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Tehnicki prijevod: konsultujte originalne crteze i referentne stranice za dimenzije.

lzvorna stranica 1

Velo VODIC ZA SASTAVLJANJE

1 Stisnite silicij na nacin dvije linije na straznju stranu profila.

2 Zalijepite profil kojim ste stisnuli silikon na zid i pritisnite.

3 Zalijepite profil koji ste zalijepili na zid u intervalima od 50 cm.

4 Pazljivo uklonite trake na profilu dan kasnije.

5 Uvjerite se da je profil ¢vrsto zalijepljen za zid.

6 lzrezite profile 45 stepeni za vanjske uglove.

7 Zalijepite profile koje ste izrezali za 45 stepeni na zid na nacin da budu medusobno zatvoreni.

8 Uvjerite se da su profili koji su izrezani pod uglom od 45 stupnjeva pri¢vrséeni jedan za drugi u
potpunosti na vanjskim uglovima.

9 Izrezite profile 45 stepeni za unutrasnje uglove.
10 Profile koje ste izrezali za 45 stepeni zalijepite na zid na nacin da budu medusobno zatvoreni.

11 Uvjerite se da su profili koji su izrezani pod uglom od 45 stupnjeva pri¢vrséeni jedan za drugi u
potpunosti na unutrasnjim uglovima.
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Squeeze the silicon in the manner
of two lines to the back side of the
profile.

2 Paste the profile that you squeezed
the silicon to the wall and press.

3 Tape the profile that you pasted to
the wall at 50cm intervals.
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Remove the bands that on the
profile heedfully the day after.

Make sure that the profile is stuck
to the wall firmly.

Cut profiles 45 degrees for external
corners.
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Paste the profiles that you cut 45
degrees to the wall in the manner
that will be closed to each other.

Make sure that the profiles that are
cut 45 degrees are fixed to each
other completely at the external
corners.
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Paste the profiles that you cut 45
degrees to the wall in the manner
that will be closed to each other.

Make sure that the profiles that are
cut 45 degrees are fixed to each
other completely at the internal
corners.
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Cut profiles 45 degrees for internal
corners.



