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Technicky preklad: rozméry najdete na originalnich vykresech a referencnich strankach.

Zdrojova stranka 1

NAVOD NA MONTAZ Mps-L

Vyberte spravny profil podle tloustky dlazdice.

2 Naneste sparu a podle toho umistéte kotvu profild.

3 Stisknéte profil, dokud nebude pripevnén ke spoji.

Naneste sparu na mista, kde bude umisténa keramika.

5 Polozte dlazdice na profil a ujistéte se, Ze jejich okraje licuji s profilem a licuji.
6 NareZte profily pod Ghlem 45 stupnl pro vnéjsi rohy.

Vyrovnejte profily na vnéjsich rozich a zatlacte je do spoje.

8 Polozte dlazdice na profil a ujistéte se, Ze jejich okraje licuji s profilem a licuji.
9 Uriznéte profily pod Uhlem 45 stupnl pro vnitrni rohy.

10 Zarovnejte profily na vnitrnich rozich a zatlacte je do spoje.

11 Umistéte dlazdice na profil a ujistéte se, Ze jejich okraje licuji s profilem a licuji.
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MPS-L ASSEMBLY GUIDE
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Pick the correct profile according to
the tile thickness.
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Apply joint and place the profiles
anchor accordingly.

Press the profile until it is fixed to
he joint.
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4 Apply joint to the places where the
ceramics will be placed.

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.

corners.
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Align the profiles at the external
corners and press them into the
joint.

Place the tiles on the profile,
making sure that their edges fit the

profile and are flush.

Align the profiles at the internal
corners and press them into the
joint.

Place the tiles on the profile,
making sure that their edges fit the

profile and are flush.
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Cut profiles 45 degrees for internal
corners.




