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Technicky preklad: rozméry najdete na originalnich vykresech a referencnich strankach.

Zdrojova stranka 1

NAVOD NA MONTAZ PODRAZKY MOX

1 Umistéte dily pro upevnéni na sténu v rozestupech 50 cm a oznacte sténu od otvorl pro Srouby.
2 Vyvrtejte body, které jste jiz oznacili.

3 Do vyvrtanych otvor{ viozZte spravné hmozdinky podle materidlu stény.

4 Upevnovaci dily na sténu pfisroubujte na mista, ktera jsou vyvrtana v rozestupech 50 cm.

5 Namontujte profil na dily pro upevnéni na sténu stejné jako na obrazku.

6 Ujistéte se, ze profilové hrebiky a hiebiky fixacniho dilu jsou navzajem zcela spojeny a ujistéte se, Ze
profilova podrazka je pfipevnéna k podlaze.

7 Upevnéte nasténné fixacni nastroje tak, aby byly uzavfeny v rozich a sestavte rohové kombinacni
nastroje s profily, aby bylo zajisténo otaceni vnéjsich roha.

8 Ujistéte se, ze profily a nastroje pro spojovani rohd jsou k sobé ve vnéjsich rozich zcela pripevnény.

9 Pripevnéte ndsténné fixalni néstroje tak, aby byly uzavreny v rozich a sestavte rohové kombinacni
nastroje s profily, aby bylo zajisténo otaceni vnitfnich rohd.

10 Ujistéte se, Ze profily a nastroje pro spojovani rohl jsou k sobé ve vnitrnich rozich zcela pripevnény.
11 Sestavte ndstroje na uzdvéry s profily, abyste zajistili sprdvné zakonceni stény.
12 Ujistéte se, Ze profily a nastroje na ¢epice jsou na koncich stény zcela pripevnény k sobé.
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SOLE ASSEMBLY GUIDE
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1 Place the wall fixation parts at
50cm intervals and mark the wall
from the screw holes.

Drill the points that you have
already marked.

Place the correct dowels according
to the wall material into the drilled
holes.
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Screw the wall fixation parts to the
places that are drilled at 50cm
Intervals.
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Assemble the profile on the wall
fixation parts just like in the picture.

Make sure that the profile nails and
the fixation part’s nails are
completely connected to each other
and be sure that the profile sole is
fixed to the floor.
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Affix the wall fixation tools in the
manner that will be closed to the
corners and assemble the corner
combining tools with the profiles to
ensure the rotating of external
corners.

Make sure that profiles and corner
combining tools are fixed to each
other completely at the external
corners.
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Affix the wall fixation tools in the
manner that will be closed to the
corners and assemble the corner
combining tools with the profiles to
ensure the rotating of internal
corners.

Make sure that profiles and corner
combining tools are fixed to each
other completely at the internal
corners.

Assemble the cap tools with the
profiles to ensure the wall ends

properly.
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Make sure that profiles and cap
tools are fixed to each other
completely at the ends of the wall.



