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Technicky preklad: rozméry najdete na originalnich vykresech a referencnich strankach.

Zdrojova stranka 1

Produktovy list

Vyrobce Mox Profile Systems

Nazev dokumentu Design a kvalita: Mps-Tb
Nazev produktu Mps-Tb

Popis produktu Nerezova podlaha T Transition
Cislo polozky MTB

Oblast pouziti Verejnda, kancelarskd, obytna
Material 201, 304L

Délka 8'

Povrch satén, zrcadlo

Mps-Tb Stainless Steel Floor T Transition je jednim z nejodolnéjsich prechodovych profilG.

Na rozdil od svych konkurentl jej |ze instalovat z ndstavce pod podlahu a nevyzaduje lepidla, diky ¢emuz
ma delsi Zivotnost.

Zakryva mezery a nedostatky aplikace mezi prechody podlahy a pfechody prahu dveri.
Pouziva se také jako oddélovaci rdm v podlahovych aplikacich.

Je extrémné odolny, mé dlouhou Zivotnost a je odolny proti korozi, protoZe je vyroben z kvalitni nerezové
oceli 304L. K dispozici je také kvalitni nerezova ocel 201.

Mps-Tb mé tradi¢ni hladky vzhled pro podlahové prechody.

Prechod Mps-Tb na nerezovou podlahu T Ize snadno instalovat zatla¢enim dérovanych kotevnich nastavc(
do oblasti nanaseni lepidla a naslednym pfitlacenim navazujiciho podlahového materidlu pevné na misto.

Rohy Ize sestavit fezanim profilu na 45 stupng.
Lze jej vyrobit v libovolné Sifce nebo vysce.

Nerezovéa podlaha T Mps-Tb ma zrcadlové, saténové, exkluzivni superzrcadlové povrchy a barevné varianty
antracit, bronz, méd, zlata, nerez.
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Zaruka
Na tento produkt se vztahuje zdruka 5 let od data prevzeti s vyjimkou uZzivatelskych chyb uvedenych niZe:

Poskozeni zplsobené ndrazem Poskozeni zplisobené poskrabanim Poskozeni zplsobené abrazivni latkou
nebo chemickym disticim prostfedkem Poskozeni zplsobené dlouhodobym kontaktem s vodou Poskozeni
zpUsobené vystavenim vysoké teploté Poskozeni zplsobené montazi

LANOITANRETNI FORANODISING QUALITYLABEL INDUSTRIAL TS-EN 755-8 TS-EN 755-9 TS 4922
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Zdrojova stranka 2

DATOVY LIST SLITINY

Nerezovéa ocel ASTM 304

304 Kvalitni nerezova ocel

ASTM 304 (kvalita 304) je nejvétSim pribéhem Uspéchu z nerezové oceli.

Pouzivd se témér ve vsech primyslovych aplikacich, tvori 50 % veskeré nerezové oceli

produkce a zhruba polovina nerezové spotreby. 304 neni jen nerezova ocel, kterd se hodi pro kazdou
aplikaci; poskytuje také vynikajici zdklad pro

pochopeni kvalit 304, prakticky zaklad pro definovani vhodnosti nerezové oceli pro pozadovanou aplikaci a
pro porovnani materiald

skupina austenitické nerezové oceli.

VsSichni médme uspokojivé zkusenosti s pouzivanim 304 a znalosti vlastnosti hlubokého tazeni.

Kovova Cast pouzitd v

vase sady pribord (viz oznaceni 18/10 a 18/8), tlakové hrnce, difezy a dokonce i diskety jsou vyrobeny z
nerezové oceli 304.

Komponenty

Quality 304L (viz tabulka-1) je nizkouhlikovy 304, ktery se pfilezitostné pouziva, aby se zabranilo mozné
korozi svarovanych dil{.

Kvalita 304H

(Prosim, podivejte se na nasi tabulku chemickych hodnot), zvySuje pevnost, (zejména pfi teplotach nad
500 2C) obsahuje vyssi uhlik nez 304L.

Tato kvalita je

nepouziva se pro aplikace s moznosti citlivé koroze.

(Tabulka-1) Komponenty 304 a souvisejici kvalita

Standardni Nazev Kvalita %C %Si %Mn %P %S %Ni

ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5

ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0

ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Pozndmka-1: Procentudlini sazby, které nejsou uvedeny jako rozsah, predstavuji maximalni sazby.
Pozndmka-2: Tyto hodnoty jsou definovany v ASTM A240 pro desky, desky a role.

U nékterych jinych produktd se mlze identifikace od téchto hodnot mirné lisit.

Jak 304L, tak 304H jsou vhodné pro desku (plochy vyrobek) a trubku, ale 304H mU0ze byt do skladu méné k
dispozici. 304L a 304H jsou nékdy na skladé

jako standard 304. (ZkusSebni certifikaty potvrzuji, Ze se jednd o ,L“ nebo ,H“).
Odolnost proti korozi

Kvalita 304 ma vynikajici odolnost proti korozi v Siroké oblasti.

Nekoroduje v mnoha architektonickych konstruk¢nich aplikacich.

Navic se snadno disti
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a odolny vi¢i organickym chemikaliim, anorganickym chemikaliim a barevnym barviviim v Siroké oblasti v
mnoha prostredich vyroby a zpracovani potravin. 304 Kvalita

je vystaven koroznimu praskani pod napétim a nukleacni a praskaci korozi, pri které plsobi tazna sila pri
teplotdch nad 50 °C v chloritanu

prostredi se stfedni teplotou.

Navic mlze byt Uspésné aplikovan v kratkych intervalech a v teplém chloritanovém prostredi, kde je
cisténi

pravidelné provadény a aplikovany (napr. v kvétinacich a nékterych spojenich jachet).
FyzikdIni a mechanické vlastnosti

Pevnost v tahu min. 515 MPa

0,2 % Mez kluzu Min. 205 MPa

Taznost % Min. 40 %

Tvrdost (Brinell) Max. 201 HB

Tvrdost (Rockwell) Max. 92 HRB

Tvrdost (Vickers) Max. 210 HV

Tepelnd odolnost

304 Quality ma dobrou odolnost proti oxidaci v mistech, kde se pracuje v kratkych intervalech pfi 870 °C a
nepretrzité pri 925 °C.

Nedoporucuje se v

rozsah 425 - 860 °C 304, pokud néasledna aplikace pracuje ve vodném prostredi pri pokojové teploté.
Ale nékdy to funguje dobre

prostredi, kterd se méni nad nebo pod tento teplotni rozsah.

Trida 304L je odolngjsi vici srazeni karbidd a lze ji pouzit v

vyse zminény rozsah.

Tam, kde je dllezZitd vysoka pevnost materidlu, jsou zapotrebi vysoké hodnoty uhliku.

Napriklad limity kédu tlakovych nddob AS1210

provozni provozni teplota 304 | az 425 °C a pouziti kvality 304 je omezeno na hodnoty 0,04 % a vySSi pro
teploty nad 550

oC.
Kvalitni 304 zkapalnéné plyny pfi nizkych teplotach
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Product Datasheet

Manufacturer Mox Profile Systems

Document Title Design and quality: MPS-TB
Product Name MPS-TB

Product Description Stainless Steel Floor T Transition

Item No MTB
Area of Use Public, Office, Residential
Material 201, 304L
Length 8
Surface Satin, Mirror

MPS-TB Stainless Steel Floor T Transition is one of the most durable transition profiles.
Unlike its competitors it can be installed from its extension beneath the floorings and
doesn't require adhesives which makes it more long-lasting. It covers the gaps and
application flaws between floor transitions and door threshold transitions. It is also used
as a separator frame in floor applications. It is extremely durable, long-lasting and
corrosion resistant since it is produced from 304L quality stainless steel. 201 quality
stainless steel alternative also available. MPS-TB has a traditional plain appearance for
flooring transitions. MPS-TB stainless steel floor T transition can be easily installed by
pressing the perforated anchor extensions into the area where the adhesive is applied
and then pressing the adjoining flooring material firmly into place. Corners can be
assembled by cutting the profile to 45 degrees. It can be produced in any desired width
or height. MPS-TB stainless steel floor T transition has mirror, satin, exclusive super
mirror surfaces and anthracite, bronze, copper, gold, inox color options.

5/16 -3/8-1/2-9/16
i
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage




ALLOY DATASHEET
Stainless Steel ASTM 304

304 Quality Stainless Steel

ASTM 304 (Quality 304) is the biggest stainless steel success story. It is used in almost all industrial applications, accounting for 50% of all stainless steel
production and about half of stainless consumption. 304 is not just a stainless steel that can suit every application; it also provides an excellent basis for
understanding the qualities of 304, a practical basis for defining the suitability of stainless steel in a desired application, and for comparing the materials of
the austenitic stainless steel group. We all have a satisfying experience of using 304 and knowledge of deep drawing properties. The metallic part used in
your cutlery sets (see markings 18/10 and 18/8), pressure cookers, sinks and even floppy disks is made of 304 stainless steel.

Components

Quality 304L (Please see Table-1) is a low carbon 304 that is used occasionally to prevent possible corrosion sensitivity in welded parts. Quality 304H
(Please see our table of chemical values), increases strength, (especially at temperatures above 500 °C) contains a higher carbon than 304L. This quality is
not used for applications with the possibility of sensitive corrosion.

(Table-1) Components of 304 and Related Quality

Standard Name Quality %C %Si %Mn %P %S %Ni
ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5
ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0
ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Note-1: The% rates not given as a range represent the maximum rates.

Note-2: These values are defined in ASTM A240 for plate, sheet and roll. For some other products, the identification may differ slightly from these values.
Both 304L and 304H are suitable for plate (flat product) and pipe, but 304H may be less available before stock. 304L and 304H are sometimes stocked
like standard 304. (Test certificates confirm that this is “L” or “H")

Corrossion Resistance

Quality 304 has excellent corrosion resistance in a wide area. It does not rust in many architectural construction applications. In addition, it is easily cleaned
and resistant to organic chemicals, inorganic chemicals and colored dyes in a wide area in many food production and processing environments. 304 Quality
is subjected to stress corrosion cracking and nucleation and cracking corrosion, in which the tensile force is applied at temperatures above 50 °C in chlorite
environments at medium temperature. In addition, it can be successfully applied at short intervals and in warm chlorite environments where cleaning is
regularly performed and applied (eg in pots and some yacht connections).

Physical And Mechanical Properties
Tensile Strength Min. 515 MPa

0.2% Yield Strength Min. 205 MPa
Elongation% Min. 40%

Hardness (Brinell) Max. 201HB

Hardness (Rockwell) Max. 92 HRB
Hardness (Vickers) Max. 210 HV

Heat Resistance

304 Quality has good oxidation resistance in places where it is worked at short intervals at 870 °C and continuously at 925 °C. It is not recommended in the
range of 425 - 860 °C of 304, if the subsequent application is working in aqueous environments at room temperature. But sometimes it performs well in
environments that change above or below this temperature range. Grade 304L is more resistant to carbide precipitation and can be used in the tempera-
ture range mentioned above. Where high material strength is important, high carbon values are needed. For example, AS1210 pressure vessels code limits
the operating operation temperature of 304L to 425 °C, and the use of 304 quality is restricted to values of 0.04% and higher for temperatures above 550
°C.

Quality 304 liquefied gases at low temperatures
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