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Τεχνική μετάφραση: συμβουλευτείτε τα πρωτότυπα σχέδια και τις σελίδες αναφοράς για διαστάσεις.

Πηγή σελίδα 1
ΟΔΗΓΟΣ ΣΥΝΑΡΜΟΛΟΓΗΣΗΣ Mps-Brd

Επιλέξτε το σωστό προφίλ ανάλογα με το πάχος του πλακιδίου.

2 Τοποθετήστε το προφίλ ανάμεσα στα πλακάκια.

3 Κόψτε προφίλ 45 μοιρών για εξωτερικές γωνίες.

4 Τοποθετήστε το προφίλ μεταξύ των πλακιδίων σε εξωτερικές γωνίες.

Βεβαιωθείτε ότι τα προφίλ είναι ευθυγραμμισμένα. 41-21-01-8

5 Κόψτε προφίλ 45 μοιρών για εσωτερικές γωνίες.

6 Τοποθετήστε το προφίλ μεταξύ των πλακιδίων σε εσωτερικές γωνίες.

Βεβαιωθείτε ότι τα προφίλ είναι ευθυγραμμισμένα.
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Πρωτότυπα σχέδια και σελίδες αναφοράς



MPS-BRD ASSEMBLY GUIDE

Place the profile between the tiles
in external corners. Make sure the
profiles are aligned.

Place the profile between the tiles. Cut profiles 45 degrees for external
corners.1
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5 Cut profiles 45 degrees for internal
corners.

Place the profile between the tiles
in internal corners. Make sure the
profiles are aligned.
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Pick the correct profile according to
the tile thickness.
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