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Tehniline tõlge: vaadake mõõtmeid originaaljoonistelt ja viitelehtedelt.

Lähteleht 1
Wishled MONTEERIMISJUHEND

1 Paigaldamine võib toimuda kruvide või silikoonliimiga.

Õige pealekandmine tuleb hoolikalt kindlaks määrata vastavalt seina materjalile.

2 Asetage puuritud aukudesse õiged tüüblid vastavalt seina materjalile.

3 Kruvige seinakinnitusosad 50 cm vahedega puuritavatesse kohtadesse.

4 Sisestage LED-ribad profiili üla- ja alaosas olevatesse piludesse.

5 Ühendage LED-ribad ja draiver ja draiver vooluvõrku.

Kaableid saab profiilide sees kanda mitme ajamiga ühenduste jaoks.

Täpsete tulemuste saamiseks konsulteerige kohalike elektrikutega.

6 Vajutage hajuti vastu tagaplaati, kuni see oma kohale klõpsab.

7 Kandke sisenurkadele liim, et need paigale kinnitada.

8 Kandke välisnurkadele liim, et need paigale kinnitada.

9 Kandke otsaosadele liim, et need paigale kinnitada.
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Lähteleht 2
LED-RIBA LÕIKAMINE JA PIKENDAMINE

Näidatud asukoha õigeks tööks

LED-riba, lõigatud ainult e diagrammilt.

Ühenduse katkemise vältimiseks b näidatud kohas

LED-riba vahel, jootke näidisjoonisel ainult d.

LED-RIBA KÕHETUSKEEM

MOX RGB kontroller

RG Dim Wifi

GB mmer

Juht / Transform

mer
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Originaaljoonised ja viitelehed



WISHLED ASSEMBLY GUIDE
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Apply adhesive to the external
corners to secure them in position.

Insert the LED strips into the slots at
the top and bottom of the profile.

Apply adhesive to the internal
corners to secure them in position.

Connect the LED strips and the
driver and the driver to the mains.
Cables can be carried within the
profiles for multi-drive connections.
Consult local electricians to obtain
accurate results.

Apply adhesive to the ending parts
to secure them in position.

Place the correct dowels according
to the wall material into the drilled
holes.

Installation can be done with screws
or silicone glue. The correct
application must be carefully
identified according to the wall
material.

Screw the wall fixation parts to the
places that are drilled at 50cm
intervals.

Press the diffuser against the back
plate until itclicks into place.
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LED STRIP CUTTING & EXTENDING

LED STRIP WIRING DIAGRAM

Driver / Transformer

220v

RGB
Dimmer

Wifi

For correct operation of the LED Strip, cut only from the
location indicated in the diagram.

To avoid disconnection between the LED Strip, solder only
at the location indicated in the sample drawing.

MOX
RGB

Controller
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