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Aistriúchán teicniúil: féach ar na bunlíníochtaí agus ar na leathanaigh thagartha le haghaidh toisí.

Leathanach foinse 1
TREOIR Mps-Brd TIONÓL

Roghnaigh an próifíl ceart de réir tiús na tíl.

2 Cuir an próifíl idir na tíleanna.

3 Próifílí gearrtha 45 céim le haghaidh coirnéil seachtracha.

4 Cuir an próifíl idir na tíleanna i gcoirnéil seachtracha.

Cinntigh go bhfuil na próifílí ailínithe. 41-21-01-8

5 Gearr próifílí 45 céim le haghaidh coirnéil inmheánacha.

6 Cuir an próifíl idir na tíleanna i gcoirnéil inmheánacha.

Cinntigh go bhfuil na próifílí ailínithe.
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Líníochtaí bunaidh agus leathanaigh tagartha



MPS-BRD ASSEMBLY GUIDE

Place the profile between the tiles
in external corners. Make sure the
profiles are aligned.

Place the profile between the tiles. Cut profiles 45 degrees for external
corners.1
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5 Cut profiles 45 degrees for internal
corners.

Place the profile between the tiles
in internal corners. Make sure the
profiles are aligned.
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Pick the correct profile according to
the tile thickness.
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