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Aistriichan teicnidil: féach ar na bunliniochtai agus ar na leathanaigh thagartha le haghaidh toisi.

Leathanach foinse 1

TREOIR Mps-S TIONOL

Roghnaigh an proifil ceart de réir tids na til.

2 Cuir comhphdirteach i bhfeidhm agus cuir na préifili ar ancaire da réir sin.

3 Bruigh an préifil go dti go bhfuil sé socraithe don chomhphairteach.

Cuir comhphairteach i bhfeidhm ar na haiteanna ina gcuirfear an criaddireacht.

5 Cuir agus ailinigh an chriaddireacht leis an bprdéifil.

6 Gearr proifili 45 céim le haghaidh coirnéil seachtracha.

Ailinigh na prdéifili ag na coirnéil seachtracha agus bruigh isteach sa chomhphairteach iad.
8 Cuir agus ailinigh an chriaddireacht leis an bpréifil.

9 Gearr proifili 45 céim le haghaidh coirnéil inmhednacha.

10 Ailinigh na prdéifili ag na coirnéil inmheanacha agus bruigh isteach sa chomhphairteach iad.
11 Cuir agus ailinigh an chriaddireacht leis an bprdifil.
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Liniochtai bunaidh agus leathanaigh tagartha
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MPS-S ASSEMBLY GUIDE
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Pick the correct profile according to
the tile thickness.

Apply joint and place the profiles
anchor accordingly.

Press the profile until it is fixed to
the joint.

Apply joint to the places where the
ceramics will be placed.
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Place and align the ceramics to the
profile.
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Align the profiles at the external
corners and press them into the

Place and align the ceramics to the
profile.
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Align the profiles at the internal
corners and press them into the
joint.

Place and align the ceramics to the
profile.
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Cut profiles 45 degrees for internal
corners.




