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Aistriichan teicnidil: féach ar na bunliniochtai agus ar na leathanaigh thagartha le haghaidh toisi.

Leathanach foinse 1

Bileog Sonrai Téirge

Corais Préifil Mox Monardéir

Teideal an Doiciméid Dearadh agus cailiocht: Mps-Ag

Ainm Tdirge Mps-Ag

Cur sios ar an Tairge Tileanna Cruach Dhosmalta Baile Atha Troim Babhta Clinne Seachtrach
Mir Uimh MAG

Réimse Usaide Seomra Folctha, Cistin

Abhar 201, 304L

Fad 8'

Satin Dromchla, Scéthan

Seasann prdéifil ciinne seachtrach bhabhta til cruach dhosmalta Mps-Ag amach lena ghné cosanta
ceirmeach agus cuma galanta, go hairithe i seomrai folctha agus cistineacha le dromchlai ceirmeacha.

Usaidtear é i joints cdinne seachtracha 90 céim d'iarratais ceirmeacha.

Chomh maith le aeistéitic a sholathar a chuirfidh deireadh le lochtanna comhphdirteacha agus iarratais,
seachnaionn sé damaiste do chriaddireacht freisin.

Ta sé thar a bheith durable, fada buan agus resistant creimeadh ds rud é go bhfuil sé déanta as cruach
dhosmalta cailiochta 304L. 201 rogha cruach dhosmalta cailiochta ar fail freisin.

Déanann Mps-Ag an t-aistrid sna coirnéil istigh a mhaoll agus cuireann sé cuma galdnta ar fail.

Is féidir clinne seachtrach bhabhta til cruach dhosmélta Mps-Ag a shuitedil go héasca tri ghreamaitheach
til a chur i bhfeidhm ar shinti comhphairteacha agus ag brd go daingean ar na tileanna in aice laimhe.

Is féidir coirnéil a chur le chéile trid an bprdéifil a ghearradh go 45 céim.

Tileanna cruach dhosmalta Mps-Ag clinne seachtrach bhabhta Baile Atha Troim T4 scathan, satin,
dromchlai scathain eisiach agus antraicit, cré-umha, copar, éir, roghanna dath inox.

Leathanach 1/2
Bharantas

Ta an tdirge seo faoi bharantas ar feadh 5 bliana 6n data fala ach amhain i gcéds na n-earrdidi Usaideora
mar a liostaitear thios:

Damaiste de bharr tionchair Damaiste de bharr scriobadh Daméiste de bharr teagmhala le substaint
scriobach n6 oibredin ghlantachain cheimiceacha Damaiste de bharr teagmhail fhada le huisce Damaiste
de bharr nochtadh do theocht dhian Daméiste de bharr montais

LANOITANRETNI FORANOISING CAILIOCHTLIPEAL TIONSCAIL TS-GA 755-8 TS-GA 755-9 TS 4922
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Leathanach foinse 2

BILEOG SONRAI ALLOY

Cruach dhosmalta ASTM 304

304 Cruach Dhosmalta Cailiochta

Is € ASTM 304 (Cailiocht 304) an scéal rath cruach dhosmalta is mé.

Usaidtear é i mbeagnach gach feidhmchlar tionsclafoch, agus is ionann é agus 50% de gach cruach
dhosmélta

tdirgeadh agus thart ar leath de thomhaltas dhosmalta. Ni hamhain gur cruach dhosmalta é 304 is féidir a
bheith oirilinach do gach iarratas; cuireann sé bonn den scoth ar fail freisin do

tuiscint a fhail ar chailiochtai 304, bunus praiticidil chun oirinacht cruach dhosmalta a shainiu in iarratas
inmhianaithe, agus chun comparaid a dhéanamh idir 4bhair

an grupa cruach dhosmalta austenitic.
T4 taithi shasuil againn go léir ar Usaid 304 agus eolas ar airionna linfochta domhain.
An chuid mhiotalacha a Usdidtear i

td do thacair sceanra (féach marcanna 18/10 agus 18/8), cdcairedin bru, doirtil agus fill dioscai flapacha
déanta as 304 cruach dhosmalta.

Comhphairteanna

Is isealcharbdéin 304 é Cailiocht 304L (Féach Tabla-1 le do thoil) a Usdidtear 6 am go chéile chun
fogaireacht creimeadh féideartha i gcodanna tathaithe a chosc.

Cailiocht 304H

(Féach le do thoil ar ar tabla de luachanna ceimiceacha), méaduithe neart, (go héirithe ag teocht os cionn
500 2C) té carbdin nios airde na 304L.

T4 an caighdedn seo

nach n-Usdidtear le haghaidh iarratas a bhfuil an fhéidearthacht creimeadh fogair.

(Tébla-1) Comhphairteanna 304 agus Cailiocht Gaolmhar

Cailiocht Ainm Caighdednach % C % Si % Mn % P % S % Ni

ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5

ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0

ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Noéta-1: Léirionn na ratai % nach dtugtar mar raon na ratai uasta.

No6ta-2: Sainmhinitear na luachanna seo in ASTM A240 maidir le plata, leathdn agus rolla.

| gcéds roinnt tairgi eile, d’fhéadfadh go mbeadh difriocht bheag idir an sainaithint agus na luachanna sin.

Ta an da 304L agus 304H oiriinach le haghaidh plata (tdirge cothrom) agus piopa, ach d'fhéadfadh go
mbeadh 304H nios 10 ar fail roimh stoc. Uaireanta ta 304L agus 304H stocailte

cosuil le caighdean 304. (Deimhnionn deimhnithe tastala gurb é seo “L” né “H")
Friotaiocht Creimthe

T4 friotaiocht creimeadh den scoth ag Cailiocht 304 i réimse leathan.

Ni meirgeann sé i go leor iarratais tégala ailtireachta.

Ina theannta sin, déantar é a ghlanadh go héasca
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agus resistant do cheimicedin orgdnacha, ceimicedin neamhorganacha agus ruaimeanna daite i réimse
leathan i go leor timpeallachtai tadirgthe agus préisedla bia. 304 Cailiocht

faoi réir strus scoilteadh creimthe agus nuiclithe agus scoilteadh creimthe, ina gcuirtear an férsa
teanntachta i bhfeidhm ag teochtai os cionn 50 2C i gcldirit

timpeallachtai ag teocht mheén.

Ina theannta sin, is féidir é a chur i bhfeidhm go rathuil ag eatraimh ghearr agus i dtimpeallachtai cléirite
te ina bhfuil glanadh

a dhéantar go rialta agus a chuirtear i bhfeidhm (m.sh. i bpotai agus roinnt naisc luamh).
Airionna Fisicilla agus Meicniula

Neart Teanntachta iosta. 515 MPa

0.2% Neart Toradh Min. 205 MPa

Fadd % Min. 40%

Cruas (Brinell) Max. 201HB

Cruas (Rockwell) Max. 92 HRB

Cruas (Vickers) Max. 210 HV

Friotaiocht Teasa

304 Ta friotaiocht maith ocsaidilchain ag an gcéiliocht in diteanna ina n-oibritear i go gearr ag 870 °C agus
go leanlnach ag 925 °C.

Ni mholtar sa

raon 425 - 860 °C de 304, ma ta an t-iarratas ina dhiaidh sin ag obair i dtimpeallachtaf uisci ag teocht an
tseomra.

Ach uaireanta feidhmionn sé go maith i

timpeallachtai a athraionn os cionn né faoi bhun an raon teochta seo.

Ta Grad 304L nios resistant do dheascadh carbide agus is féidir é a Usaid sa tempera-
raon ture luaite thuas.

| gcés ina bhfuil neart ard dbhar tdbhachtach, td ga le luachanna ardcharbdin.

Mar shampla, teorainneacha céd soithi brd AS1210

an teocht oibridchdin oibritichdin 304L go 425 °C, agus té Usaid 304 cdiliochta teoranta do luachanna
0.04% agus nios airde le haghaidh teocht os cionn 550

°C.
Cailiocht 304 gais leachtaithe ag teochtai isle
Leathanach 2/2
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Liniochtai bunaidh agus leathanaigh tagartha
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Product Datasheet

Manufacturer Mox Profile Systems

Document Title Design and quality: MPS-AG
Product Name MPS-AG

Product Description Stainless Steel Tile Trim Round External Corner

Item No MAG
Area of Use Bathroom, Kitchen
Material 201, 304L
Length 8
Surface Satin, Mirror

MPS-AG stainless steel tile trim round external corner profile stands out with its ceramic
protection feature and elegant appearance, especially in bathrooms and kitchens with
ceramic surfaces. It is used in 90 degrees outer corner joints of ceramic applications. In
addition to providing aesthetics that will eliminate joint and application flaws, it also
prevents damage to ceramics. It is extremely durable, long-lasting and corrosion
resistant since it is produced from 304L quality stainless steel. 201 quality stainless
steel alternative also available. MPS-AG smoothens the transition in the inner corners
and provides an elegant appearance. MPS-AG stainless steel tile trim round external
corner can be easily installed by applying tile adhesive to joint extensions and firmly
pressing adjoining tiles into place. Corners can be assembled by cutting the profile to 45
degrees. MPS-AG stainless steel tile trim round external corner has mirror, satin,
exclusive super mirror surfaces and anthracite, bronze, copper, gold, inox color options.
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage
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ALLOY DATASHEET
Stainless Steel ASTM 304

304 Quality Stainless Steel

ASTM 304 (Quality 304) is the biggest stainless steel success story. It is used in almost all industrial applications, accounting for 50% of all stainless steel
production and about half of stainless consumption. 304 is not just a stainless steel that can suit every application; it also provides an excellent basis for
understanding the qualities of 304, a practical basis for defining the suitability of stainless steel in a desired application, and for comparing the materials of
the austenitic stainless steel group. We all have a satisfying experience of using 304 and knowledge of deep drawing properties. The metallic part used in
your cutlery sets (see markings 18/10 and 18/8), pressure cookers, sinks and even floppy disks is made of 304 stainless steel.

Components

Quality 304L (Please see Table-1) is a low carbon 304 that is used occasionally to prevent possible corrosion sensitivity in welded parts. Quality 304H
(Please see our table of chemical values), increases strength, (especially at temperatures above 500 °C) contains a higher carbon than 304L. This quality is
not used for applications with the possibility of sensitive corrosion.

(Table-1) Components of 304 and Related Quality

Standard Name Quality %C %Si %Mn %P %S %Ni
ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5
ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0
ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Note-1: The% rates not given as a range represent the maximum rates.

Note-2: These values are defined in ASTM A240 for plate, sheet and roll. For some other products, the identification may differ slightly from these values.
Both 304L and 304H are suitable for plate (flat product) and pipe, but 304H may be less available before stock. 304L and 304H are sometimes stocked
like standard 304. (Test certificates confirm that this is “L” or “H")

Corrossion Resistance

Quality 304 has excellent corrosion resistance in a wide area. It does not rust in many architectural construction applications. In addition, it is easily cleaned
and resistant to organic chemicals, inorganic chemicals and colored dyes in a wide area in many food production and processing environments. 304 Quality
is subjected to stress corrosion cracking and nucleation and cracking corrosion, in which the tensile force is applied at temperatures above 50 °C in chlorite
environments at medium temperature. In addition, it can be successfully applied at short intervals and in warm chlorite environments where cleaning is
regularly performed and applied (eg in pots and some yacht connections).

Physical And Mechanical Properties
Tensile Strength Min. 515 MPa

0.2% Yield Strength Min. 205 MPa
Elongation% Min. 40%

Hardness (Brinell) Max. 201HB

Hardness (Rockwell) Max. 92 HRB
Hardness (Vickers) Max. 210 HV

Heat Resistance

304 Quality has good oxidation resistance in places where it is worked at short intervals at 870 °C and continuously at 925 °C. It is not recommended in the
range of 425 - 860 °C of 304, if the subsequent application is working in aqueous environments at room temperature. But sometimes it performs well in
environments that change above or below this temperature range. Grade 304L is more resistant to carbide precipitation and can be used in the tempera-
ture range mentioned above. Where high material strength is important, high carbon values are needed. For example, AS1210 pressure vessels code limits
the operating operation temperature of 304L to 425 °C, and the use of 304 quality is restricted to values of 0.04% and higher for temperatures above 550
°C.

Quality 304 liquefied gases at low temperatures
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