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MUszaki forditds: a méretekért tekintse meg az eredeti rajzokat és referenciaoldalakat.

Forrds oldal 1

Mps-S OSSZESZERELESI UTMUTATO

Valassza ki a megfelel§ profilt a csempe vastagsaganak megfeleléen.

2 Helyezze fel a kotést, és ennek megfeleléen rogzitse a profilokat.

3 Nyomja meg a profilt, amig az r6gzlil a csatlakozashoz.

Alkalmazza a fugat a keramiak elhelyezésére.

5 Helyezze el és igazitsa a keramidt a profilhoz.

6 Vagja le a profilokat 45 fokkal a ktilsé sarkokhoz.

Igazitsa egy vonalba a profilokat a kilsd sarkoknal, és nyomja be 6ket a hézagba.
8 Helyezze el és igazitsa a keramidat a profilhoz.

9 Végja le a profilokat 45 fokkal a belsé sarkokhoz.

10 lgazitsa a profilokat a belsd sarkokhoz, és nyomja be &ket a kotésbe.
11 Helyezze el és igazitsa a kerdamiat a profilhoz.
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MPS-S ASSEMBLY GUIDE
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Pick the correct profile according to
the tile thickness.

Apply joint and place the profiles
anchor accordingly.

Press the profile until it is fixed to
the joint.

Apply joint to the places where the
ceramics will be placed.
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Place and align the ceramics to the
profile.
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Align the profiles at the external
corners and press them into the

Place and align the ceramics to the
profile.
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Align the profiles at the internal
corners and press them into the
joint.

Place and align the ceramics to the
profile.
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Cut profiles 45 degrees for internal
corners.




