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MUszaki forditds: a méretekért tekintse meg az eredeti rajzokat és referenciaoldalakat.

Forrds oldal 1

Mps-Yd OSSZESZERELESI UTMUTATO

Valassza ki a megfelel§ profilt a padl6é vastagsaganak megfelelen.

2 Helyezze fel a kotést, és ennek megfeleléen rogzitse a profilokat.

3 Nyomja meg a profilt, amig az r6gzlil a csatlakozashoz.

4 Vigyen fel hézagot a padldburkolat elhelyezésére.

5 Helyezze el és igazitsa a padlét a profilhoz.

6 Vagja le a profilokat 45 fokkal a sarkokhoz.

7 lgazitsa egy vonalba a profilokat a sarkoknal, és nyomja be 6ket a kdtésbe. 41-21-01-8
8 Helyezze el és igazitsa a padlét a profilhoz.
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MPS-YD ASSEMBLY GUIDE
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8-10-12-14

Pick the correct profile according to Apply joint and place the profiles Press the profile until it is fixed to
the flooring thickness.

anchor accordingly. the joint.

Apply joint to the places where the Place and align the flooring to the Cut profiles 45 degrees for corners.
flooring will be placed. profile.

Align the profiles at the corners and E Place and align the flooring to the
press them into the joint. profile.
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