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Taeknileg pyding: skodadu upprunalegu teikningarnar og tilvisunarsidur fyrir mal.
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Gravity SAMSETNINGARLEIDBEININGAR

1 Veldu rétta snidid i samraemi vid flisarpykktina.

2 Settu & samskeyti og settu snidfestinguna i samraemi vid pad.

3 Yttu & snidid par til pad er fest vid samskeytin.

4 Berid samskeyti a pa stadi par sem keramikid verdur sett.

5 Settu flisarnar & snidid og gakktu Ur skugga um ad brdnir peirra passi vid snidid og séu jafnir.
6 Skurd snid 45 gradur fyrir ytri horn.

7 Stilltu snidin saman vid ytri hornin og prystu peim inn i samskeytin.

8 Settu flisarnar & snidid og gakktu Ur skugga um ad brdnir peirra passi vid snidid og séu jafnir.
9 Skurd snid 45 gradur fyrir ytri horn.

10 Stilltu snidin saman vid innri hornin og prystu peim inn i samskeytin.

11 Settu flisarnar & snidid og gakktu Ur skugga um ad brdnir peirra passi vid snidid og séu jafnir.
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1 Pick the correct profile according to
the tile thickness.

Apply joint and place the profiles

Press the profile until it is fixed to
anchor accordingly. the joint.

b

Apply joint to the places where the
ceramics will be placed.

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.

corners.

Align the profiles at the external
corners and press them into the
joint.

Cut profiles 45 degrees for external
corners.

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.

Align the profiles at the internal
corners and press them into the
joint.

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.
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