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Lato SAMSETNINGARLEIDBEININGAR

1 Settu veggfestingarhlutana med 50 cm millibili og merktu vegginn Ur skrdfugdétunum.
2 Boradu punktana sem pu hefur pegar merkt.

3 Settu rétta dukurnar i samraemi vid veggefnid i borudu gotin.

4 Skrufadu veggfestingarhlutana é stadina sem eru boradir med 50 cm millibili.

5 Settu snidid saman & veggfestingarhlutana alveg eins og & myndinni.

6 Gakktu Ur skugga um ad proéfilnaglarnir og festingarhlutann séu alveg tengdir vid hvert annad og vertu
viss um ad profilsélinn sé festur vid golfid.

7 Festu veggfestingarverkfaerin 4 pann hatt sem verdur lokud vid hornin og settu saman hornverkfaerin
med snidunum til ad tryggja ad ytri hornin snuist.

8 Gakktu Ur skugga um ad snid og hornsamsetningarverkfaeri séu fest hvort vid annad alveg a ytri hornum.

9 Festu veggfestingarverkfaerin & pann hatt sem verdur lokud vid hornin og settu saman hornverkfaerin
med snidunum til ad tryggja ad innri hornin snuist.

10 Gakktu Ur skugga um ad snid og hornsamsetningarverkfaeri séu fest hvort vid annad alveg vid innri
hornin.

11 Settu hettuverkfaerin saman med snidunum til ad tryggja ad veggurinn endi rétt.
12 Gakktu ur skugga um ad snid og hettuverkfeeri séu fest hvort vid annad alveg a endum veggsins.
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LATO ASSEMBLY GUIDE
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1 Place the wall fixation parts at 2 Drill the points that you have 3 Place the correct dowels according
50cm intervals and mark the wall already marked. to the wall material into the drilled

from the screw holes.

holes.
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Screw the wall fixation parts to the Assemble the profile on the wall
places that are drilled at 50cm fixation parts just like in the picture.
Intervals.

Make sure that the profile nails and
the fixation part’s nails are
completely connected to each other
and be sure that the profile sole is
fixed to the floor.
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Affix the wall fixation tools in the E Make sure that profiles and corner
manner that will be closed to the combining tools are fixed to each
corners and assemble the corner other completely at the external
combining tools with the profiles to corners.
ensure the rotating of external
corners.

Affix the wall fixation tools in the
manner that will be closed to the
corners and assemble the corner
combining tools with the profiles to
ensure the rotating of internal
corners.
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Make sure that profiles and corner Assemble the cap tools with the
combining tools are fixed to each profiles to ensure the wall ends
other completely at the internal properly.
corners.
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12 Make sure that profiles and cap
tools are fixed to each other
completely at the ends of the wall.



