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Taeknileg pyding: skodadu upprunalegu teikningarnar og tilvisunarsidur fyrir mal.
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Vérugagnablad

Framleidandi Mox Profile Systems

Heiti skjals Honnun og gaedi: Wishled

Voéruheiti Wishled

Vorulysing Mynstrad al LED golfbord

Vérundmer WSL

Notkunarsveedi Almenningur, skrifstofa, ibudarhisnaedi
Efni EN AW 6463 T6, EN AW 6061 T6

Lengd 8'

Yfirbordsdufthidad, anodized, krémhidad

WishLED &l LED gélfbord getur passad vid hvada umhverfi sem er vegna étakmarkadra
mynsturhénnunarmaoguleika.

pad er adallega valid sem neaeturlysing i barnaherbergjum med Utskiptanlegu honnunarprentudu kdpunni.
pad er einnig haegt ad nota til ad auglysa og til ad kynna fyrirtaekismynd & opinberum svaedum.
Auk lysingareiginleika pess neer pad einnig yfir galla i gélIf- og veggsamskeytum.

Pad kemur i veg fyrir uppséfnun dhreininda og skadlegra lifvera til ad veita hollustu og heilbrigda notkun i
morg ar.

Med holu sveedi i hénnun sinni safnar pad saman sima, rafmagni og netsndrum til ad skipuleggja umhverfi
pitt.

pad er einstaklega endingargott og endingargott par sem pad er framleitt 4r hdgeeda hraefni og hefur
bykka veggi.

Olikt keppinautum sinum sker hann sig Gr med pykkt lagsins og geedum anodizing, og med
formedferdarbeitingu sem veitir teeringarpol i rafstédueiginleikum duftmalningu.

Efri og nedri rammar WishLED eru Ur ali og hafa hénnunarprentada spjaldid i midjunni sem haegt er ad
skipta Ut eftir smekk.

Audvelt er ad setja WishLED &l LED skjélbordid upp med pvi ad festa yfirbyggingarsnidid vid vegginn med
skrufum og setja LED reemur og drif inni.

Umsékninni verdur lokid med pvi ad festa framhdénnunarprentada dreifibordid med smelluldskerfinu.

Med innri, ytri og endalokum, sem eru i sama lit og snidin, er audvelt ad beita sléttum hornbeygjum an
bess ad purfa ad skera horn.

Hornhettur koma einnig i veg fyrir ljésagalla.

WishLED-mynstrad LED-sindplata Ur ali er med matt anodized, bjort anodized, satin efnabjort anodized og
rafstédueiginleikar duftmalun.
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Pé ad silfur, gult, inox, brons og svart anodized lithid séu faanleg, er einnig haegt ad mala hana i seskilegan
RAL kéda med rafstodueigandi duftmalningu.

Til vidbétar vid naverandi mynsturhénnun sem vid bjédum upp a fyrir ljdsaspjaldid, er einnig haegt ad nota
persénulega hénnun.

Sida 1/3
Abyrgd
bessi vara er i 4byrgd i 5 ar frd méttokudegi nema fyrir notendavillur eins og taldar eru upp hér ad nedan:

Skemmdir af voldum héggs Skemmdir af voldum kldra. Skemmdir af voldum slipiefna eda efnahreinsiefna i
snertingu vid snertingu vid efnahreinsiefni. Skemmdir af véldum langvarandi snertingar vid vatn.
Skemmdir af véldum mikils hitastigs. Skemmdir af véldum uppsetningar

LANOITANRETNI FORANODISING QUALITYLABEL INDUSTRIAL TS-EN 755-8 TS-EN 755-9 TS 4922
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ALLOY gagnablad
EN AW 6463 T6 [AIMgO0.7Si]
Notkunarstadur

Malblonduna EN AW-6463 er mikid notad Utpressunaralfelgur, hentugur fyrir notkun par sem adeins er
krafist litils styrkleika.

Hlutar geta verid

framleitt med gédum yfirbordsgaedum, hentugur fyrir margar hidunaradgerdair.
Daemigert notkunarsvid eru husgogn, frdgangsefni, gluggar og hurdir,
fragangur & yfirbyggingu bila, framhlidargerd, ljésasulur og fanastong.
Efnasamsetning samkvaemt EN573-3 (pyngd%, afgangur Al)

Si Fe Cu Mn Mg Cr Zn Ti Al

0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45 - 0,9 - Max 0,05 Max 0,1 Rest

Vélraenir eiginleikar samkveemt EN755-2

Temper* Veggpykkt e*** Afkastaspenna Togstyrkur Lenging Brinell horku

- e mm Rp0,2 min Mpa Rm min Mpa Min A50mm % - Hdmark A % HB**

T4 e<50 75 12514 -12 46

T5 e<501501108-6 60

T6 e<50 195 160 10 - 8 74

* Herdaheiti { samraemi vid EN515: T4-Nattlrulega eldad i stédugt dstand, T5-kaelt frd hdhitamyndun og
tilbGnar 6ldrun, T6-lausn hitamedhondlud, slokkt og tilbdinn éldrun,

*k Horkugildin eru adeins til visbendinga,

K Fyrir mismunandi veggpykkt innan eins snids skulu laagstu tilgreindir eiginleikar taldir gilda fyrir allt
snidid.

Edliseiginleikar (daetlud gildi, 20°C)

Edlismassi Braedslusvid Rafmagns hitastudull af studull af

(kg/m?3) (°C) leidni leidni hitateygjanleiki

2700 585-650 (MS/m) (W/m.K) staekkun (GPa)

28-34 200-220 10-%/K ~70

Suduheefni?

Gas: 3TIG: 2 MIG: 2

Daemigert fylliefni (EN 1SO18273): SG-AIMg5Cr(A) eda AISi5 og AIMg3 pegar rafskauta parf véruna.
Vegna hitainntaksins vid sudu er

vélraenni eiginleikar munu minnka um pad bil 50% (sbr.

EN1999-1).

Vinnslueiginleikart: T4 Temper 3/ T5, T6 Temper 2

Huadunareiginleikar® Hard/hlifdar rafskaut: 1 / Skreytingar / bjort / litar rafskaut: 2
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Teeringarpol* Almennt: 1 Marine: 2
'Hlutfallslegt heefi, allt fré 1-mjog gott til 6-6hentugt
Bls 2/3
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Pvc gagnseae LED dreifingarraeema
Meeliband, ekkert horn Maeliband, nr
Sagavikmoérk Sagavikmork (Inline Cut)
prof horn prof

DIN 16941:2021-11 Umburdarlyndi hringlaga pvermals og hallahae®a (mm) DIN 16941:2021-11 4
Bjogunarpol sjénvarps

Tolerance Series 3 3-6 6-10 10-18 30-50 50-80 >50 Tolerance Line <30 30-60 60-120 120-180 180-250
>250

2A & 2B +0,5 £20% +18% +15% *+15% +12% +10% 2A, 3A, 4A 5° 4° 3°30’ 3° 2°30’ 2°

DIN 16941:2021-11 Nafnsteerdarsvio (mm)

Umburdarlyndi fyrir veggpykkt. Vikmork lengdarmeelinga

Tolerance r6d

2A & 2B %0,2 +0,3 +0,4 +0,5 +0,6 +0,8% *0,3 +0,4 +0,5 0,6 0,7 £0,8 £1,0 +1,2 +2,0 £3,0
Bls 3/3
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Upprunalegar teikningar og tilvisunarsidur
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Product Datasheet

Manufacturer Mox Profile Systems

Document Title Design and quality: Wishled
Product Name Wishled

Product Description Patterned Aluminium LED Skirting Board

Item No WSL
Area of Use Public, Office, Residential
Material EN AW 6463 T6, EN AW 6061 T6
Length 8’
Surface Powder Coated, Anodised, Chrome Plated

WishLED aluminium LED skirting board can match with any environment due to its
unlimited pattern designs options. It is mostly prefered as night lighting in children’s
rooms with its replaceable design printed cover. It can also be used for advertising and
to present corporate identity in public areas. In addition to its illumination feature, it also
covers the defects in floor and wall joints. It prevents dirt accumulation and harmful
organisms to provide hygienic and healthy use for many years. With the hollow area in
its design, it collects the telephone, electricity and internet cables to organize your
enviroment. It is extremely durable and long-lasting since it is produced from high
quality raw material and has thick walls. Unlike its competitors, it stands out with its
coating thickness and quality of anodizing, and with its pretreatment application that
provides resistance to corrosion in electrostatic powder painting. WishLED’s upper and
lower frames are aluminium and has design printed panel in the middle that can be
replaced according to taste. WishLED aluminium LED skirting board can be easily
installed by fixing the body profile to wall with screws and installing the LED strips and
driver inside. Application will be completed by mounting the front design printed diffuser
panel with its snap lock system. With the inner, outer and end covering caps, which are
the same color as the profiles, smooth corner turns can be easily applied without the
need for an angled cut. Corner caps also prevent lighting flaws. WishLED patterned
aluminium LED skirting board has matte anodized, bright anodized, satin chemical bright
anodized and electrostatic powder painting options. While silver, yellow, inox, bronze
and black anodized color coatings are available, it can also be painted to the desired
RAL code with electrostatic powder painting. In addition to existing pattern designs we
offer for the illuminator panel, personalized designs can also be applied.

/

/
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage




ALLOY DATASHEET
EN AW 6463 T6 [AIMgO0.7Si]

Place Of Use
The alloy EN AW-6463 is a widely used extrusion alloy, suitable for applications where only modest strength properties are required. Parts can be
produced with a good surface quality, suitable for many coating operations. Typical application fields are furniture, finishing materials, windows and doors,

car body finishing, facade construction, lighting columns and flagpoles.

Chemical composition according to EN573-3 (weight%, remainder Al)

Si Fe Cu Mn Mg Cr Zn Ti Al
0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45-0,9 - Max 0,05 Max 0,1 Rest

Mechanical properties according to EN755-2

Temper* Wall Thickness e*** Yield Stress Tensile Strength Elongation Brinell Hardness
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50mm % - Max A % HB**
T4 es<50 75 125 14 -12 46
T5 es<50 150 110 8-6 60
T6 es<50 195 160 10-8 74

* Temper designation according to EN515: T4-Naturally aged to a stable condition, T5-cooled from an elevated temperature forming operation and
artificially aged, T6-Solution heat treated, quenched and artificially aged,

** Hardness values are for indication only,

*** For different wall thicknesses within one profile, the lowest specified properties shall be considered as valid for the whole profile cross section.

Physical properties (approximate values, 20°C)

Density Melting range Electrical Thermal Co-efficient of Modulus of
(kg/m?) (°C) conductivity conductivity thermal elasticity
2700 585-650 (MS/m) (W/m.K) expansion (GPa)
28-34 200-220 10-8/K ~70
23.4

Weldability'

Gas: 3 TIG: 2 MIG: 2

Typical filler materials (EN ISO18273): SG-AIMgSCr(A) or AISi5, and AIMg3 when the product has to be anodised. Due to the heat input during welding the
mechanical properties will be redured by approximately 50% (ref. EN1999-1).

Machining characteristics': T4 Temper 3/ T5, T6 Temper 2

Coating properties® Hard/protective anodising: 1/ Decorative / bright / colour anodising: 2

Corrosion resistance' General: 1 Marine: 2

'Relative qualification ranging from 1-very good to 6-unsuitable
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Pvc Transparent Led Diffuser Strip

Measuring tape, no angle Measuring tape, no
Saw Tolerances Saw Tolerances (Inline Cut)
test angle test
<500 [>500 |>1000{>1500|>2000 |>3000|>4000 >4500 <500(>500 [>1000|>1500 |>2000 [>3000|>4000 >4500
+0.3 [#0.5| 1.0 | #1.5 | 2.0 | £3.0 | *4.0 +0.1% +0.3|+0.5| #1.0 | #1.5 | #2.0 | £3.0 | 4.0 +0.1%
DIN 16941:2021-11 Tolerance of the circular diameter and chamfer heights (mm) DIN 16941:2021-11 4 Distortion tolerance TV
Tolerance Series 3 3-6 6-10 10-18 30-50 50-80 >50 Tolerance Line | <30|30-60 | 60-120 | 120-180 | 180-250 | >250
2A & 2B +0.5 | *20% | =18% +15% *15% +12% +10% 2A, 3A, 4A 5° 4° 3°30° 3° 2°30’ 2°
DIN 16941:2021-11 Nominal Size Range (mm)
Tolerance of wall thickness Tolerances of length measurements
Tolerance Series
1.2 |1.2-25|25-4|4-65|6.5-10 | >10 <3 | 3-6 | 6-10 | 10-18 | 18-30 | 30-50 | 50-80 | 80-120 | 120-250 | 250-400
2A & 2B +0.2 | *0.3 +0.4 | +0.5 | *0.6 | +0.8% |+0.3|+0.4| 0.5 | +0.6 | +0.7 +0.8 +1.0 +1.2 +2.0 +3.0
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