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VELO
Battiscopa in alluminio

Il battiscopa in alluminio Velo fornisce soluzioni di battiscopa specifiche per aree umide come bagni e
cucine.

Occupa meno spazio e offre facilita di installazione.

Fornisce tenuta stagna ed estetica coprendo i difetti dei giunti parete-pavimento, soprattutto nelle aree
umide.

Velo dispone di opzioni di anodizzazione opaca, anodizzazione brillante, anodizzazione chimica brillante
satinata e verniciatura a polvere elettrostatica.

Oltre alle finiture anodizzate nei colori argento, giallo, inox, bronzo e nero, € possibile richiedere la
verniciatura a polvere elettrostatica in qualsiasi tonalita del codice RAL desiderato.

FORNISCE SIGILLATURA ED ELIMINA | DIFETTI DELLE GIUNZIONI PAVIMENTO-PARETE IN AREE UMIDE
Altezza Lunghezza Codice prodotto Finitura mm in mm ft
VLO250060012MEGMS 60 2-3/8 2500 8 1/5" MEGMS

VLO250060012R9005 60 2-3/8 2500 8 1/5" R9005

VLO250060012R9016 60 2-3/8 2500 8 1/5" R9016

VLO250060012R7016 60 2-3/8 2500 8 1/5" R7016

VLO250100012MEGMS 100 3-15/16 2500 8 1/5" MEGMS h
VLO250100012R9005 100 3-15/16 2500 8 1/5" R9005

VLO250100012R9016 100 3-15/16 2500 8 1/5" R9016

VLO250100012R7016 100 3-15/16 2500 8 1/5" R7016

MEGMS R9005 argento opaco, nero anodizzato, semilucido, verniciato a polvere

R9016 R7016 bianco, semilucido, antracite, semilucido, verniciato a polvere verniciato a polvere
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Height Length
Product No - Surface
mm in mm ft

Aluminum Sk"-t'ng Board VLO250060012MEGMS 60 2-3/8 2500 81/5" MEGMS
VLO250060012R9005 60 2-3/8 2500 81/5" R9005

Velo aluminum skirting board provides skirting solutions VLO250060012R9016 60  2-3/8 2500 81/5" R9016

especially for wet areas like bathrooms and kitchens. It takes up VLO250060012R7016 60 2-3/8 2500 81/5" R7016

less space and offers ease of installation. It provides leak VLO250100012MEGMS 100 3-15/16 2500  81/5" MEGMS
proofing as well as aesthetics by covering the wall-floor joint .

defects especially on wet areas. Velo has matte anodized, VL0250100012R9005 100 3-15/16 2500 81/5" R9005
bright anodized, satin chemical bright anodized and VLO250100012R9016 100 3-15/16 2500 81/5" R9016
electrostatic powder painting options. While silver, yellow, inox, VL0O250100012R7016 100 3-15/16 2500 81/5" R7016
bronze and black anodized color coatings are available, it can
also be painted to the desired RAL code with electrostatic
powder painting.

MEGMS
matte silver, anodized

PROVIDES SEALING AND ELIMINATES JOINT
DEFECTS TO FLOOR-WALL JOINTS IN WET AREAS

R9016
white, semi gloss,
powder coated
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R9005
black, semi gloss,
powder coated

R7016
anthracite, semi gloss,
powder coated
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