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Technesch Iwwersetzung: kuckt d'Original Zeechnungen an Referenz Säiten fir Dimensiounen.

Quell Säit 1
Leux ASSEMBLY GUIDE

1 Installatioun kann mat Schrauwen oder Silikonklebstoff gemaach ginn.

Déi richteg Uwendung muss suergfälteg no dem Wandmaterial identifizéiert ginn.

2 Setzt d'korrekt Dowelen no dem Wandmaterial an d'Bohrlächer.

3 Schrauwen d'Mauerbefestigungsdeeler op d'Plazen, déi mat 50cm Intervalle gebohrt sinn.

4 Setzt d'LED Sträifen an d'Schlitze uewen an ënnen vum Profil.

5 Rutsch fir den ënneschten Diffusor an de Frontdeckel ze verbannen.

6 Connect d'LED Sträifen an de Chauffer an de Chauffer un den Netz.

Kabele kënnen an de Profiler fir Multi-Drive Verbindungen gedroe ginn.

Consult lokal Elektriker fir genee Resultater ze kréien.

7 Dréckt d'Frontdeckel géint d'Réckplack bis et op d'Plaz dréckt.

8 Fügt den Topdiffusor an.

9 Fëllt Klebstoff op déi intern Ecker fir se an der Positioun ze sécheren.

10 Fëllt Klebstoff op déi extern Ecker fir se an der Positioun ze sécheren.

11 Maacht Klebstoff op d'Enndeeler fir se an der Positioun ze sécheren.
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Quell Säit 2
LED STRIP CUTTING & EXTENDER

Fir richteg Operatioun vun Standuert uginn an der

d'LED Strip, nëmmen aus dem e Diagramm geschnidden.

Ze vermeiden disconnection b op der Plaz uginn

tëscht der LED Sträif, solder nëmmen d am Prouf Zeechnen.

LED STRIP WIRING DIAGRAM
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Original Zeechnungen an Referenz Säiten



LEUX ASSEMBLY GUIDE
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Slide to connect the bottom diffuser
to the front cover.

Insert the top diffuser.

Insert the LED strips into the slots
at the top and bottom of the profile.

Press the front cover against the
back plate until itclicks into place.

Connect the LED strips and the
driver and the driver to the mains.
Cables can be carried within the
profiles for multi-drive connections.
Consult local electricians to obtain
accurate results.

Place the correct dowels according
to the wall material into the drilled
holes.

Installation can be done with
screws or silicone glue. The correct
application must be carefully
identified according to the wall
material.

Screw the wall fixation parts to the
places that are drilled at 50cm
intervals.
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9 Apply adhesive to the internal
corners to secure them in position.

Apply adhesive to the ending parts
to secure them in position.

Apply adhesive to the external
corners to secure them in position.



LED STRIP CUTTING & EXTENDING

LED STRIP WIRING DIAGRAM
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For correct operation of the LED Strip, cut only from the
location indicated in the diagram.

To avoid disconnection between the LED Strip, solder only
at the location indicated in the sample drawing.
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