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Technesch Iwwersetzung: kuckt d'Original Zeechnungen an Referenz Saiten fir Dimensiounen.

Quell Sait 1

Mps-Brd ASSEMBLY GUIDE

Wielt de richtege Profil no der Fliesdicke.

2 Plaz de Profil téscht de Plattercher.

3 Schnéttprofile 45 Grad fir extern Ecker.

4 Plaz de Profil téscht de Plattercher an externen Ecker.
Vergewéssert lech datt d'Profiler ausgeriicht sinn. 41-21-01-8
5 Schnéttprofile 45 Grad fir intern Ecker.

6 Plaz de Profil téscht de Plattercher an intern Ecker.
Vergewéssert lech datt d'Profiler ausgeriicht sinn.

Sait 1/1

MOX Systems



Original Zeechnungen an Referenz Saiten

MOX Systems



MPS-BRD ASSEMBLY GUIDE
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1 Pick the correct profile according to
the tile thickness.

Place the profile between the tiles.

Cut profiles 45 degrees for external
corners.

~

Place the profile between the tiles
in external corners. Make sure the
profiles are aligned.

Cut profiles 45 degrees for internal
corners.

Page 11

Place the profile between the tiles
in internal corners. Make sure the
profiles are aligned.



