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Technesch Iwwersetzung: kuckt d'Original Zeechnungen an Referenz Saiten fir Dimensiounen.

Quell Sait 1

Produkt Dateblatt

Fabrikant beschwéiert Mox Profil Systemer

Dokument Titel Design a Qualitéit: Mps-Ag

Produit Numm Mps-Ag

Produit Beschreiwung STAINLESS Stol Fliesen Trim Round externen Corner
Artikelnummer MAG

Benotzungsberaich Buedzémmer, Kichen

Material 201, 304L

Langt 2438/2500 mm

Uewerflach Satin, Spigel

Mps-Ag Edelstahl Fliesen Trimm ronderém externen Eckprofil énnerscheet sech mat senger Keramik
Schutzfunktioun an eleganter Erscheinung, besonnesch an Buedzémmer a Kichen mat Keramikflachen.

Et gétt an 90 Grad baussenzegen Eckgelenk vu Keramikapplikatiounen benotzt.

Zousatzlech fir Asthetik ze liwweren déi Gelenk- an Uwendungsfehler eliminéiert, verhénnert et och
Schued un Keramik.

Et ass extrem haltbar, laang dauerhaft a korrosionsbestandeg well et aus 304L Qualitéit Edelstol
produzéiert gétt. 201 Qualitéit Edelstol Alternativ och verflgbar.

Mps-Ag glatt den lIwwergang an den banneschten Ecker a stellt en elegant Erscheinungsbild.

Mps-Ag Edelstahl Fliesen Trimm ronderém extern Eck kann einfach installéiert ginn andeems Dir
Fliesenklebstoff op Gelenkverlangerungen applizéiert a fest angrenzend Fliesen op d'Plaz dréckt.

Corner kénnen zesummegesat ginn andeems de Profil op 45 Grad ofgeschnidden ass.

Mps-Ag Edelstol Fliesen Trimm ronderém externen Eck huet Spigel, Satin, exklusiv Super Spigel Flachen an
Anthrazit, Bronze, Kupfer, Gold, Inox Faarfoptiounen.

Sait 1/2
Garantie

Dést Produkt ass énner Garantie fir 5 Joer vum Datum vum Empfang ausser de Benotzerfehler wéi hei
énnendrénner opgezielt:

Schued duerch Impakt Schued verursaacht duerch Kratzer Schued verursaacht duerch Schleifstoff oder
chemesch Botzméttelen Kontakt Schued duerch laangem Kontakt mat Waasser Schued verursaacht
duerch Belaaschtung fir intensiv Temperatur Schued duerch Montage

LANOITANRETNI FORANODISING QUALITYLABEL INDUSTRIAL TS-EN 755-8 TS-EN 755-9 TS 4922
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Quell Sait 2

ALLOY DATABLAD

STAINLESS Stol ASTM 304

304 Qualitéit STAINLESS Stol

ASTM 304 (Qualitéit 304) ass déi gréisste Edelstahl Erfollegsgeschicht.

Et gétt a bal all industriellen Uwendungen benotzt, fir 50% vun all Edelstahl auszemaachen

Produktioun an ongeféier d'Halschent vun STAINLESS Konsum. 304 ass net némmen en Edelstahl deen all
Applikatioun passt; et gétt och eng excellent Basis fir

d'Qualitéite vum 304 ze verstoen, eng praktesch Basis fir d'Eegeschaft vum Edelstol an enger gewénschter
Applikatioun ze definéieren, a fir d'Materialien ze verglaichen

der austenitescher STAINLESS Stol Grupp.

Mir all hunn eng zefriddestellend Erfahrung vun engem benotzen 304 a Wéssen vun déif Zeechnen
Eegeschafte.

De metalleschen Deel benotzt an

Ar Besteck-Sets (kuckt d'Markéierungen 18/10 an 18/8), Drockkoker, Spull a souguer Disketten ass aus 304
Edelstol.

Komponenten

Qualitéit 304L (kuckt w.e.g. Table-1) ass e Kuelestoff 304 deen heiansdo benotzt gétt fir méiglech
Korrosiounsempfindlechkeet a verschweiSten Deeler ze vermeiden.

Qualitéit 304H

(Kuckt w.e.g. eis Tabelle vu chemesche Waerter), erhéicht d'Kraaft, (besonnesch bei Temperaturen iwwer
500 2C) enthalt méi Kuelestoff wéi 304L.

Dés Qualitéit ass

net fir Uwendungen mat der Méiglechkeet vu sensiblen Korrosioun benotzt.

(Table-1) Komponente vun 304 an Zesummenhang Qualitéit

Standard Numm Qualitéit %C %Si %Mn %P %S %Ni

ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5

ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0

ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Notiz-1: D'% Tariffer net als Gamme uginn representéieren déi maximal Tariffer.
Note-2: Dés Waerter sinn an ASTM A240 fir Plack, Blat a Rouleau definéiert.

Fir e puer aner Produkter kann d'ldentifikatioun liicht vun dése Waerter énnerscheeden.

Béid 304L an 304H si géeegent fir Plack (flaach Produkt) a Paif, awer 304H ka manner verfligbar sinn virum
Lager. 304L an 304H sinn heiansdo stockéiert

wéi Standard 304. (Test Certificaten confirméieren, datt dést "L" oder "H") ass)
Corrosion Resistenz

Qualitéit 304 huet excellent corrosion Resistenz an engem breet Beraich.

Et rust net a ville architektonesche Konstruktiounsapplikatiounen.

Zousatzlech ass et einfach ze botzen
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a resistent géint organesch Chemikalien, anorganesch Chemikalien a faarweg Faarfstoffer a ville Beraicher
a ville Liewensméttelproduktiouns- a Veraarbechtungsémfeld. 304 Qualitéit

ass énner Spannungskorrosiounsréss an Nukleatiouns- a Résskorrosioun énnerworf, an dar d'Trekkraaft bei
Temperaturen iwwer 502C am Chlorit ugewannt gétt

Emfeld bei méttlerer Temperatur.

Ausserdeem kann et erfollegraich mat kuerzen Intervalle an a waarme Chloritémfeld applizéiert ginn, wou
d'Botzen ass

regelméisseg duerchgefouert an applizéiert (zB an Déppen an e puer Yacht Verbindungen).
Physikalesch a mechanesch Eegeschaften

Spannkraft Min. 515 MPa

0,2% Rendement Kraaft Min. 205 MPa

Verlangerung% Min. 40%

Hardness (Brinell) Max. 201 HB

Hardness (Rockwell) Max. 92 HRB

Hardness (Vickers) Max. 210 HV

Hétzt Resistenz

304 Qualitéit huet gutt Oxidatiounsresistenz op Plazen wou et a kuerzen Intervalle bei 870 °C a
kontinuéierlech bei 925 °C geschafft gétt.

Et ass net recommandéiert an der

Gamme vu 425 - 860 °C vun 304, wann déi spéider Applikatioun an wésserlechen Emfeld bei
Raumtemperatur funktionnéiert.

Awer heiansdo mécht et gutt an

Emfeld déi iwwer oder énner désem Temperaturbereich &nneren.

Grad 304L ass méi resistent géint Carbid Nidderschlag a kann an der Temperatur benotzt ginn.
ture Gamme uewen ernimmt.

Wou héich Material Kraaft wichteg ass, héich Kuelestoff Waerter sinn néideg.

Zum Beispill, AS1210 Drockbehalter Code Grenzen

d'Operatiounstemperatur vun 304L bis 425°C, an d'Benotzung vun der 304 Qualitéit ass limitéiert op
Waerter vun 0,04% a méi héich fir Temperaturen iwwer 550

oC.
Qualitéit 304 flésseg Gase bei niddregen Temperaturen
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Original Zeechnungen an Referenz Saiten
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Product Datasheet

Manufacturer Mox Profile Systems

Document Title Design and quality: MPS-AG
Product Name MPS-AG

Product Description Stainless Steel Tile Trim Round External Corner

Item No MAG
Area of Use Bathroom, Kitchen
Material 201, 304L
Length 2438/2500mm
Surface Satin, Mirror

MPS-AG stainless steel tile trim round external corner profile stands out with its ceramic
protection feature and elegant appearance, especially in bathrooms and kitchens with
ceramic surfaces. It is used in 90 degrees outer corner joints of ceramic applications. In
addition to providing aesthetics that will eliminate joint and application flaws, it also
prevents damage to ceramics. It is extremely durable, long-lasting and corrosion
resistant since it is produced from 304L quality stainless steel. 201 quality stainless
steel alternative also available. MPS-AG smoothens the transition in the inner corners
and provides an elegant appearance. MPS-AG stainless steel tile trim round external
corner can be easily installed by applying tile adhesive to joint extensions and firmly
pressing adjoining tiles into place. Corners can be assembled by cutting the profile to 45
degrees. MPS-AG stainless steel tile trim round external corner has mirror, satin,
exclusive super mirror surfaces and anthracite, bronze, copper, gold, inox color options.
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage

< See
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ALLOY DATASHEET
Stainless Steel ASTM 304

304 Quality Stainless Steel

ASTM 304 (Quality 304) is the biggest stainless steel success story. It is used in almost all industrial applications, accounting for 50% of all stainless steel
production and about half of stainless consumption. 304 is not just a stainless steel that can suit every application; it also provides an excellent basis for
understanding the qualities of 304, a practical basis for defining the suitability of stainless steel in a desired application, and for comparing the materials of
the austenitic stainless steel group. We all have a satisfying experience of using 304 and knowledge of deep drawing properties. The metallic part used in
your cutlery sets (see markings 18/10 and 18/8), pressure cookers, sinks and even floppy disks is made of 304 stainless steel.

Components

Quality 304L (Please see Table-1) is a low carbon 304 that is used occasionally to prevent possible corrosion sensitivity in welded parts. Quality 304H
(Please see our table of chemical values), increases strength, (especially at temperatures above 500 °C) contains a higher carbon than 304L. This quality is
not used for applications with the possibility of sensitive corrosion.

(Table-1) Components of 304 and Related Quality

Standard Name Quality %C %Si %Mn %P %S %Ni
ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5
ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0
ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Note-1: The% rates not given as a range represent the maximum rates.

Note-2: These values are defined in ASTM A240 for plate, sheet and roll. For some other products, the identification may differ slightly from these values.
Both 304L and 304H are suitable for plate (flat product) and pipe, but 304H may be less available before stock. 304L and 304H are sometimes stocked
like standard 304. (Test certificates confirm that this is “L” or “H")

Corrossion Resistance

Quality 304 has excellent corrosion resistance in a wide area. It does not rust in many architectural construction applications. In addition, it is easily cleaned
and resistant to organic chemicals, inorganic chemicals and colored dyes in a wide area in many food production and processing environments. 304 Quality
is subjected to stress corrosion cracking and nucleation and cracking corrosion, in which the tensile force is applied at temperatures above 50 °C in chlorite
environments at medium temperature. In addition, it can be successfully applied at short intervals and in warm chlorite environments where cleaning is
regularly performed and applied (eg in pots and some yacht connections).

Physical And Mechanical Properties
Tensile Strength Min. 515 MPa

0.2% Yield Strength Min. 205 MPa
Elongation% Min. 40%

Hardness (Brinell) Max. 201HB

Hardness (Rockwell) Max. 92 HRB
Hardness (Vickers) Max. 210 HV

Heat Resistance

304 Quality has good oxidation resistance in places where it is worked at short intervals at 870 °C and continuously at 925 °C. It is not recommended in the
range of 425 - 860 °C of 304, if the subsequent application is working in aqueous environments at room temperature. But sometimes it performs well in
environments that change above or below this temperature range. Grade 304L is more resistant to carbide precipitation and can be used in the tempera-
ture range mentioned above. Where high material strength is important, high carbon values are needed. For example, AS1210 pressure vessels code limits
the operating operation temperature of 304L to 425 °C, and the use of 304 quality is restricted to values of 0.04% and higher for temperatures above 550
°C.

Quality 304 liquefied gases at low temperatures
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