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Techninis vertimas: matmenis rasite originaliuose bréziniuose ir nuorody puslapiuose.

Saltinio puslapis 1

Mps-E MONTAVIMO VADOVAS

1 Pasirinkite tinkama profilj pagal grindy storj.

2 Uzdékite jungtj ir atitinkamai pritvirtinkite profilius.

3 Spauskite profilj, kol jis uzsifiksuos prie jungties.

4 Vietas, kur bus klojama grindy danga, uztepkite sitle.

5 Padekite ir sulygiuokite grindis pagal profilj.

6 ISkirpkite profilius 45 laipsniy kampu iSoriniams kampams.
ISlyginkite profilius iSoriniuose kampuose ir jspauskite juos | jungtj.
8 Padekite ir sulygiuokite grindis pagal profilj.

9 ISkirpkite profilius 45 laipsniy kampu vidiniams kampams.

10 Sulygiuokite profilius vidiniuose kampuose ir jspauskite juos j jungtj.
11 Padékite ir sulygiuokite grindis pagal profilj.
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Ichigkﬂtgoer%orre(;t profile according to Apply joint and place the profiles Press the profile until it is fixed to
g thickness. anchor accordingly. the joint.
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Apply joint to the places where the Place and align the flooring to the Cut profiles 45 degrees for external
flooring will be placed. profile. corners.

o

Align the profiles at the external E Place and align the flooring to the Cut profiles 45 degrees for internal
corners and press them into the
joint.

profile. corners.

Align the profiles at the internal Place and align the flooring to the
10 1
corners and press them into the profile.

joint.
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