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Techninis vertimas: matmenis rasite originaliuose bréziniuose ir nuorody puslapiuose.

Saltinio puslapis 1

Sentio MONTAVIMO VADOVAS

1 Padékite tvirtinimo prie sienos jrankius 50 cm intervalais ir pazymekite sieng nuo varzty skyliy.
2 GreZzkite taskus, kuriuos jau pazymeéjote.

3 | iSgreztas skyles jstatykite tinkamus kaiscius pagal sienos medziaga.

4 Prisukite tvirtinimo prie sienos jrankius tose vietose, kurios greziamos 50 cm intervalu.

5 Sumontuokite profilj ant sienos tvirtinimo jrankiy taip, kaip parodyta paveikslélyje.

6 |sitikinkite, kad profilio vinys ir fiksavimo jrankio vinys yra visiSkai sujungti vienas su kitu ir jsitikinkite,
kad profilio padas yra pritvirtintas prie grindy.

7 I1Skirpkite profilius 45 laipsniy kampu iSoriniams kampames.

8 Pritvirtinkite tvirtinimo prie sienos jrankius taip, kad jie baty uzdaryti prie kampuy, ir ant jy sumontuokite
45 laipsniy kampu nupjautus profilius.

9 [sitikinkite, kad 45 laipsniy kampu nupjauti profiliai yra visiSkai pritvirtinti vienas prie kito iSoriniuose
kampuose.

10 Iskirpkite profilius 45 laipsniy kampu vidiniams kampames.

11 Pritvirtinkite tvirtinimo prie sienos jrankius taip, kad jie baty uzdaryti prie kampy, ir ant jy sumontuokite
45 laipsniy kampu nupjautus profilius.

12 |sitikinkite, kad 45 laipsniy kampu nupjauti profiliai yra visiskai pritvirtinti vienas prie kito vidiniuose
kampuose.
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Place the wall fixation tools at 50cm Drill the points that you have Place the correct dowels according
intervals and mark the wall from the already marked. to the wall material into the drilled
screw holes. holes.

Screw the wall fixation tools to Assemble the profile on the wall Make sure that the profile nails and
places that are drilled at 50cm fixation tools just like in the picture. the fixation tool’s nails are
Intervals. completely connected to each other

and be sure that the profile sole is
fixed to the floor.
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Cut profiles 45 degrees for external E Affix the wall fixation tools in the

Make sure that the profiles that are
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corners. manner that will be closed to the cut 45 degrees are fixed to each
corners and assemble the profiles other completely at the external
that you cut 45 degrees on it. corners.
Cut profiles 45 degrees for internal Affix the wall fixation tools in the Make sure that the profiles that are
corners. manner that will be closed to the cut 45 degrees are fixed to each
corners and assemble the profiles other completely at the internal
that you cut 45 degrees on it. corners.
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