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Tehniskais tulkojums: izmérus skatiet originalajos raséjumos un atsauces lapas.

Avota lapa 1

Mps-F MONTAZAS ROKASGRAMATA

1 Izvélieties pareizo profilu atbilstosi flizu biezumam.

2 Uzklajiet savienojumu un attiecigi nostipriniet profilus.

3 Spiediet profilu, lidz tas nofikséjas pie savienojuma.

4 Uzklajiet savienojumu vietas, kur tiks likta keramika.

5 Novietojiet flizes uz profila, parliecinoties, ka to malas atbilst profilam un ir viena limeni.
6 Izgrieziet profilus par 45 gradiem aré&jiem sturiem.

7 1zhdziniet profilus aréjos sturos un iespiediet tos savienojuma.

8 Novietojiet flizes uz profila, parliecinoties, ka to malas atbilst profilam un ir viena limeni.
9 Izgrieziet profilus par 45 gradiem aréjiem sturiem.

10 Izlidziniet profilus iekS€jos stlros un iespiediet tos savienojuma.

11 Novietojiet flizes uz profila, parliecinoties, ka to malas atbilst profilam un ir viena limeni.
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MPS-F ASSEMBLY GUIDE
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1 Pick the correct profile according to
the tile thickness.

Apply joint and place the profiles
anchor accordingly.

Press the profile until it is fixed to
the joint.
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Apply joint to the places where the
ceramics will be placed.

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.

Cut profiles 45 degrees for external
corners.
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Align the profiles at the external
corners and press them into the
joint.

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.
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Align the profiles at the internal
corners and press them into the
joint.

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.
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Cut profiles 45 degrees for external
corners.



