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Tehniskais tulkojums: izmérus skatiet originalajos raséjumos un atsauces lapas.

Avota lapa 1

MOX zoles MONTAZAS ROKASGRAMATA

1 Novietojiet sienas stiprinajuma dalas ar 50 cm intervalu un atziméjiet sienu no skruvju caurumiem.
2 lzurbiet jau atzimétos punktus.

3 lzurbtajos caurumos ievietojiet pareizos dibelus atbilstosi sienas materialam.

4 Pieskruvejiet sienas stiprinajuma dalas vietas, kas tiek urbtas ar 50 cm intervalu.

5 Salieciet profilu uz sienas stiprinajuma dalam tapat ka attéla.

6 Parliecinieties, vai profila naglas un fiksacijas dalas naglas ir pilniba savienotas viena ar otru, un
parliecinieties, ka profila zole ir piestiprinata pie gridas.

7 Piestipriniet sienas stiprinajuma instrumentus ta, lai tie butu aizverti lidz stariem, un salieciet stura
savienosanas instrumentus ar profiliem, lai nodrosinatu aréjo stdru rotaciju.

8 Parliecinieties, vai profili un stlra savienoSanas instrumenti ir pilniba piestiprinati viens pie otra aré€jos
stdros.

9 Piestipriniet sienas stiprinajuma instrumentus ta, lai tie butu aizvérti lidz stariem, un salieciet stura
savienosanas instrumentus ar profiliem, lai nodrosinatu iek$€jo sturu rotaciju.

10 Parliecinieties, vai profili un stlira savienosanas instrumenti ir pilniba piestiprinati viens pie otra iekSéjos
sturos.

11 Salieciet vacinu instrumentus ar profiliem, lai nodroSinatu pareizu sienas galu.
12 Parliecinieties, vai profili un vacinu instrumenti ir pilniba piestiprinati viens pie otra sienas galos.
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SOLE ASSEMBLY GUIDE
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1 Place the wall fixation parts at
50cm intervals and mark the wall
from the screw holes.

Drill the points that you have
already marked.

Place the correct dowels according
to the wall material into the drilled
holes.
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Screw the wall fixation parts to the
places that are drilled at 50cm
Intervals.
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Assemble the profile on the wall
fixation parts just like in the picture.

Make sure that the profile nails and
the fixation part’s nails are
completely connected to each other
and be sure that the profile sole is
fixed to the floor.
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Affix the wall fixation tools in the
manner that will be closed to the
corners and assemble the corner
combining tools with the profiles to
ensure the rotating of external
corners.

Make sure that profiles and corner
combining tools are fixed to each
other completely at the external
corners.
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Affix the wall fixation tools in the
manner that will be closed to the
corners and assemble the corner
combining tools with the profiles to
ensure the rotating of internal
corners.

Make sure that profiles and corner
combining tools are fixed to each
other completely at the internal
corners.

Assemble the cap tools with the
profiles to ensure the wall ends

properly.
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Make sure that profiles and cap
tools are fixed to each other
completely at the ends of the wall.



