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Tehniskais tulkojums: izmérus skatiet originalajos raséjumos un atsauces lapas.

Avota lapa 1

Produkta datu lapa

Razotajs Mox Profile Systems

Dokumenta nosaukums Dizains un kvalitate: Gravity
Produkta nosaukums Gravity

Produkta apraksts Aluminija gridlistes profils

Preces Nr. GRV

LietoSanas zona Publisks, Birojs, Dzivojamais
Materials EN AW 6463 T6, EN AW 6061 T6

Garums 2500mm

Virsma anodéta

Gravity aluminija gridlistes ir ipasi izstradats profils, kas piestiprinats pie sienas apakséjam malam un
nodroSina glitu un tiru izskatu vietam ar paklaju.

Gravity aluminija gridlistes profils ne tikai nodroSina nevainojamu pareju starp gridu un sienu, bet ari
nodroSina paklaju malu aizsardzibu.

Tas ir 1pasi izturigs un ilgmazZzigs, jo razots no augstas kvalitates izejmaterialiem un tam ir biezas sienas.
Atskiriba no konkurentiem tas izcelas ar parklajuma biezumu un anodésanas kvalitati.

Gravity nodroSina perfektu pareju ar gridu.

Uz profila tiek uzklati gipskartona vai keramikas sienu segumi, radot lidzenu izskatu ar sienu.

Gravity aluminija gridlistes profilu var viegli uzstadit, uzklajot Suvju pagarinajumus ar flizu [imi.

Starus var salikt, sagriezot profilu [idz 45 gradiem.

Gravity aluminija gridlistém ir matéta anodéta parklajuma iespé&ja sudraba krasa.
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Garantija

Sim produktam tiek piemérota garantija 5 gadus no sanems3anas dienas, iznemot talak noraditas lietotaja
klGdas:

Bojajumi trieciena rezultata Bojajumi, kas radusies skrapéjumiem Bojajumi, ko radijusi abrazivas vielas vai
kimisko tiriSanas lidzek|u saskare Bojajumi, ko radijusi ilgstoSa saskare ar Gdeni Bojajumi, kas radusies
intensivas temperatlras iedarbibas rezultata Montazas raditie bojajumi

LANOITANRETNI FORANODIZESANAS KVALITATES MARKEJUMS INDUSTRIAL TS-EN 755-8 TS-EN 755-9 TS
4922
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Avota lapa 2

SAKAUSEJUMA DATU LAPA
EN AW 6463 T6 [AIMgO0.7Si]
LietoSanas vieta

Sakauséjums EN AW-6463 ir plasi izmantots ekstrizijas sakauséjums, kas piemérots lietojumiem, kur
nepiecieSamas tikai nelielas stipribas Tpasibas.

Dalas var bat

razots ar labu virsmas kvalitati, piemérots daudzam parklasanas darbibam.

Tipiskas pielietojuma jomas ir mébeles, apdares materiali, logi un durvis,

auto virsbuves apdare, fasades konstrukcija, apgaismojuma kolonnas un karogu masti.
Kimiskais sastavs saskana ar EN573-3 (svars, atlikums Al)

Si Fe Cu Mn Mg Cr Zn Ti Al

0,20 - 0,60 Maks. 0,15 0,2 Maks. 0,5 0,45 - 0,9 - Maks. 0,05 Maks. 0,1 Atpata
Mehaniskas TpasSibas saskana ar EN755-2

Temperatlra* Sienas biezums e*** [enesigums Spriegums Stiepes stiprums Pagarinajums Brinela cietiba
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50 mm % - Max A % HB**

T4 e<50 75 125 14-12 46

T5 e<50 150 110 8-6 60

T6 e<50 195 160 10-8 74

* TemperatlUras apziméjums saskana ar EN515: T4-dabiski novecots lidz stabilam stavoklim, T5-dzeséts no
paaugstinatas temperatlras formésanas darbibas un

maksligi izturéts, T6-Solution termiski apstradats, rudits un maksligi izturéts,
** Cietibas vértibas ir paredzétas tikai noradei,

*+k Dazadiem sienu biezumiem viena profila ietvaros par spéka esosam visam profila Skérsgriezumam
uzskatamas zemakas noraditas ipasibas.

Fizikalas 1pasibas (aptuvenas vértibas, 20°C)

Blivums KusSanas diapazons Modula elektriskais termiskais koeficients
(kg/m?3) (°C) vaditspéja vaditspéja siltuma elastiba

2700 585-650 (MS/m) (W/m.K) izpleSanas (GPa)

28-34 200-220 10-%/K ~70

Metinamibat

Gaze: 3 TIG: 2 MIG: 2

Tipiski pildvielas materiali (EN 1ISO18273): SG-AIMg5Cr(A) vai AlSi5 un AIMg3, ja produkts ir jaanodé.
Siltuma ievades dé| metinasanas laika

mehaniskas 1pasibas samazinasies par aptuveni 50% (atsauce.
EN1999-1).

Apstrades raksturlielumi!: T4 Temper 3 /T5, T6 Temper 2

Parklajuma ipasibas? Cieta/aizsargajosa anodésana: 1 / Dekorativa / spilgta / krasaina anodésana: 2
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Izturiba pret koroziju® Visparigi: 1 Juras: 2
! Relativa kvalifikacija - no 1 - loti laba lidz 6 - nepiemérota
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Originalie rasejumi un atsauces lapas
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Product Datasheet MD)'(

Manufacturer Mox Profile Systems
Document Title Design and quality: Gravity
Product Name Gravity
Product Description Aluminium Skirting Board Profile
Item No GRV
Area of Use Public, Office, Residantial
Material EN AW 6463 T6, EN AW 6061 T6
Length 2500mm
Surface Anodised

Gravity aluminum skirting board is a specially designed profile that is attached to the
lower edges of the wall and provide a neat and clean appearance to carpeted areas.
Gravity aluminum skirting board profile not only provides a seamless transition between
the floor and the wall, but also provides protection for carpet edges. It is extremely
durable and long-lasting since it is produced from high quality raw material and has
thick walls. Unlike its competitors, it stands out with its coating thickness and quality of
anodizing. Gravity provides a perfect transition with the floor. Plasterboard or ceramic
wall coverings are applied on the profile, creating a flush appearance with the wall.
Gravity aluminum skirting board profile can be easily installed by applying tile adhesive
to the joints extensions. Corners can be assembled by cutting profile to 45 degree.
Gravity aluminum skirting board has a matte anodized coating option in silver color. Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water

100

Damage caused by exposure to intense temperature
Damage caused by montage

TS-EN 755-8 TS-EN 755-9 TS 4922
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ALLOY DATASHEET
EN AW 6463 T6 [AIMgO0.7Si]

Place Of Use
The alloy EN AW-6463 is a widely used extrusion alloy, suitable for applications where only modest strength properties are required. Parts can be
produced with a good surface quality, suitable for many coating operations. Typical application fields are furniture, finishing materials, windows and doors,

car body finishing, facade construction, lighting columns and flagpoles.

Chemical composition according to EN573-3 (weight%, remainder Al)

Si Fe Cu Mn Mg Cr Zn Ti Al
0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45-0,9 - Max 0,05 Max 0,1 Rest

Mechanical properties according to EN755-2

Temper* Wall Thickness e*** Yield Stress Tensile Strength Elongation Brinell Hardness
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50mm % - Max A % HB**
T4 es<50 75 125 14 -12 46
T5 es<50 150 110 8-6 60
T6 es<50 195 160 10-8 74

* Temper designation according to EN515: T4-Naturally aged to a stable condition, T5-cooled from an elevated temperature forming operation and
artificially aged, T6-Solution heat treated, quenched and artificially aged,

** Hardness values are for indication only,

*** For different wall thicknesses within one profile, the lowest specified properties shall be considered as valid for the whole profile cross section.

Physical properties (approximate values, 20°C)

Density Melting range Electrical Thermal Co-efficient of Modulus of
(kg/m?) (°C) conductivity conductivity thermal elasticity
2700 585-650 (MS/m) (W/m.K) expansion (GPa)
28-34 200-220 10-8/K ~70
23.4

Weldability'

Gas: 3 TIG: 2 MIG: 2

Typical filler materials (EN ISO18273): SG-AIMgSCr(A) or AISi5, and AIMg3 when the product has to be anodised. Due to the heat input during welding the
mechanical properties will be redured by approximately 50% (ref. EN1999-1).

Machining characteristics': T4 Temper 3/ T5, T6 Temper 2

Coating properties" Hard/protective anodising: 1/ Decorative / bright / colour anodising: 2

Corrosion resistance' General: 1 Marine: 2

'Relative qualification ranging from 1-very good to 6-unsuitable
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