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Ttumaczenie techniczne: wymiary mozna znaleZ¢ na oryginalnych rysunkach i stronach referencyjnych.

Strona zrédtowa 1

INSTRUKCJA MONTAZU Mps-Brd

Wybierz odpowiedni profil w zaleznosci od grubosci ptytki.

2 Umies¢ profil pomiedzy ptytkami.

3 Przytnij profile pod kgtem 45 stopni do naroznikéw zewnetrznych.
4 Umies¢ profil pomiedzy ptytkami w naroznikach zewnetrznych.
Upewnij sie, ze profile s wyréwnane. 41-21-01-8

5 Przytnij profile pod kgtem 45 stopni do naroznikéw wewnetrznych.
6 Umies¢ profil pomiedzy ptytkami w naroznikach wewnetrznych.
Upewnij sie, ze profile s wyréwnane.
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Oryginalne rysunki i strony referencyjne
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MPS-BRD ASSEMBLY GUIDE
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1 Pick the correct profile according to
the tile thickness.

Place the profile between the tiles.

Cut profiles 45 degrees for external
corners.

~

Place the profile between the tiles
in external corners. Make sure the
profiles are aligned.

Cut profiles 45 degrees for internal
corners.
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Place the profile between the tiles
in internal corners. Make sure the
profiles are aligned.



