Sistemas MOX - documentacao técnica
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Traducado técnica: consulte os desenhos originais e as paginas de referéncia para as dimensdes.
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GUIA DE MONTAGEM DO Mps-E

1 Escolha o perfil correto de acordo com a espessura do pavimento.
2 Apligue a junta e coloque a ancora dos perfis em conformidade.
3 Pressione o perfil até o fixar a junta.

4 Aplicar junta nos locais onde vai ser colocado o pavimento.

5 Coloque e alinhe o pavimento ao perfil.

6 Corte perfis a 45 graus para cantos exteriores.

Alinhe os perfis nos cantos exteriores e pressione-os na junta.

8 Coloque e alinhe o pavimento ao perfil.

9 Corte perfis a 45 graus para cantos interiores.

10 Alinhe os perfis nos cantos interiores e pressione-os na junta.
11 Coloque e alinhe o pavimento ao perfil.
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MPS-E ASSEMBLY GUIDE MO).(
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Apply joint to the places where the Place and align the flooring to the Cut profiles 45 degrees for external
flooring will be placed. profile. corners.

o

Align the profiles at the external E Place and align the flooring to the Cut profiles 45 degrees for internal
corners and press them into the
joint.

profile. corners.

Align the profiles at the internal Place and align the flooring to the
10 1
corners and press them into the profile.

joint.
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