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TexHn4yecknn rnepeson: pa3Mepbl CM. B OPUTMNHaAJIbHbIX HepTeXaxX N Ha CrMpaBO4YHbIX CTPpaHULaX.

NcxogHada cTtpaHuua 1

PYKOBOZACTBO MO CBOPKE MO »XEJIAHVKO MOX

1 YcTaHoBKa MOXXET 6bITb BbIMOJIHEHA C MOMOLLBIO LLYPYNOB UM CUJIMKOHOBOI O KJies.
MpaBnibHOE NPUMEHEHNE A0/HKHO ObiTh TLLaTEeNIbHO ONpeAesieHo B 3aBNUCMMOCTM OT MaTepunasia CTEeHbI.
2 BcTaBbTe B MPOCBEpPJ/IEHHbIE OTBEPCTUS Atobenn, COOTBETCTBYOLLME MaTepuay CTEHbI.

3 MNpuKpyTUTE feTann HaCTEHHOIro KperJieHnsa K MecTaMm, NpocBepsieHHbIM C MHTepBasioM 50 cMm.
4 BcTaBbTe CBeTOAMOLHbIE JIEHTbI B MNa3bl BBEPXY N BHU3Y npoduns.

5 MNogkno4ynTe cBeTOAMOAHbIE NIEHTLI U ApaiBep v ApanBep K 3J1eKTpoceTu.

Kabenn MOXXHO NpokiaabiBaTb BHYTPU Npoduien oas noaKIl0YeHUS HECKOSIbKUX MPUBOLOB.
MPOKOHCYIbTUPYNTECH C MECTHLIMW SNIEKTPUKAMU A1 MOJIYHEHUS TOYHbIX Pe3y/ibTaToB.

6 MprxxmuTe gnddysop K 3agHen naacTuHe 4o LWenyka.

7 HaHecuTe knen Ha BHYTPEHHME yribl, 4TOObI 3aKpenuTb UX Ha MecTe.

8 HaHecuTe Kfen Ha BHEeLHWEe yribl, 4Tobbl 3aKpennTb X Ha MecTe.

9 HaHecuTe KNer Ha KOHeYHble YacTu, 4Tobbl 3aKpenuTb X Ha MecTe.

CtpaHuua 1/2

MOX Systems



NcxooHaa cTpaHuua 2

PE3KA N YOJIMHEHWE CBETOOVNOAHBIX NEHT

Ons KoppekTHOM paboThl NoKaLUKW, yKa3aHHOW B

CBeToaunofHas SieHTa, Bblpe3aHHas TOJIbKO U3 3/1IEKTPOHHO CXEMbI.
Bo n3bexkaHne oTk04EHNS b B yKa3zaHHOM MecTe

MeXXay CBeTOANOAHON JIEHTON NpunasnTe Tonbko d Ha pucyHke obpasua.
CXEMA MNOAKJIFOYEHUA CBETOANOOHOW NEHTHI

MOX RGB-kKoHTponnep

RG Oum Wi-Fi

b mep

OpanBep/Mpeobpa3zoBaHune

Mep

CTpaHuua 2/2

MOX Systems



OpVIFVIHaJ'IbeIe HePTEXN N ClMPaBO4HbIE CTPAHULLbI
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WISHLED ASSEMBLY GUIDE MO).(

g

1 Installation can be done with screws 2 Place the correct dowels according 3 Screw the wall fixation parts to the
or silicone glue. The correct to the wall material into the drilled places that are drilled at 50cm

application must be carefully holes. intervals.
identified according to the wall
material.

N

Insert the LED strips into the slots at Connect the LED strips and the Press the diffuser against the back
the top and bottom of the profile. driver and the driver to the mains. plate until itclicks into place.
Cables can be carried within the
profiles for multi-drive connections.
Consult local electricians to obtain
accurate results.

) A
A
Apply adhesive to the internal E Apply adhesive to the external Apply adhesive to the ending parts
corners to secure them in position. corners to secure them in position. to secure them in position.
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LED STRIP CUTTING & EXTENDING
>8

For correct operation of the LED Strip, cut only from the

g @ @ @ @ @ gg @ @ @ @ @ g location indicated in the diagram.

To avoid disconnection between the LED Strip, solder only

% @ @ @ @ @%%@ @ @ @ @ % at the location indicated in the sample drawing.

LED STRIP WIRING DIAGRAM
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