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TexHn4yecknn rnepeson: pa3Mepbl CM. B OPUTMNHaAJIbHbIX HepTeXaxX N Ha CrMpaBO4YHbIX CTPpaHULaX.

NcxogHada cTtpaHuua 1

TexHn4yeckuit nacnopT NPoAyKTa

MpounssoaunTens Mox Profile Systems

HasBaHne gokyMeHTa [u3aH 1 Ka4yecTBo: Line

Ha3saHue nponykta MOX JINHUA

OnucaHune npoaykTa Kpaeson npounib aJloOMUHMEBOrO NnoJa
ApTtukyn Ne LNE

ObnacTtb ncnonb3oBaHus ObecTBeHHas, OduncHas, Xunas
MaTepuan EN AW 6463 T6, EN AW 6061 T6

OnvHa 8 pyTos

NoBepXHOCTb aHOAMPOBaHHas

ANOMUHMEBBIN KPOMOYHbLIN NPOoduab Aasa nona Line - oTAnYHbIN BEIOOP ANA pasanyHbIX NPOEKTOB
6narogaps CBoen yHMUBEPCabHOW, MPOYHOM N NIErKON KOHCTPYKL MKW, KOTOPas 3akpbiBaeT 3a30p Mexay
HaMoJIbHbIMW NMOKPbITUAMN.

KpaeBoli npoduab AN aJlOMUHUEBBIX HaMOJIbHbIX MOKPbLITUIA Line npegHasHavyeH ANA 3aKpbITUS 3230POB
MeXAY HanoJIbHbIMU MANTKaMN OANHAKOBOW BbICOTHI.

OH l-IDEBBbI‘-IaIZHO I'IpO‘-IHbII7I M O0JITOBEYHBbIN, MOCKOJIbKY N3roToBJ1EH N3 BbICOKOKa4YeCTBEHHOIO ChbipbA U
mmMmeeT TOJICTble CTEHKN.

B oT/M4Me OT KOHKYPEHTOB, OH BblAENSeTCS TOJMHOM NOKPbITUS M KA4eCTBOM aHOAMPOBaHUS.
Line 6narofaps CBoei Niockoi hopMe naeasibHO 3aKpbIBAeT 3a30p MeX Ay NosiaMu.

KpaeBoli npouab AN5 aJloMMHUEBOro nosia Line nerko MOHTUPYeTCA NyTeM Ha)kaTusa CBepxy nocse
HaHeCeHMnsa CUJINKOHa WS COeQNHEHNS B 3a30p MeXAY OBYMS MoJiaMu.

Yrnbl MOXXHO cobpaTb, obpe3as Npouib Noa yraom 45 rpaaycos.

ANOMVHMEBbIA HAaNONbHbLIA NPotub Line nMeeT BapraHT APKOro aHOAMPOBAHHOIO MOKPLITUSA
€cepebpuncToro 1 >KenaToro LBeTOB.

CtpaHunua 1/2
MapaHTuA

Ha gaHHbIN NPOAYKT pacnpoCTPaHSAEeTCA rapaHTs CPOKOM 5 fieT C AaTbl MOJyHYEeHUSs, 3@ UCKJIIOYEHNEM
olWNBOK Mosib30oBaTeNs, MEPEUNCTIEHHbIX HMXKE:

MoBpexxaeHns B pesysbTaTe yaapa [oBpexxaeHuns B pe3ynbTaTe LapanuH MNoBpexxaeHns B pesyabTaTe
KOHTaKTa C abpa3nBHbIMY BeLLeCTBaMM NN XUMUYECKNMU YACTALWMMN CpeacTBamMu MNoBpexxaeHns B
pe3synbTaTe AJIMTENbHOrO0 KOHTakTa C BOAON [MoBpeXXAeHNs B pe3ysibTaTe BO34eNCTBUSA BbICOKOM
TemnepaTypbl [ToBpeXXaeHUA B pe3ynbTaTe MOHTaxka

LANOITANRETNI MAPKNPOBKA KAYECTBA KAYECTBA ®OPAHOOVNPOBAHWA NMPOMBILLUJIEHHAA TS-EN
755-8 TS-EN 755-9 TS 4922
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NcxooHaa cTpaHuua 2

TEXHUYECKAA MHO®OPMALINA CIMJIABA
EN AW 6463 T6 [AIMgO0.7Si]
MecTo ncnonb3oBaHUsA

CnnaB EN AW-6463 npenctaBnseT coboi LUMPOKO UCMOJb3yeMbI SKCTPY3MOHHbIV CMJiaB, MOAXOAALWNA
015 NIPUMEHEeHW, rae TpebyloTcs Nnb YyMepeHHble MPOYHOCTHbIE XapaKTePUCTUKMN.

YacTum moryT 6bITb

MPOM3BOANTCS C XOPOLUMM Ka4eCTBOM MOBEPXHOCTU, MOAXOANT ANS MHOMMX onepaunin HaHeceHus
MOKPbITUNA.

Tunun4yHble obnacTn npumMmeHeHus - mebenb, OTAENIOYHbIE MaTepuabl, OKHa U ABepwu,

oTAesiKa Ky30Ba aBTOMObMAA, CTPOUTENLCTBO (hacafoB, OCBETUTE/bHbLIX KOJIOHH U (hN1arLTOKOB.
XumMunyecknim coctas corsiacHo EN573-3 (Mac.%, octaTok Al)

Si Fe Cu Mn Mg Cr Zn Ti Al

0,20 - 0,60 Makc 0,15 0,2 Makc 0,5 0,45 - 0,9 - Makc 0,05 Makc 0,1 OTabIx

MexaHn4yeckune cBONCTBa corsiacHo EN755-2

CocToaHue* TosWwmMHa CTeHKM e*** Npenen Teky4decTn MNpenen Npo4YHOCTU NPU pacTsKeHnn Y ainHeHne
TeeppocTb No bpuHennio

- e* MM Rp0,2 MmmnH MlMNa Rm MmuH MlMNa MuH A50MM % - Makc A % HB**
T4 e<50 7512514 -12 46

T5 e<50 150 110 8 - 6 60

T6 e<50 195 160 10 - 8 74

* 0O603HavyeHne cocTosaHUS B cooTBeTCTBMU ¢ EN515: T4 - ecTecTBEHHOE CTapeHune A0 CTabuibHoro
CoCTOosAHMSA, T5 - oxnakaeHue nocje onepaunn popmMoBaHNS NMPU NOBbILLEHHON TeMnepaType u

NCKYCCTBEHHO COCTapeHHble, TepMoobpaboTaHHble, 3aKasieHHbIe N UCKYCCTBEHHO COCTapeHHble
T6-Solution,

** 3HavyeHuns TBEPAOOCTWU NpuBeAEHbI TOJIBKO AJ14 ClpaBKW.

** Mpn pa3n|/|qH0|7| TOJILLMHE CTEHOK B Npefesiax 04HOro npodunsg HamMeHbLINe yKa3aHHble CBONCTBA
CYMTAlOTCHA AENCTBUTENbHBIMU A5t BCErO CeYEHUS I'IpO(*)VIJ'IFI.

dusnyeckmne ceorcTBa (NpmnbansnTenbHblie 3Ha4YeHus, 20°C)

MnoTHOCTb [Inana3oH nnaBfieHNs NeKTPUYECKUN TEPMUYECKUN KOIPDPULNEHT MOAY IS
(kr/m3) (°C) NnpoBOAMMOCTb MPOBOAMMOCTb TEPMOITACTUYHOCTb

2700 585-650 (MC/m) (BT/M-K) pacwmpenne (I'Ma)

28-34 200-220 10-5/K ~70

CBapuBaeMoCTb?

Mas: 3 TIG: 2 MIG: 2

Tunun4Hble NpucagoyHble Matepuansl (EN 1ISO18273): SG-AIMg5Cr(A) nnn AlSi5 n AIMg3, ecnn nsgenuve
HeobxoAMMOo aHOANPOBaTb.

M3-3a TensioBNOXXEHNA BO BpeMs CBapku

MeXaHn4yeckne CBONCTBa YMeHbLLIATCA NpUMepHo Ha 50% (cm.
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EN1999-1).
XapakTepuctukm obpaboTtknt: T4, 3akan 3/ T5, T6, 3akan 2

CBoNCTBa NOKPbITUAL XKecTKoe/3aWwmnTHOe aHoaMpoBaHue: 1/[lekopaTuBHOE/apKoe/LBETHOE
aHoaupoBaHue: 2

Koppo3noHHas cTonkocTb® Obuasn: 1 Mopckas nexoTa: 2
lOTHOCKTENbHAA KBanurKaLumsa oT 1-04eHb XOpoLLOo A0 6-HenpurogHo.

CTpaHuua 2/2
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OpVIFVIHaJ'IbeIe HePTEXN N ClMPaBO4HbIE CTPAHULLbI
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Product Datasheet MD)'(

Manufacturer Mox Profile Systems
Document Title Design and quality: Line
Product Name Line
Product Description Aluminium Flooring Edge Profile
Item No LNE
Area of Use Public, Office, Residential
Material EN AW 6463 T6, EN AW 6061 T6
Length 8’
Surface Anodised

Line aluminum flooring edge profile is an excellent choice for various projects with its
versatile, durable and lightweight structure that closes the gap between floorings. Line
aluminum flooring edge profile is designed to close the gaps between floor tiles of the
same height. It is extremely durable and long-lasting since it is produced from high
quality raw material and has thick walls. Unlike its competitors, it stands out with its
coating thickness and quality of anodizing. Line perfectly closes the gap between floors
with its flat form. Line aluminum flooring edge profile is easily mounted by pressing from
the top after applying silicone or joint to the gap between two floors. Corners can be
assembled by cutting profile to 45 degree. Line aluminum flooring edge profile has a
bright anodized coating option in silver and yellow colors.

Warranty

This product is under warranty for 5 years from the

date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

3/16 Damage caused by abrasive substance or chemical
cleaning agents contact

T Damage caused by prolonged contact with water

Damage caused by exposure to intense temperature

Damage caused by montage

.g‘ﬁﬂ‘r‘l‘w,#

TS-EN 755-8 TS-EN 755-9 TS 4922
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ALLOY DATASHEET
EN AW 6463 T6 [AIMgO0.7Si]

Place Of Use
The alloy EN AW-6463 is a widely used extrusion alloy, suitable for applications where only modest strength properties are required. Parts can be
produced with a good surface quality, suitable for many coating operations. Typical application fields are furniture, finishing materials, windows and doors,

car body finishing, facade construction, lighting columns and flagpoles.

Chemical composition according to EN573-3 (weight%, remainder Al)

Si Fe Cu Mn Mg Cr Zn Ti Al
0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45-0,9 - Max 0,05 Max 0,1 Rest

Mechanical properties according to EN755-2

Temper* Wall Thickness e*** Yield Stress Tensile Strength Elongation Brinell Hardness
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50mm % - Max A % HB**
T4 es<50 75 125 14 -12 46
T5 es<50 150 110 8-6 60
T6 es<50 195 160 10-8 74

* Temper designation according to EN515: T4-Naturally aged to a stable condition, T5-cooled from an elevated temperature forming operation and
artificially aged, T6-Solution heat treated, quenched and artificially aged,

** Hardness values are for indication only,

*** For different wall thicknesses within one profile, the lowest specified properties shall be considered as valid for the whole profile cross section.

Physical properties (approximate values, 20°C)

Density Melting range Electrical Thermal Co-efficient of Modulus of
(kg/m?) (°C) conductivity conductivity thermal elasticity
2700 585-650 (MS/m) (W/m.K) expansion (GPa)
28-34 200-220 10-8/K ~70
23.4

Weldability'

Gas: 3 TIG: 2 MIG: 2

Typical filler materials (EN ISO18273): SG-AIMgSCr(A) or AISi5, and AIMg3 when the product has to be anodised. Due to the heat input during welding the
mechanical properties will be redured by approximately 50% (ref. EN1999-1).

Machining characteristics': T4 Temper 3/ T5, T6 Temper 2

Coating properties® Hard/protective anodising: 1/ Decorative / bright / colour anodising: 2

Corrosion resistance' General: 1 Marine: 2

'Relative qualification ranging from 1-very good to 6-unsuitable
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