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Technicky preklad: rozmery najdete na povodnych vykresoch a referenc¢nych strankach.

Zdrojova stranka 1

NAVOD NA MONTAZ Lato

1 Umiestnite diely na upevnenie na stenu v 50 cm intervaloch a oznacte stenu od otvorov pre skrutky.
2 Vyvrtajte body, ktoré ste uz oznacili.

3 Do vyvrtanych otvorov vlozte sprdvne hmozdinky podla materidlu steny.

4 Nastenné upevnovacie diely priskrutkujte na miesta, ktoré st vyvrtané v 50 cm intervaloch.

5 Namontujte profil na ndstenné upevnovacie diely rovnako ako na obrdzku.

6 Uistite sa, ze profilové klince a klince upevriovacej ¢asti s navzadjom Uplne spojené a uistite sa, ze
profilova podrazka je pripevnena k podlahe.

7 Pripevnite nastenné fixacné nastroje tak, aby boli uzavreté v rohoch a namontujte rohové kombinované
nastroje s profilmi, aby sa zabezpecilo otad¢anie vonkajsich rohov.

8 Uistite sa, Ze profily a nastroje na kombinovanie rohov su vo vonkajsich rohoch Uplne pripevnené k sebe.

9 Pripevnite nastenné fixacné néstroje tak, aby boli uzavreté v rohoch a namontujte rohové kombinované
nastroje s profilmi, aby sa zabezpecilo otd¢anie vnutornych rohov.

10 Uistite sa, Ze profily a nastroje na kombinovanie rohov su navzajom Uplne spojené vo vnatornych
rohoch.

11 Zlozte néastroje na uzdvery s profilmi, aby ste zaistili sprdvne ukoncenie steny.
12 Uistite sa, Ze profily a nastroje na uzavery su na koncoch steny Uplne pripevnené k sebe.
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LATO ASSEMBLY GUIDE
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1 Place the wall fixation parts at 2 Drill the points that you have 3 Place the correct dowels according
50cm intervals and mark the wall already marked. to the wall material into the drilled

from the screw holes.

holes.
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Screw the wall fixation parts to the Assemble the profile on the wall
places that are drilled at 50cm fixation parts just like in the picture.
Intervals.

Make sure that the profile nails and
the fixation part’s nails are
completely connected to each other
and be sure that the profile sole is
fixed to the floor.
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Affix the wall fixation tools in the E Make sure that profiles and corner
manner that will be closed to the combining tools are fixed to each
corners and assemble the corner other completely at the external
combining tools with the profiles to corners.
ensure the rotating of external
corners.

Affix the wall fixation tools in the
manner that will be closed to the
corners and assemble the corner
combining tools with the profiles to
ensure the rotating of internal
corners.
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Make sure that profiles and corner Assemble the cap tools with the
combining tools are fixed to each profiles to ensure the wall ends
other completely at the internal properly.
corners.
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12 Make sure that profiles and cap
tools are fixed to each other
completely at the ends of the wall.



