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Technicky preklad: rozmery najdete na povodnych vykresoch a referenc¢nych strankach.

Zdrojova stranka 1

NAVOD NA MONTAZ Mps-Ag

Vyberte spravny profil podla hribky dlazdice.

2 Naneste spoj a podla toho umiestnite kotvu profilov.

3 Stlacte profil, kym nebude pripevneny ku spoju.

Na miesta, kde bude umiestnena keramika, naneste Skaru.

5 Dlazdice poloZte na profil a uistite sa, Ze ich okraje licujd s profilom a licujd.

6 Narezte profily o 45 stuprfiov pre vonkajsie rohy.

Zarovnaijte profily na vonkajsich rohoch a zatlacte ich do spoja.

8 Umiestnite dlazdice na profil a uistite sa, Ze ich okraje licuju s profilom a licuju.
9 Narezte profily pod uhlom 45 stupriov pre vnutorné rohy.

10 Zarovnaijte profily na vnatornych rohoch a zatlacte ich do spoja.

11 Umiestnite dlazdice na profil a uistite sa, Ze ich okraje licuju s profilom a licuja.
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MPS-AG ASSEMBLY GUIDE
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Pick the correct profile according to
the tile thickness.
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Apply joint and place the profiles
anchor accordingly.

Press the profile until it is fixed to
the joint.
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Apply joint to the places where the
ceramics will be placed.

=7

Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.
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7 Align the profiles at the external
corners and press them into the
joint.

E Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.
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0 Align the profiles at the internal
corners and press them into the
joint.
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Place the tiles on the profile,
making sure that their edges fit the
profile and are flush.
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