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Technicky preklad: rozmery najdete na povodnych vykresoch a referenc¢nych strankach.

Zdrojova stranka 1

MOX PRIRUCKA NA MONTAZ

1 InStaldcia moéze byt vykonana skrutkami alebo silikénovym lepidlom.
Spravna aplikacia musi byt starostlivo identifikovana podla materialu steny.
2 Do vyvrtanych otvorov vlozte sprdvne hmozdinky podla materidlu steny.
3 Néstenné upevnovacie diely priskrutkujte na miesta, ktoré s vyvrtané v 50 cm intervaloch.
4 Vlozte LED pésy do Strbin v hornej a dolnej ¢asti profilu.

5 Pripojte pasy LED a ovlddac a ovladac k elektrickej sieti.

Kéble mo6zu byt prenasané v profiloch pre pripojenie viacerych pohonov.

Ak chcete ziskat presné vysledky, obratte sa na miestnych elektrikarov.

6 Zatlacte difuzér na zadnu dosku, kym nezapadne na miesto.

7 Naneste lepidlo na vnutorné rohy, aby ste ich zaistili na mieste.

8 Naneste lepidlo na vonkajsie rohy, aby ste ich zaistili na mieste.

9 Naneste lepidlo na koncové Casti, aby ste ich zaistili na mieste.
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Zdrojova stranka 2

REZANIE A PREDLZOVANIE LED PASKOV

Pre spravnu c¢innost miesta uvedené v

LED pasik, vystrihnuty iba z e diagramu.

Aby ste sa vyhli odpojeniu b na uvedenom mieste
medzi LED pdésik, spajkujte iba d na vzorovom vykrese.
SCHEMA ZAPOJENIA LED PASU

MOX RGB ovladac

RG Dim Wifi

GB mer

Driver / Transform

mer
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Originalne vykresy a referencné strany
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WISHLED ASSEMBLY GUIDE MO).(

g

1 Installation can be done with screws 2 Place the correct dowels according 3 Screw the wall fixation parts to the
or silicone glue. The correct to the wall material into the drilled places that are drilled at 50cm

application must be carefully holes. intervals.
identified according to the wall
material.

N

Insert the LED strips into the slots at Connect the LED strips and the Press the diffuser against the back
the top and bottom of the profile. driver and the driver to the mains. plate until itclicks into place.
Cables can be carried within the
profiles for multi-drive connections.
Consult local electricians to obtain
accurate results.

) A
A
Apply adhesive to the internal E Apply adhesive to the external Apply adhesive to the ending parts
corners to secure them in position. corners to secure them in position. to secure them in position.
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LED STRIP CUTTING & EXTENDING
>8

For correct operation of the LED Strip, cut only from the

g @ @ @ @ @ gg @ @ @ @ @ g location indicated in the diagram.

To avoid disconnection between the LED Strip, solder only

% @ @ @ @ @%%@ @ @ @ @ % at the location indicated in the sample drawing.

LED STRIP WIRING DIAGRAM
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