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Technicky preklad: rozmery najdete na povodnych vykresoch a referenc¢nych strankach.

Zdrojova stranka 1

Produktovy list

Vyrobca Mox Profile Systems

Nazov dokumentu Dizajn a kvalita: Flex

Nazov produktu Flex

Popis produktu Hlinikova tvarovatelna hrana podlahy
Polozka €. FLX

Oblast pouzitia Kupelna, Kuchyna

Material EN AW 6463 T6, EN AW 6061 T6

Dizka 8'

Povrch s praskovym néastrekom, eloxovany, chrémovany

Hlinikovy tvarovatelny podlahovy okrajovy profil Flex sa pouziva v parketovych alebo keramickych
aplikaciach ako ram, ktory zakryva podlahovu c¢ast a nahrddza spoje.

Okrem toho, Ze opravuje chyby v spojoch a montdzi a zlepsuje estetiku, zabranuje aj poskodeniu
podlahovych krytin.

Hlinikovy tvarovatelny podlahovy okrajovy profil Flex je uréeny na ulahcenie prechodu podlahovych
materidlov.

Jeho flexibilny dizajn umoznuje jeho ohybanie do pozadovaného tvaru.
Okrem funkénych vyhod jeho minimalny vzhlad zvyraziuje celkovy vzhlad vasSich ndvrhov.

Je mimoriadne odolny a mé dlhd Zivotnost, pretoze je vyrobeny z vysoko kvalitnych surovin a ma hrubé
steny.

Na rozdiel od svojich konkurentov vynikd hrdbkou povlaku a kvalitou eloxovania a aplikdciou predbeznej
Upravy, ktord poskytuje odolnost proti korézii pri elektrostatickom praskovom lakovani.

Flex svojou flexibilnou formou umoziuje navrhovanie kreativnych rieSeni podlah.

Hlinikovy tvarovatelny podlahovy okrajovy profil Flex sa da I'ahko instalovat nanesenim lepidla na dlazdice
na prediZzenie §kar a pevnym zatla¢enim prilahlych dlazdic na miesto.

Rohy je mozné zostavit rezom profilu na 45 stupnov.

Hlinikovy tvarovatelny profil hrany podlahy Flex md moZnosti matného eloxovania, lesklého eloxovania a
elektrostatického praskového lakovania.

Zatial ¢o su k dispozicii strieborné, ZIté, inoxové, Cierne eloxované farebné natery, moze byt tiez natrety
elektrostatickym praskovym lakovanim podla pozadovaného RAL kédu.
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Zéaruka

Na tento produkt sa vztahuje zaruka 5 rokov od ddtumu prevzatia, s vynimkou pouzivatelskych chyb
uvedenych nizsie:
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Damage caused by impact Damage caused by scratching Damage caused by abrasive substance or
chemical cleaning agents contact Damage caused by prolonged contact with water Damage caused by
exposure to intense temperature Damage caused by montage

LANOITANRETNI FORANODISING LABEL KVALITY PRIEMYSELNY TS-EN 755-8 TS-EN 755-9 TS 4922
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Zdrojova stranka 2

TECHNICKY LIST ZLIATINY
EN AW 6463 T6 [AIMgO0,7Si]
Miesto pouZzitia

Zliatina EN AW-6463 je Siroko pouzivana extrizna zliatina, vhodnd pre aplikacie, kde sa vyzaduju len nizke
pevnostné vlastnosti.

Casti mozu byt

vyrobené s dobrou kvalitou povrchu, vhodné pre mnohé naterové operacie.
Typické oblasti pouzitia s ndbytok, dokoncovacie materidly, okna a dvere,
Uprava karosérie, konstrukcia fasady, stipy osvetlenia a stoZiare.

Chemické zlozenie podla EN573-3 (hmotn. %, zvySok Al)

Si Fe Cu Mn Mg Cr Zn Ti Al

0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45 - 0,9 - Max 0,05 Max 0,1 Odpoc.
Mechanické vlastnosti podla EN755-2

Temper* Hribka steny e*** Medza klzu Pevnost v tahu PrediZenie Tvrdost podla Brinella
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50 mm % - Max A % HB**

T4 e<50 7512514 -12 46

T5 e<50 150 110 8- 6 60

T6 e<50 195 160 10 - 8 74

* Oznacenie teploty podla EN515: T4-Prirodzene zostarnuté do stabilného stavu, T5-chladené z operacie
tvarnenia pri zvySenej teplote a

umelo starnlce, T6-Solution tepelne spracované, kalené a umelo starnuté,
** Hodnoty tvrdosti su len orientacné,

*kk For different wall thicknesses within one profile, the lowest specified properties shall be considered as
valid for the whole profile cross section.

Fyzikalne vlastnosti (priblizné hodnoty, 20°C)

Hustota Rozsah topenia Elektricky tepelny sucinitel modulu
(kg/m?3) (°C) vodivost vodivost tepelnd elasticita

2700 585-650 (MS/m) (W/m.K) rozSirenie (GPa)

28-34 200-220 10-%/K ~70

Zvératelnost?

Plyn: 3 TIG: 2 MIG: 2

Typické vyplnové materidly (EN 1SO18273): SG-AIMg5Cr(A) alebo AISi5, a AIMg3, ak ma byt produkt
eloxovany.

V désledku tepelného prikonu pri zvarani
mechanické vlastnosti sa znizia priblizne o 50 % (ref.
EN1999-1).

Vlastnosti obrabanial: T4 Temper 3/ T5, T6 Temper 2
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Vlastnosti povlaku® Tvrdé/ochranné eloxovanie: 1 / Dekorativne / svetlé / farebné eloxovanie: 2
Odolnost proti korézii* VSeobecne: 1 Namorna: 2
tRelativna kvalifikacia v rozsahu od 1 - vemi dobré po 6 - nevhodné
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Originalne vykresy a referencné strany
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Product Datasheet MD)"(

Manufacturer Mox Profile Systems -
Document Title Design and quality: Flex
Product Name Flex
Product Description Aluminium Formable Flooring Edge
Iltem No FLX
Area of Use Bathroom, Kitchen
Material EN AW 6463 T6, EN AW 6061 T6
Length 8
Surface Powder Coated, Anodised, Chrome Plated

Flex aluminum formable flooring edge profile is used in parquet or ceramic applications
as a frame that conceals the floor section, replacing joints. In addition to correcting joint

and installation mistakes and improving aesthetics, it also prevents damage to the floor
coverings. Flex aluminum formable flooring edge profile is designed to facilitate the
transition of flooring materials. Its flexible design allows it to be bent into the desired
shape. In addition to its functional advantages, its minimal appearance enhances the s
overall look of your designs. It is extremely durable and long-lasting since it is produced :
from high quality raw material and has thick walls. Unlike its competitors, it stands out
with its coating thickness and quality of anodizing, and with its pretreatment application
that provides resistance to corrosion in electrostatic powder painting. Flex allows the
design of creative flooring solutions with its flexible form. Flex aluminum formable Warranty
flooring edge profile can be easily installed by applying tile adhesive to joint extensions

and firmly pressing adjoining tiles into place. Corners can be assembled by cutting the This product is under warranty for 5 years from the

profile to 45 degrees. Flex aluminum formable flooring edge profile has matte anodized, date of receipt except for the user errors as listed

bright anodized and electrostatic powder painting options. While silver, yellow, inox, below:

black anodized color coatings are available, it can also be painted to the desired RAL Damage caused by impact

code with electrostatic powder painting. Damage caused by scratching

Damage caused by abrasive substance or chemical

cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage
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ALLOY DATASHEET
EN AW 6463 T6 [AIMgO0.7Si]

Place Of Use
The alloy EN AW-6463 is a widely used extrusion alloy, suitable for applications where only modest strength properties are required. Parts can be
produced with a good surface quality, suitable for many coating operations. Typical application fields are furniture, finishing materials, windows and doors,

car body finishing, facade construction, lighting columns and flagpoles.

Chemical composition according to EN573-3 (weight%, remainder Al)

Si Fe Cu Mn Mg Cr Zn Ti Al
0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45-0,9 - Max 0,05 Max 0,1 Rest

Mechanical properties according to EN755-2

Temper* Wall Thickness e*** Yield Stress Tensile Strength Elongation Brinell Hardness
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50mm % - Max A % HB**
T4 es<50 75 125 14 -12 46
T5 es<50 150 110 8-6 60
T6 es<50 195 160 10-8 74

* Temper designation according to EN515: T4-Naturally aged to a stable condition, T5-cooled from an elevated temperature forming operation and
artificially aged, T6-Solution heat treated, quenched and artificially aged,

** Hardness values are for indication only,

*** For different wall thicknesses within one profile, the lowest specified properties shall be considered as valid for the whole profile cross section.

Physical properties (approximate values, 20°C)

Density Melting range Electrical Thermal Co-efficient of Modulus of
(kg/m?) (°C) conductivity conductivity thermal elasticity
2700 585-650 (MS/m) (W/m.K) expansion (GPa)
28-34 200-220 10-8/K ~70
23.4

Weldability'

Gas: 3 TIG: 2 MIG: 2

Typical filler materials (EN ISO18273): SG-AIMgSCr(A) or AISi5, and AIMg3 when the product has to be anodised. Due to the heat input during welding the
mechanical properties will be redured by approximately 50% (ref. EN1999-1).

Machining characteristics': T4 Temper 3/ T5, T6 Temper 2

Coating properties" Hard/protective anodising: 1/ Decorative / bright / colour anodising: 2

Corrosion resistance' General: 1 Marine: 2

'Relative qualification ranging from 1-very good to 6-unsuitable
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