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Technicky preklad: rozmery najdete na povodnych vykresoch a referenc¢nych strankach.

Zdrojova stranka 1

Produktovy list

Vyrobca Mox Profile Systems

Nazov dokumentu Dizajn a kvalita: Leux

Nazov produktu Leux

Popis produktu Hlinikova LED lista

Polozka €. LUX

Oblast pouzitia Verejné, kanceldrske, obytné

Material EN AW 6463 T6, EN AW 6061 T6

Dizka 2500 mm

Povrch s praskovym néastrekom, eloxovany, chrémovany

Hlinikova LED lista Leux je vacsinou preferovana v exkluzivnych projektoch klasického dizajnu vdaka svojej
funkcii dekorativneho osvetlenia a viktoridnskeho dizajnu.

Okrem osvetlovacej funkcie pokryva aj chyby v spojoch podlahy a stien.

Zabranuje hromadeniu necistét a skodlivym organizmom a poskytuje hygienické a zdravé pouzivanie po
mnoho rokov.

Vdaka dutej oblasti vo svojom dizajne zhromaZzduje telefénne, elektrické a internetové kable, aby
organizoval vaSe prostredie.

Je mimoriadne odolny a ma dIha Zivotnost, pretoze je vyrobeny z vysoko kvalitnych surovin a ma hrubé
steny.

Na rozdiel od svojich konkurentov vynikd hrdbkou povlaku a kvalitou eloxovania a aplikaciou predbeznej
Upravy, ktord poskytuje odolnost proti korézii pri elektrostatickom praskovom lakovani.

Leux spdja klasicky vzhl'ad a moderné osvetlenie.

HlinikovU LED listu Leux je mozné jednoducho nainstalovat upevnenim zadného profilu na stenu pomocou
skrutiek a inStaldciou LED pésikov do draZzok a potom ovlddaca.

Aplikacia bude ukoncend montdzou predného kryciho profilu so systémom snap lock spolu s difizormi.

Podla oblasti pouzitia je mozné LED pésiky pouzit vo vnutri oboch drazok, hornej drazky alebo spodnej
drazky samostatne.

Na zarovnanie s aplikaciou na stenu mozno na vrch produktu umiestnit drevené dosky, sadrokarténové
dosky alebo keramické obklady.

Rohy je mozné zostavit rezanim profilu do 45 stupriov.
Na blokovanie neZiaduceho svetla v rohovych hranach je mozné pouzit Specidlne kryty.
Je k dispozicii v dizke 2500 mm a vyske 100 mm.

Hlinikovd LED lista Leux md moZznosti matného eloxovania a elektrostatického praskového lakovania.
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Zatial ¢o su k dispozicii strieborné eloxované farebné natery, mézu byt tiez natreté na pozadovany kéd
RAL pomocou elektrostatického praskového lakovania.
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Zéaruka

Na tento produkt sa vztahuje zdruka 5 rokov od datumu prevzatia, s vynimkou pouzivatelskych chyb
uvedenych nizsie:

Damage caused by impact Damage caused by scratching Damage caused by abrasive substance or
chemical cleaning agents contact Damage caused by prolonged contact with water Damage caused by
exposure to intense temperature Damage caused by montage

LANOITANRETNI FORANODISING LABEL KVALITY PRIEMYSELNY TS-EN 755-8 TS-EN 755-9 TS 4922
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Zdrojova stranka 2

TECHNICKY LIST ZLIATINY
EN AW 6463 T6 [AIMgO0,7Si]
Miesto pouZzitia

Zliatina EN AW-6463 je Siroko pouzivana extrizna zliatina, vhodnd pre aplikacie, kde sa vyzaduju len nizke
pevnostné vlastnosti.

Casti mozu byt

vyrobené s dobrou kvalitou povrchu, vhodné pre mnohé naterové operacie.
Typické oblasti pouzitia s ndbytok, dokoncovacie materidly, okna a dvere,
Uprava karosérie, konstrukcia fasady, stipy osvetlenia a stoZiare.

Chemické zlozenie podla EN573-3 (hmotn. %, zvySok Al)

Si Fe Cu Mn Mg Cr Zn Ti Al

0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45 - 0,9 - Max 0,05 Max 0,1 Odpoc.
Mechanické vlastnosti podla EN755-2

Temper* Hribka steny e*** Medza klzu Pevnost v tahu PrediZenie Tvrdost podla Brinella
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50 mm % - Max A % HB**

T4 e<50 7512514 -12 46

T5 e<50 150 110 8- 6 60

T6 e<50 195 160 10 - 8 74

* Oznacenie teploty podla EN515: T4-Prirodzene zostarnuté do stabilného stavu, T5-chladené z operacie
tvarnenia pri zvySenej teplote a

umelo starnlce, T6-Solution tepelne spracované, kalené a umelo starnuté,
** Hodnoty tvrdosti su len orientacné,

*kk For different wall thicknesses within one profile, the lowest specified properties shall be considered as
valid for the whole profile cross section.

Fyzikalne vlastnosti (priblizné hodnoty, 20°C)

Hustota Rozsah topenia Elektricky tepelny sucinitel modulu
(kg/m?3) (°C) vodivost vodivost tepelnd elasticita

2700 585-650 (MS/m) (W/m.K) rozSirenie (GPa)

28-34 200-220 10-%/K ~70

Zvératelnost?

Plyn: 3 TIG: 2 MIG: 2

Typické vyplnové materidly (EN 1SO18273): SG-AIMg5Cr(A) alebo AISi5, a AIMg3, ak ma byt produkt
eloxovany.

V désledku tepelného prikonu pri zvarani
mechanické vlastnosti sa znizia priblizne o 50 % (ref.
EN1999-1).

Vlastnosti obrabanial: T4 Temper 3/ T5, T6 Temper 2
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Vlastnosti povlaku® Tvrdé/ochranné eloxovanie: 1 / Dekorativne / svetlé / farebné eloxovanie: 2
Odolnost proti korézii* VSeobecne: 1 Namorna: 2
tRelativna kvalifikacia v rozsahu od 1 - vemi dobré po 6 - nevhodné
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Zdrojova stranka 3

Pvc transparentny LED difuzny pas
Meracia paska, bez uhla Meracia paska, ¢
Tolerancie pily Tolerancie pily (priamy rez)
test skiSobného uhla

DIN 16941:2021-11 Tolerancia kruhového priemeru a vysky skosenia (mm) DIN 16941:2021-11 4
Tolerancia skreslenia TV

Séria tolerancii 3 3-6 6-10 10-18 30-50 50-80 >50 Tolerancia Line <30 30-60 60-120 120-180 180-250
>250

2A a 2B *0,5 £20% *£18% *£15% *15% *12% +10% 2A, 3A, 4A 5° 4° 3°30"' 3° 2°30' 2°

Rozsah menovitych velkosti DIN 16941: 2021-11 (mm)

Tolerancia hrubky steny Tolerancie dizkovych meranf

Séria tolerancie

2A a 2B +0,2 +0,3 +0,4 +0,5 +0,6 +0,8 % *+0,3 +0,4 +0,5 +0,6 +0,7 0,8 +1,0 +1,2 +2,0 +3,0
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Originalne vykresy a referencné strany
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Product Datasheet

Manufacturer Mox Profile Systems

Document Title Design and quality: Leux
Product Name Leux

Product Description Aluminium LED Skirting Board

Item No LUX
Area of Use Public, Office, Residential
Material EN AW 6463 T6, EN AW 6061 T6
Length 2500mm
Surface Powder Coated, Anodised, Chrome Plated

Leux aluminum LED skirting board is mostly preferred in exclusive classical design
projects through its decorative lighting feature and Victorian design. In addition to its
illumination feature, it also covers the defects in floor and wall joints. It prevents dirt
accumulation and harmful organisms to provide hygienic and healthy use for many
years. With the hollow area in its design, it collects the telephone, electricity and
internet cables to organize your environment. It is extremely durable and long-lasting
since it is produced from high quality raw material and has thick walls. Unlike its
competitors, it stands out with its coating thickness and quality of anodizing, and with
its pre-treatment application that provides resistance to corrosion in electrostatic
powder painting. Leux brings classical appearance and modern lighting together. Leux
aluminium LED skirting board can be easily installed by fixing the rear profile to the wall
with screws and installing the LED strips to the grooves then the driver. Application will
be completed by mounting the front cover profile with its snap lock system along with
the diffusers. According to the appliation area, LED strips can be used inside both
grooves, top groove or bottom groove separately. For flush with wall application, wood
planks, drywall or ceramic platings can be placed on the top of the product. Corners can
be assembled by cutting profile to 45 degree. Special covers can be used to block the
unwanted light in corner edges. It is available in 2500mm length and 100mm height.
Leux aluminum LED skirting board has matte anodized and electrostatic powder painting
options. While silver anodized color coatings is available, it can also be painted to the
desired RAL code with electrostatic powder painting.

100
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage

II

TS-EN 755-8 TS-EN 755-9 TS 4922
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ALLOY DATASHEET
EN AW 6463 T6 [AIMgO0.7Si]

Place Of Use
The alloy EN AW-6463 is a widely used extrusion alloy, suitable for applications where only modest strength properties are required. Parts can be
produced with a good surface quality, suitable for many coating operations. Typical application fields are furniture, finishing materials, windows and doors,

car body finishing, facade construction, lighting columns and flagpoles.

Chemical composition according to EN573-3 (weight%, remainder Al)

Si Fe Cu Mn Mg Cr Zn Ti Al
0,20 - 0,60 Max 0,15 0,2 Max 0,5 0,45-0,9 - Max 0,05 Max 0,1 Rest

Mechanical properties according to EN755-2

Temper* Wall Thickness e*** Yield Stress Tensile Strength Elongation Brinell Hardness
- e* mm Rp0,2 min Mpa Rm min Mpa Min A50mm % - Max A % HB**
T4 es<50 75 125 14 -12 46
T5 es<50 150 110 8-6 60
T6 es<50 195 160 10-8 74

* Temper designation according to EN515: T4-Naturally aged to a stable condition, T5-cooled from an elevated temperature forming operation and
artificially aged, T6-Solution heat treated, quenched and artificially aged,

** Hardness values are for indication only,

*** For different wall thicknesses within one profile, the lowest specified properties shall be considered as valid for the whole profile cross section.

Physical properties (approximate values, 20°C)

Density Melting range Electrical Thermal Co-efficient of Modulus of
(kg/m?) (°C) conductivity conductivity thermal elasticity
2700 585-650 (MS/m) (W/m.K) expansion (GPa)
28-34 200-220 10-8/K ~70
23.4

Weldability'

Gas: 3 TIG: 2 MIG: 2

Typical filler materials (EN ISO18273): SG-AIMgSCr(A) or AISi5, and AIMg3 when the product has to be anodised. Due to the heat input during welding the
mechanical properties will be redured by approximately 50% (ref. EN1999-1).

Machining characteristics': T4 Temper 3/ T5, T6 Temper 2

Coating properties" Hard/protective anodising: 1/ Decorative / bright / colour anodising: 2

Corrosion resistance' General: 1 Marine: 2

'Relative qualification ranging from 1-very good to 6-unsuitable
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Pvc Transparent Led Diffuser Strip

Measuring tape, no angle Measuring tape, no
Saw Tolerances Saw Tolerances (Inline Cut)
test angle test
<500 [>500 |>1000{>1500|>2000 |>3000|>4000 >4500 <500(>500 [>1000|>1500 |>2000 [>3000|>4000 >4500
+0.3 [#0.5| 1.0 | #1.5 | 2.0 | £3.0 | *4.0 +0.1% +0.3|+0.5| #1.0 | #1.5 | #2.0 | £3.0 | 4.0 +0.1%
DIN 16941:2021-11 Tolerance of the circular diameter and chamfer heights (mm) DIN 16941:2021-11 4 Distortion tolerance TV
Tolerance Series 3 3-6 6-10 10-18 30-50 50-80 >50 Tolerance Line | <30|30-60 | 60-120 | 120-180 | 180-250 | >250
2A & 2B +0.5 | *20% | =18% +15% *15% +12% +10% 2A, 3A, 4A 5° 4° 3°30° 3° 2°30’ 2°
DIN 16941:2021-11 Nominal Size Range (mm)
Tolerance of wall thickness Tolerances of length measurements
Tolerance Series
1.2 |1.2-25|25-4|4-65|6.5-10 | >10 <3 | 3-6 | 6-10 | 10-18 | 18-30 | 30-50 | 50-80 | 80-120 | 120-250 | 250-400
2A & 2B +0.2 | *0.3 +0.4 | +0.5 | *0.6 | +0.8% |+0.3|+0.4| 0.5 | +0.6 | +0.7 +0.8 +1.0 +1.2 +2.0 +3.0
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