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Tehnični prevod: za dimenzije si oglejte izvirne risbe in referenčne strani.

Izvorna stran 1
REVIO

Talne obloge iz aluminija

Revio aluminijasti robni profil preproge je posebej zasnovan za povečanje estetike in funkcionalnosti vaših
tal.

Revio aluminijasti robni profil preproge ne zagotavlja samo brezhibnega prehoda med različnimi talnimi
površinami, ampak tudi ščiti robove vaše preproge ter preprečuje obrabo in deformacijo, do katere lahko
pride sčasoma.

Ti profili vam pomagajo zmanjšati stroške popravil in zamenjave s podaljšanjem življenjske dobe vaše
preproge.

Revio ima možnost mat anodiziranega premaza v srebrni, rumeni in inox barvi.

ZASNOVAN ZA IZBOLJŠANJE ESTETIKE IN FUNKCIONALNOSTI VAŠIH TALNIH OBLOG.

Višina Dolžina št. izdelka Površina mm in mm ft

RVO25001215MEGMS 12 1/2 2500 8 1/5’’ MEGMS

RVO25001215MESAR 12 1/2 2500 8 1/5" MESAR

RVO25001215MEINX 12 1/2 2500 8 1/5" MEINX

MEGMS MESAR mat srebrna, anodized matte yellow, anodized

MEINX mat inox, eloksiran
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Revio aluminum carpet edge profile is specially designed to
increase the aesthetics and functionality of your floor. Revio
aluminum carpet edge profile not only provides a seamless
transition between different flooring surfaces, but also protects
the edges of your carpet, preventing wear and deformation that
may occur over time. These profiles help you reduce repair and
replacement costs by extending the life of your carpet.

Revio has a matte anodized coating option in silver, yellow and
inox colors.

REVIO
Aluminum Flooring

DESIGNED TO ENHANCE THE AESTHETICS AND
FUNCTIONALITY OF YOUR FLOORING

MEINX
matte inox, anodized
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Product No
Height Length

Surface
mm in mm ft

RVO25001215MEGMS 12 1/2 2500 8 1/5’’ MEGMS
RVO25001215MESAR 12 1/2 2500 8 1/5" MESAR
RVO25001215MEINX 12 1/2 2500 8 1/5" MEINX

MEGMS
matte silver, anodized

MESAR
matte yellow, anodized

h


