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Fleta e té dhénave té produktit

Prodhuesi Mox Profile Systems

Dizajni dhe cilésia e titullit té dokumentit: Mps-Brd

Emri i produktit Mps-Brd

Pérshkrimi i produktit Kufiri i dekorimit té pllakave prej geliku inox

Artikulli nr MBD

Zona e perdorimit Banjo, Kuzhine

Materiali 201, 304L

Gjatésia 8'

Sipérfagja saten, pasqyré

Korniza e pllakave prej geliku inox Mps-Brd pérdoret kryesisht si ndarés dekorativ pér geramiké.
Pérputhshméria me profilet e tjera té zbukurimit té pllakave éshté njé nga avantazhet e saj.

Eshté jashtézakonisht i géndrueshém, jetégjaté dhe rezistent ndaj korrozionit pasi éshté prodhuar nga
celik inox me cilési 304L. Né dispozicion gjithashtu alternativé prej celiku inox cilésor 201.

Mps-Brd ofron njé pamje plotésuese midis geramikés me ngjyra dhe modele té njéjta ose té ndryshme.

Korniza e pllakave prej celiku inox Mps-Brd mund té instalohet lehtésisht duke aplikuar ngjitésin e pllakave
né zgjatimet e fugave dhe duke shtypur fort pllakat ngjitur né vend.

Qoshet mund té montohen duke preré profilin né 45 gradé.

Bordi i pllakave prej celiku inox Mps-Brd ka pasqyré, saten, sipérfage ekskluzive super pasqyre dhe
opsione ngjyrash antracit, bronzi, bakri, ari, inox.
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Garancia

Ky produkt éshté nén garanci pér 5 vjet nga data e marrjes me pérjashtim té gabimeve té pérdoruesit si¢
jané renditur mé poshté:

Déme té shkaktuara nga ndikimi Déme té shkaktuara nga gérvishtjet Déme té shkaktuara nga kontakti i
substancave gérryese ose agjentéve kimiké té pastrimit DEme té shkaktuara nga kontakti i zgjatur me ujin
Déme té shkaktuara nga ekspozimi ndaj temperaturés intensive Déme té shkaktuara nga montimi

LANOITANRETNI FORANODISING QUALITYLABEL INDUSTRIAL TS-EN 755-8 TS-EN 755-9 TS 4922
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FLETE TE TE DHENAVE PER ALLO)

Celik inox ASTM 304

304 celik inox cilésor

ASTM 304 (Cilésia 304) éshté historia mé e madhe e suksesit prej celiku inox.

Pérdoret pothuajse né té gjitha aplikimet industriale, duke pérbéré 50% té té gjithé celikut inox

prodhimi dhe rreth gjysma e konsumit inox. 304 nuk éshté thjesht njé celik inox gé mund t'i pérshtatet ¢do
aplikimi; ofron gjithashtu njé bazé té shkélqyer pér

té kuptuarit e cilésive té 304, njé bazé praktike pér pércaktimin e pérshtatshmérisé sé celikut inox né njé
aplikim té déshiruar dhe pér krahasimin e materialeve té

grupi i celikut inox austenitik.
Ne té gjithé kemi njé pérvojé té kénagshme té pérdorimit té& 304 dhe njohuri pér vetité e vizatimit té thellé.
Pjesa metalike e pérdorur né

kompletet tuaja té takémeve (shih shenjat 18/10 dhe 18/8), sobat me presion, lavamanét dhe madje edhe
disketat jané prej celiku inox 304.

Komponentét

Cilésia 304L (Ju lutemi shihni tabelén-1) éshté njé karbon 304 i ulét qé pérdoret heré pas here pér té
parandaluar ndjeshmériné e mundshme ndaj korrozionit né pjesét e salduara.

Cilésia 304H

(Ju lutemi shihni tabelén toné té vlerave kimike), rrit forcén, (vecanérisht né temperatura mbi 500 2C)
pérmban njé karbon mé té larté se 304L.

Kjo cilési éshté

nuk pérdoret pér aplikime me mundési korrozioni té ndjeshém.

(Tabela-1) Komponentét e 304 dhe cilésia pérkatése

Cilésia standarde e emrit %C %Si %Mn %P %S %Ni

ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5

ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0

ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Shénim-1: Normat % gé nuk jané dhéné si diapazon pérfagésojné normat maksimale.
Shénim-2: Kéto vlera jané té pércaktuara né ASTM A240 pér pjatén, fletén dhe rrotullén.
Pér disa produkte té tjera, identifikimi mund té ndryshojé pak nga kéto vlera.

Té dy 304L dhe 304H jané té pérshtatshme pér pllaké (produkt té sheshté) dhe tub, por 304H mund té jeté
mé pak i disponueshém para stokit. 304L dhe 304H nganjéheré rezervohen

si standardi 304. (Certifikatat e testit konfirmojné se kjo éshté "L" ose "H")
Rezistenca ndaj korrozionit

Quality 304 ka rezistencé té shkélqyer korrozioni né njé zoné té gjeré.
Nuk ndryshket né shumé aplikacione ndértimi arkitektonike.

Pérvec késaj, pastrohet lehtésisht
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dhe rezistent ndaj kimikateve organike, kimikateve inorganike dhe ngjyrave me ngjyra né njé zoné té gjeré
né shumé mjedise prodhimi dhe pérpunimi ushqgimor. 304 Cilési

i nénshtrohet plasaritjes sé korrozionit té stresit dhe korrozionit bérthamor dhe plasaritjes, né té cilin forca
térheqése zbatohet né temperatura mbi 50 °C né klorit

mjedise me temperaturé mesatare.

Pérvec késaj, mund té aplikohet me sukses né intervale té shkurtra dhe né ambiente té ngrohta me klorit
ku béhet pastrimi

kryhet dhe aplikohet rregullisht (p.sh. né tenxhere dhe disa lidhje jahtesh).
Vetité fizike dhe mekanike

Rezistenca né térheqgje Min. 515 MPa

0.2% Forca e rendimentit Min. 205 MPa

Zgjatimi% Min. 40%

Fortésia (Brinell) Maks. 201 HB

Fortésia (Rockwell) Maks. 92 HRB

Fortésia (Vickers) Maks. 210 HV

Rezistenca ndaj nxehtésisé

304 Cilésia ka rezistencé té miré oksidimi né vendet ku punohet né intervale té shkurtra né 870 °C dhe
vazhdimisht né 925 °C.

Nuk rekomandohet né

diapazoni prej 425 - 860 °C prej 304, nése aplikimi i mépasshém funksionon né mjedise ujore né
temperaturé dhome.

Por ndonjéheré funksionon miré né

mjedise qé ndryshojné mbi ose nén kété interval té temperaturés.

Klasa 304L éshté mé rezistente ndaj reshjeve té karabit dhe mund té pérdoret né tempera-
varg ture i pérmendur mé sipér.

Aty ku forca e larté e materialit éshté e réndésishme, nevojiten vlera té larta té karbonit.
Pér shembull, enét nén presion AS1210 kodojné kufijté

temperatura e funksionimit prej 304 L deri né 425 °C dhe pérdorimi i cilésisé 304 éshté i kufizuar né vlerat
0.04% dhe mé té larta pér temperaturat mbi 550

oC.
Cilési 304 gazra té Iéngshém né temperatura té uléta
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Vizatime origjinale dhe fage referimi
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Product Datasheet

Manufacturer
Document Title
Product Name
Product Description
Item No

Area of Use
Material

Length

Surface

Mox Profile Systems

Design and quality: MPS-BRD
MPS-BRD

Stainless Steel Tile Trim Border
MBD

Bathroom, Kitchen

201, 304L

g

Satin, Mirror

MPS-BRD stainless steel tile trim border is mostly used as a decorative divider for
ceramics. Being compatible with other tile trim profiles is one of its advantages. It is
extremely durable, long-lasting and corrosion resistant since it is produced from 304L
quality stainless steel. 201 quality stainless steel alternative also available. MPS-BRD
provides a complementary look between ceramics of the same or different colors and

patterns. MPS-BRD stainless steel tile trim border can be easily installed by applying tile

adhesive to joint extensions and firmly pressing adjoining tiles into place. Corners can
be assembled by cutting the profile to 45 degrees. MPS-BRD stainless steel tile trim

border has mirror, satin, exclusive super mirror surfaces and anthracite, bronze, copper,

gold, inox color options.

3/8-9/16-13/16-7/8

L I I

[5/16-3/8-1/2-9/16
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage
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ALLOY DATASHEET
Stainless Steel ASTM 304

304 Quality Stainless Steel

ASTM 304 (Quality 304) is the biggest stainless steel success story. It is used in almost all industrial applications, accounting for 50% of all stainless steel
production and about half of stainless consumption. 304 is not just a stainless steel that can suit every application; it also provides an excellent basis for
understanding the qualities of 304, a practical basis for defining the suitability of stainless steel in a desired application, and for comparing the materials of
the austenitic stainless steel group. We all have a satisfying experience of using 304 and knowledge of deep drawing properties. The metallic part used in
your cutlery sets (see markings 18/10 and 18/8), pressure cookers, sinks and even floppy disks is made of 304 stainless steel.

Components

Quality 304L (Please see Table-1) is a low carbon 304 that is used occasionally to prevent possible corrosion sensitivity in welded parts. Quality 304H
(Please see our table of chemical values), increases strength, (especially at temperatures above 500 °C) contains a higher carbon than 304L. This quality is
not used for applications with the possibility of sensitive corrosion.

(Table-1) Components of 304 and Related Quality

Standard Name Quality %C %Si %Mn %P %S %Ni
ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5
ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0
ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Note-1: The% rates not given as a range represent the maximum rates.

Note-2: These values are defined in ASTM A240 for plate, sheet and roll. For some other products, the identification may differ slightly from these values.
Both 304L and 304H are suitable for plate (flat product) and pipe, but 304H may be less available before stock. 304L and 304H are sometimes stocked
like standard 304. (Test certificates confirm that this is “L” or “H")

Corrossion Resistance

Quality 304 has excellent corrosion resistance in a wide area. It does not rust in many architectural construction applications. In addition, it is easily cleaned
and resistant to organic chemicals, inorganic chemicals and colored dyes in a wide area in many food production and processing environments. 304 Quality
is subjected to stress corrosion cracking and nucleation and cracking corrosion, in which the tensile force is applied at temperatures above 50 °C in chlorite
environments at medium temperature. In addition, it can be successfully applied at short intervals and in warm chlorite environments where cleaning is
regularly performed and applied (eg in pots and some yacht connections).

Physical And Mechanical Properties
Tensile Strength Min. 515 MPa

0.2% Yield Strength Min. 205 MPa
Elongation% Min. 40%

Hardness (Brinell) Max. 201HB

Hardness (Rockwell) Max. 92 HRB
Hardness (Vickers) Max. 210 HV

Heat Resistance

304 Quality has good oxidation resistance in places where it is worked at short intervals at 870 °C and continuously at 925 °C. It is not recommended in the
range of 425 - 860 °C of 304, if the subsequent application is working in aqueous environments at room temperature. But sometimes it performs well in
environments that change above or below this temperature range. Grade 304L is more resistant to carbide precipitation and can be used in the tempera-
ture range mentioned above. Where high material strength is important, high carbon values are needed. For example, AS1210 pressure vessels code limits
the operating operation temperature of 304L to 425 °C, and the use of 304 quality is restricted to values of 0.04% and higher for temperatures above 550
°C.

Quality 304 liquefied gases at low temperatures
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