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TexXHUYKN NMPeBo: KOHCYNITYjTe OpUrnHaliHe LpTexe 1 pedepeHTHe CTpaHuLe 3a AumeHsnje.

3BopHa cTpaHuua 1

MOX BOOWNY 3A MOHTAXY MO XEJbl

1 NHcTanaumja ce MoxXxe U3BpwmnTM NoMohy wpadoBa Nan CUIIMKOHCKOT Jienka.
MpaBniHa NpuMeHa Mopa BTN Nak/bMBO AEHTU(NKOBaHa NpeMa MaTepujany 3uaa.
2 NocTaBuTe oaroBapajyke Tunne y ckiagy ca maTepujanoMm 3naa y nsbyuieHe pyne.
3 3aBpHUTe Aenose 3a npuyBpwhrBame Ha 31 Ha MecTa Koja cy nsbylweHa y nHtepsanmma og 50 um.
4 YmeTHuTe JIE[ Tpake y npopese Ha BPXYy v AHY npoduna.

5 MosexunTe JIEL Tpake n gpajsep 1 ApajBep Ha eNeKTPUYHY MpeXY.

KabsnoBu ce MOry HOCUTKU yHYTap npodunaa 3a noBesnBame Ca BMLIE NOroHa.
KoHCynTyjTe nokanHe enekTpuyape Aa bucte nobunm TayHe pesynraTe.

6 MNpuTUCHUTE ANdY30p Ha 3a4my MJ0YY OOK He KJIMKHE Ha CBOje MecTo.

7 HaHecuTe nenak Ha yHyTpallke yrnose ga bucte nx y4BpCcTuam Ha MecTy.

8 HaHecuTe nenak Ha cnosbHe yraose fa bucte nx y4BpCTUIN Ha MecCTYy.

9 HaHecuTe nenak Ha 3aBpLUHEe AefloBe Aa bucTe nx y4BpCTUIN Ha MECTY.
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N3BopHa CcTpaHuua 2

PE3AHE U NMPOOYXXNBAHKE JIEL TPAKE

3a ncnpaBaH paf Jlokaumnje Ha3HavyeHe y

NEL Tpaka, ncedyeHa camo ca e gujarpama.

[a bucTe n3bernm npekunp Bese 6 Ha Ha3Ha4YeHoj IoKaLmju
n3mehy JIE[ Tpake, nemnTe camMo [ Ha LPTeXY y30pKa.
OVNJATPAM OXNYNBAHA JIEL TPAKE

MOX PI'b KoHTponep

PI Anm Budun

b mmep

Opwusep / TpaHchopm

Mep
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OpPUTNHANHU LPTEXN N pedepeHTHE CTPaHMULLE
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WISHLED ASSEMBLY GUIDE MO).(

g

1 Installation can be done with screws 2 Place the correct dowels according 3 Screw the wall fixation parts to the
or silicone glue. The correct to the wall material into the drilled places that are drilled at 50cm

application must be carefully holes. intervals.
identified according to the wall
material.

N

Insert the LED strips into the slots at Connect the LED strips and the Press the diffuser against the back
the top and bottom of the profile. driver and the driver to the mains. plate until itclicks into place.
Cables can be carried within the
profiles for multi-drive connections.
Consult local electricians to obtain
accurate results.

) A
A
Apply adhesive to the internal E Apply adhesive to the external Apply adhesive to the ending parts
corners to secure them in position. corners to secure them in position. to secure them in position.
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LED STRIP CUTTING & EXTENDING
>8

For correct operation of the LED Strip, cut only from the

g @ @ @ @ @ gg @ @ @ @ @ g location indicated in the diagram.

To avoid disconnection between the LED Strip, solder only

% @ @ @ @ @%%@ @ @ @ @ % at the location indicated in the sample drawing.

LED STRIP WIRING DIAGRAM
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