MOX Sistemleri - teknik belgeler
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Teknik ceviri: boyutlar icin orijinal cizimlere ve referans sayfalarina bakin.

Kaynak sayfa 1

Mps-N MONTA]J KILAVUZU

Doseme kalinhidina gore dogru profili segin.

2 Derzi uygulayin ve profil dubellerini buna gore yerlestirin.
3 Profili baglanti noktasina sabitlenene kadar bastirin.

4 Dosemenin yerlestirilecedi yerlere derz uygulayin.

5 Dosemeyi profile yerlestirin ve hizalayin.

6 Dis koseler icin profilleri 45 derece kesin.

Profilleri dis kdselerden hizalayin ve baglanti yerine bastirin.
8 Dosemeyi profile yerlestirin ve hizalayin.

9 ic koseler icin profilleri 45 derece kesin.

10 Profilleri ic kdselerden hizalayin ve baglanti yerine bastirin.
11 Désemeyi profile yerlestirin ve hizalayin.
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MPS-N ASSEMBLY GUIDE
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Pick the correct profile according to
the flooring thickness.

Apply joint and place the profiles
anchor accordingly.

Press the profile until it is fixed to
the joint.

Apply joint to the places where the
flooring will be placed.

Place and align the flooring to the
profile.

Cut profiles 45 degrees for external
corners.

Align the profiles at the external
corners and press them into the
joint.

E Place and align the flooring to the
profile.

N

Align the profiles at the internal
corners and press them into the
joint.

Place and align the flooring to the
profile.
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Cut profiles 45 degrees for internal
corners.



