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Teknik ceviri: boyutlar icin orijinal cizimlere ve referans sayfalarina bakin.

Kaynak sayfa 1

Uran Veri Sayfasi

Uretici Mox Profil Sistemleri

Belge Basligi Tasarim ve kalite: Mps-L

Uran Adi Mps-L

Uran Aciklamasi Paslanmaz Celik Kiremit Trim Kenari
Oge No MPL

Kullanim Alani Banyo, Mutfak

Malzeme 201, 304L

Uzunluk 8'

YUzey Saten, Ayna

Mps-L paslanmaz celik fayans kenar profili, trend seramik renk ve dokularina uyum saglarken, genis ylzey
secenegiyle seramik uygulamalariniza estetik katiyor.

Seramik duvar uygulamalarinin uclarinda seramik bolimu gizleyen cerceve olarak veya parke birlesim yeri
olarak kullanilir.

Derz ve uygulama kusurlarini ortadan kaldiracak estetigi saglarken seramigin zarar gérmesini de engeller.

304L kalite paslanmaz celikten Uretildigi icin son derece dayanikli, uzun émurli ve korozyona dayanikhdir.
201 kalite paslanmaz celik alternatifi de mevcuttur.

Mps-L minimal tasarimiyla fayans kombinlerine sade bir gérinim kazandirir.

Mps-L paslanmaz celik fayans kaplama kenari, derz uzantilarina fayans yapistiricisi surtlerek ve bitisik
fayanslar yerine sikica bastirilarak kolayca monte edilebilir.

Profil 45 derece kesilerek kdse montaji yapilabilir.

Mps-L paslanmaz celik fayans kenar kenari ayna, saten, 6zel slper ayna ylUzeylere ve antrasit, bronz,
bakir, altin, inox renk seceneklerine sahiptir.
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Garanti

Bu Uriin asagida belirtilen kullanici hatalar disinda teslim tarihinden itibaren 5 yil stireyle garanti
kapsamindadir:

Darbeden kaynaklanan hasarlar Cizilmeden kaynaklanan hasarlar Asindirici madde veya kimyasal temizlik
maddelerinin temasindan kaynaklanan hasarlar Suyla uzun slire temastan kaynaklanan hasarlar Yogun
sicaklia maruz kalma nedeniyle olusan hasarlar Montajdan kaynaklanan hasarlar

LANOITANRETNI ICIN ELOKSAL KALITE ETIKETI ENDUSTRIYEL TS-EN 755-8 TS-EN 755-9 TS 4922
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Kaynak sayfa 2

ALASIM VERI SAYFASI

Paslanmaz Celik ASTM 304

304 Kalite Paslanmaz Celik

ASTM 304 (Kalite 304) paslanmaz celigin en blUytk basar dykusuddr.

Neredeyse tim endustriyel uygulamalarda kullanilir ve tim paslanmaz ¢eligin %50'sini olusturur.

Uretimi ve paslanmaz tuketiminin yaklasik yarisini olusturuyor. 304 sadece her uygulamaya uygun
paslanmaz celik degildir; ayni zamanda mikemmel bir temel saglar

istenilen bir uygulamada paslanmaz celigin uygunlugunu tanimlamak ve paslanmaz celigin malzemelerini
karsilastirmak icin pratik bir temel olan 304'lUn niteliklerini anlamak

Ostenitik paslanmaz celik grubu.
Hepimiz 304'G kullanma konusunda tatmin edici bir deneyime ve derin cekme 6zellikleri bilgisine sahibiz.
Kullanilan metal kisim

Catal bicak takimlariniz (18/10 ve 18/8 isaretlerine bakin), didukll tencereleriniz, lavabolariniz ve hatta
disketleriniz 304 paslanmaz celikten yapilmistir.

Bilesenler

Kalite 304L (Lutfen Tablo-1'e bakiniz), kaynakli parcalarda olasi korozyon hassasiyetini 6nlemek icin ara
sira kullanilan dUsUk karbonlu bir 304't0r.

Kalite 304H

(Kimyasal degerler tablomuza bakiniz), mukavemeti artirir, (6zellikle 500 °C Uzerindeki sicakliklarda)
304L'den daha yUksek karbon icerir.

Bu kalite

hassas korozyon olasiligi bulunan uygulamalar icin kullaniimaz.

(Tablo-1) 304 Bilesenleri ve ilgili Kalite

Standart Ad Kalite %C %Si %Mn %P %S %Ni

ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5

ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0

ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Not-1: Aralik olarak verilmeyen % oranlari maksimum oranlari temsil etmektedir.
Not-2: Bu degerler ASTM A240'da levha, levha ve rulo icin tanimlanmistir.

Diger bazi Grlnlerde tanimlama bu degerlerden biraz farkl olabilir.

Hem 304L hem de 304H, levha (yassi Grln) ve boru icin uygundur, ancak 304H stoktan 6nce daha az
mevcut olabilir. 304L ve 304H bazen stoklanir

standart 304 gibi. (Test sertifikalari bunun “L” veya “H” oldugunu dogrular)
Korozyon Direnci

Kalite 304 genis bir alanda mUkemmel korozyon direncine sahiptir.

Bircok mimari insaat uygulamasinda paslanma yapmaz.

Ayrica kolayca temizlenir
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bircok gida Uretim ve isleme ortaminda genis bir alanda organik kimyasallara, inorganik kimyasallara ve
renkli boyalara karsi dayaniklidir. 304 Kalite

Klorit icerisinde 50°C'nin Gizerindeki sicakliklarda cekme kuvvetinin uygulandigi stres korozyonu catlamasi
ve cekirdeklenme ve catlama korozyonuna maruz kalir.

orta sicakliktaki ortamlar.

Ayrica kisa araliklarla ve temizligin gerekli oldugu sicak klorit ortamlarda da basariyla uygulanabilmektedir.
dizenli olarak yapilir ve uygulanir (6rnedin tencerelerde ve bazi yat baglantilarinda).
Fiziksel ve Mekanik Ozellikler

GCekme Dayanimi Min. 515MPa

%0,2 Akma Dayanimi Min. 205 MPa

Uzama % Min. %40

Sertlik (Brinell) Maks. 201HB

Sertlik (Rockwell) Maks. 92 HRB

Sertlik (Vickers) Maks. 210 YG

Isi Direnci

304 Kalite 870 °C'de kisa araliklarla ve 925 °C'de slirekli calisildi§i yerlerde iyi oksidasyon direncine
sahiptir.

icinde tavsiye edilmez.

304'Un 425 - 860 °C araliginda olmasi durumunda sonraki uygulama oda sicakliginda sulu ortamlarda
yapilmaktadir.

Ama bazen iyi performans go6steriyor

Bu sicaklik araliginin Gstiinde veya altinda degisen ortamlar.

304L kalitesi karbur cokelmesine karsi daha dayaniklidir ve sicaklikta kullanilabilir.

Yukarida belirtilen tam aralik.

Yiksek malzeme mukavemetinin 6nemli oldugu yerlerde ylksek karbon degerlerine ihtiyac duyulur.
Ornegin AS1210 basingli kaplar kod sinirlari

calisma calisma sicakhgi 304L ila 425 °C olup, 550°C Uzerindeki sicakliklarda 304 kalitenin kullanimi %0,04
ve daha ylksek degerlerle sinirlandiriimistir.

°C.
Dusuk sicakliklarda kalite 304 sivilastiriimis gazlar
Sayfa 2/2
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Orijinal cizimler ve referans sayfalari

MOX Systems



Product Datasheet

Manufacturer Mox Profile Systems

Document Title Design and quality: MPS-L
Product Name MPS-L

Product Description Stainless Steel Tile Trim Edge

Item No MPL
Area of Use Bathroom, Kitchen
Material 201, 304L
Length 8
Surface Satin, Mirror

MPS-L stainless steel tile trim edge profile adapts to trend ceramic colors and textures
while adding aesthetics to your ceramic applications with its wide range of surface
options. It is used as a frame that conceals the ceramic section at the ends of ceramic
wall applications or as parquet joints. While providing aesthetics that will eliminate joint
and application flaws, it also prevents ceramics from taking damage. It is extremely
durable, long-lasting and corrosion resistant since it is produced from 304L quality
stainless steel. 201 quality stainless steel alternative also available. MPS-L provides a
plain appearance to tile combinations with its minimal design. MPS-L stainless steel tile
trim edge can be easily installed by applying tile adhesive to joint extensions and firmly
pressing adjoining tiles into place. Corners can be assembled by cutting the profile to 45
degrees. MPS-L stainless steel tile trim edge has mirror, satin, exclusive super mirror
surfaces and anthracite, bronze, copper, gold, inox color options.

9L/6-2/L-8/€-9L/S
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Warranty

This product is under warranty for 5 years from the
date of receipt except for the user errors as listed
below:

Damage caused by impact

Damage caused by scratching

Damage caused by abrasive substance or chemical
cleaning agents contact

Damage caused by prolonged contact with water
Damage caused by exposure to intense temperature
Damage caused by montage

< See
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ALLOY DATASHEET
Stainless Steel ASTM 304

304 Quality Stainless Steel

ASTM 304 (Quality 304) is the biggest stainless steel success story. It is used in almost all industrial applications, accounting for 50% of all stainless steel
production and about half of stainless consumption. 304 is not just a stainless steel that can suit every application; it also provides an excellent basis for
understanding the qualities of 304, a practical basis for defining the suitability of stainless steel in a desired application, and for comparing the materials of
the austenitic stainless steel group. We all have a satisfying experience of using 304 and knowledge of deep drawing properties. The metallic part used in
your cutlery sets (see markings 18/10 and 18/8), pressure cookers, sinks and even floppy disks is made of 304 stainless steel.

Components

Quality 304L (Please see Table-1) is a low carbon 304 that is used occasionally to prevent possible corrosion sensitivity in welded parts. Quality 304H
(Please see our table of chemical values), increases strength, (especially at temperatures above 500 °C) contains a higher carbon than 304L. This quality is
not used for applications with the possibility of sensitive corrosion.

(Table-1) Components of 304 and Related Quality

Standard Name Quality %C %Si %Mn %P %S %Ni
ASTM 304 304 0,08 1,0 2,0 0,045 18,0-20,0 8,0-10,5
ASTM 304 304L 0,03 1,0 2,0 0,045 18,0-20,0 8,0-12,0
ASTM 304 304H 0,04-0,10 1,0 2,0 0,045 18,0-20,0 8,0-12,0

Note-1: The% rates not given as a range represent the maximum rates.

Note-2: These values are defined in ASTM A240 for plate, sheet and roll. For some other products, the identification may differ slightly from these values.
Both 304L and 304H are suitable for plate (flat product) and pipe, but 304H may be less available before stock. 304L and 304H are sometimes stocked
like standard 304. (Test certificates confirm that this is “L” or “H")

Corrossion Resistance

Quality 304 has excellent corrosion resistance in a wide area. It does not rust in many architectural construction applications. In addition, it is easily cleaned
and resistant to organic chemicals, inorganic chemicals and colored dyes in a wide area in many food production and processing environments. 304 Quality
is subjected to stress corrosion cracking and nucleation and cracking corrosion, in which the tensile force is applied at temperatures above 50 °C in chlorite
environments at medium temperature. In addition, it can be successfully applied at short intervals and in warm chlorite environments where cleaning is
regularly performed and applied (eg in pots and some yacht connections).

Physical And Mechanical Properties
Tensile Strength Min. 515 MPa

0.2% Yield Strength Min. 205 MPa
Elongation% Min. 40%

Hardness (Brinell) Max. 201HB

Hardness (Rockwell) Max. 92 HRB
Hardness (Vickers) Max. 210 HV

Heat Resistance

304 Quality has good oxidation resistance in places where it is worked at short intervals at 870 °C and continuously at 925 °C. It is not recommended in the
range of 425 - 860 °C of 304, if the subsequent application is working in aqueous environments at room temperature. But sometimes it performs well in
environments that change above or below this temperature range. Grade 304L is more resistant to carbide precipitation and can be used in the tempera-
ture range mentioned above. Where high material strength is important, high carbon values are needed. For example, AS1210 pressure vessels code limits
the operating operation temperature of 304L to 425 °C, and the use of 304 quality is restricted to values of 0.04% and higher for temperatures above 550
°C.

Quality 304 liquefied gases at low temperatures
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